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NATIONAL ADVISORY COMMITTEE FCR AERONAUTICS

RESEARCH MEMORANDUM

A COMPILATION OF SUMMARIES FROM NACA REPORTS ON
FUELS RESEARCH, 1945-18952

By J. T. DiPilazza

INTRODUCTION

The NACA has publlshed a large amount of datae on the synthesis and
anelysis of fuels and on their performance in aircraft propulsion sys-
tems. Unfortunately, full benefits are not always obtalned from work
of the past because of the effort and time required to locate 0ld ref-
erences. In order to minimize these difficulties, a compilation from
NACA publications in the f£field of fuels research from July 1945 through
1952 haes been prepared. A summary of each report is included, and the
reports are cross-referenced. These summaries often contain enough
information to eliminate the need for obtaining the complete report.

If the summary does not contain encugh information, it should revesal
whether or not close examination of the entire report 1ls warranted.

Only partial coverage of NACA research on reciprocating-engine
fuel is presented in this compilation, inasmuch as reports published
before July 1945 are not included. A more complete summery and analysils
of the NACA effort in the reciprocating-engine fleld gppears in
Report 1026, "NACA Investigation of Fuel Performence in Piston-Type
Engines" by Henry C. Barnett. Combustion and fuel research are often
closely related; however, only those reports that contain what are
considered to be pertinent data on fuels research haeve been included.
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J. RECIPROCATING ENGINE FUEL

A, Antiknock Additives

Knock-Limited Performance of Blends of AN-F-28 Avistion Gasoline

Containing 2 Percent Amines - Part V. By Henry Alquist and Leonard K.
Tower. NACA WR E-151, 1945. (Supersedes NACA MR ES5HO6.) 5 Pp-;
2 tables; 7 figs.; Unc.

Tests were conducted to determine the effect of 2-percent additions
of seven aromatlc emines on the knock-limited performance of 28-R fuel
in a CFR engine. Knock tests were made of seven aromatic amines syn-
theslzed, or purchased and purified, at the Cleveland laboratory of the
NACA. The amines tested were N-methyl-p-ethylaniline, N-methyl-o-
toluidine, N-methyl-p-isopropylaniline, N-methyl-2,4-xylidine, methyl-
diphenylemine, N-metﬂylfgg-ethylaniline (mixture of N-methylethyl-
anilines), and 2,4,6-trimethylaniline. The knock-limited performance
of 28-R fuel with and without Z-percent sdditions of each of these aro-
matic amines was determined with 2 modified F-4 engine at three sets of
operating conditions. Ratings were also determined for 28-R and all the
fuel blends with an F-3 englue.

The results are summarized as follows:

1. The most effective anti-knock additives of the aromatic amines
tested were N-methyl-sr-ethylaniline, N-methyl-p-ethylaniline, and N-
methyl-p-isopropylaniline.

2. Other aromatic amines whilch are of lnterest as anti-knock addi-
tives are N-methyl-2,4-xylidine, N-methyl-o-toluidine, and 2,4,6-
trimethylaniline.

3. With certain exceptions the addition of a single methyl radical
to the nitrogen atom of an aromatic amine increased the knock-limited
power and decreased the temperature sensitivity at most fuel-air ratios
and engine conditions.

* k%

The Knock-Limited Performance of 8 Reference Fuel Plus 2 Milliliters
of Triethylthallium Per Gallon. By Carl L. Meyer. NACA WR E-112, 1945.
(Supersedes NACA RB E5J15.) 3 pp.; 1 table; 1 fig.; Unc.

Published data indicate that the vepors of thallium, when intro-
duced into the combustion chamber of an internal-combustion engine, are
effective as ap antiknock agent. On & welght baslis, the thallium vapors
were found to have several times the antiknock value of tetraethyl lead,
vhich was added to the fuel. The amount of thallium vapor necessary to
reise the antiknock properties of a gasoline up to exact equivalence
wilth & benzol-gasoline mixture was determined in these englne tests.

4
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In view of the encouraging resulits for thallium vapors reported, tests
of the antiknock effectiveness of a thallium compound, when added to the
fuel, were considered advisable.

Knock-limited performence data were obtained in April 1945 in a
small-scale single-cylinder englne at two inlet-air temperatures for
S5-4 reference fuel plus 2 mi triethylthallium per gallon and were com-
pared with similer knock-limited data for S-4 and S-4 plus 2 ml TEL
per gallon.

At the higher inlet-alr temperature, the knock-limited power of
B5-4 was slightly decreased at.fuel-air ratios below 0.07 by the addition
of triethylthallium but was substeantislly increased at higher fuel-air
ratios. When the inlet-air temperature was reduced to 100° F, the
knock-limited power of S-4 was apprecisbly increased at all fuel-air
ratios by the eddition of triethylthallium. The test fuel conbtaining
the triethylthallium wes more sensitive, particularly at lean fuel-alr
ratios, to changes of inlet-air temperature than elther S-4 or S-4 plus
2 ml TEL per gallon. At nelther Inlet-air temperature did the addition
of triethylthallium to S-4 produce power increases comparsble with those
obtained through the addition of an equal-volume concentration of tetra-
ethyl lead.

kK

Lead Susceptibility of Several Fuels as Determined in an Air-Cooled
Aircraft-Engine Cylinder. By Edward G. Stricker, Jerrold D. Wear, and

Reece V. Hensley. WNACA WR E-220, 1946. (Supersedes NACA RB EBAO7.)
4 pp.; 1 table; 7 figs.; Unc.

In order to determine the lead susceptibllity of several fuels,
leaded and unleaded fuels from the same stock were blended and tested
in a full-scale alr-cooled alrcraft-engine cylinder.

The fuels used were S-4 reference fuel, virgin-base stock, aviation
alkylate, neohexane, and blends of 25-percent benzeme with 75-percent
virgin-base stock and 25-percent toluene with 75-percent virgin-base
stock.

Knock-1limited performance data were obtained for each fuel, clear
and with 6 ml TBL per gallon, for a range of fuel-air ratios from 0.05
or 0.08 to 0.115. Similar data were also cbtained for 8-4 reference
fuel with 2.5 ml TEL per gellon in order to test more thoroughly lead
response of & fuel between O and 2.5 ml TEL per gallon.

With S-4 reference fuel, a region of slight appreciation in per-
formance was observed between 1 and 1.5 ml TEL per gallon. At higher
lead concentrations, a greater response was observed although the incre-
mental increase was smaller for the higher tetraethyl-lead concentrations.
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The other fuels were not thoroughly investigated in the range where
this break occurred; consequently these fuels may or may not exhibit
this peculiarity.

Tests of fuels containing from O to 6 ml TEL per gallon at fuel-
alr ratios from approximately 0.05 to 0.115 made in a full-scale air-
cooled aircraft-engine cylinder show that:

1. For tetraethyl-lead concentrations in excess of 3 milliliters
per gallon, the aromatic blends showed & greater percentage Increase in
knock-limited power than the paraffins with the exception of nechexane,
which gave the greatest percentage increase of all the fuels tested at
lean mixtures.

2. For any particuler tetraethyl-lead addition, the percentage
increase in knock-limited indicated mean =ffective pressure compared to
the clear fuel was about the same for the aromatic blends tested. The
percentage increase 1in knock-limited mean effective pressure resulting
from lead additions varied for the four paraffinic fuels tested.

3. A given lead concentration in any fuel tested permitted o greater
percentage Ilncrease In knock-limited indicated mean effective pressure at
lean mixtures than at rich mixtures.

* % L

The Effects of an Increase ln the Concentration of Ethylene
Dibromide in a Leaded FPuel on Lead Deposition, Corrosion of Exhaust
Valves, and Knock-Limited Power. By B. A. Mulcahy and M. A. Zipkin.
NACA WR E-43, 1945. (Supersedes NACA ARR E5EO4a.) 5 pp-; 4 figs.; Unc.

In order to determine whether an excess of ethylene dibromide might
decrease the amount of unscavenged lead in the cylinder and thereby
reduce valve-crown corrosion, two englne tests (tests A and B) were con-
ducted during June and July 1944 at the NACA Clevelend laboratory using
a 1-T mix and a 2-T mix (& fuel containing twice the amount of ethylene
dibromide theoreticelly required to combine with the lead) and the
amounts of resulting valve corrosion were compared. A third test
(test C) was run to investigate the possibility that addition of ethylene
dibromide in the fuel might, by combining with the lead, reduce the
knock-limited power obtainable with the fuel. Knock-limlited indicated
mean effective pressure in a Wright CSGC cylinder was determined over a
range of fuel-alr ratios for 1-T and 2-T mixes of AN-F-28 (28-R) fuel.

The following results were cbtained from tests run to determine
whether an excess of ethylene dibromlde might decrease the amount of
unscavenged lead in the cylinder and thereby reduce valve-crown cor-
rosion:

A : }

2956

III



gy64d

Wy

Y

NACA RM 53D28 S 5

1. When ethylene dibromide in excess of the amount theoretically
required to combine with the lead in the fuel (1-T mix) was added, the
corrosion of the exhaust-valve crown and the material deposits on the
pilston and spark plugs were reduced.

2. Fuel containing twice. the theoretical amount of ethylene dibro-
mide (2-T mix) produced the same knock-limited indicated mean effective
pressure as did fuel containing the theoretical amount of ethylene
dibromide (1-T mix).

L * *

Lead Fouling of Ailrcraft-Engine Spark Plugs. I - Process of
Deposit Accumulation. By J. L. Sloop, George R. Kinney, and William H.

Rowe. NACA WR E-181, 1945. (Supersedes NACA MR E5K29.) 6 pp-;
6 figs.; Unc.

Tests with CFR and aircraft-type single-cylinder engines were made
to investigate the progressive accumulation of lead deposits on spark
plugs under nonvarying opersting conditions. Deposit-weight determina-
tions and photogrephic cbservations are presented, which demonstrate
the following characteristics of deposit accumulation:

1. Deposits accumulate at rates that decresse as the total welght
of deposlt lncreases.

2. The change in the rate of deposit accumnlation with time may
differ with different engine operating conditions. :

3. Deposits may change thelr positions on the spark plug during
engine operation under the influences of gravitation and molecular forces
and, possibly, forces arlsing from gas flow wlthin the combustion
chamber.

& *x *

The Effect of Ethylene Dibromide:on the Knock-Limited Performance
of Leaded and Nonleaded S Reference Fuel. By George R. Kinney and

Richard O. Niemi. NACA WR E-183, 1946. (Supersedes NACA MR E6B12.)
6 pp;s 1 table; 3 figs.; Unec.

Published tests with an alr-cooled, single-cylinder engine showed
no reduction in the knock-limited power of an AN-F-28, Amendment-2Z, fuel
when the ethylene-dibromide concentration was increased from 1 theory to
2 theories; however, during tests performed at the NACA Cleveland lab-
oratory on lead fouling of spark plugs, the knock-limited power of a
CFR engine decreassed when ethylene dibromide was added to nonleaded S
reference fuel.
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These observations suggested the possibility that the effect of
ethylene dibromide on the knock-limited power of an engine might depend
upon the concentration of tetraethyl lead in the fuel. Tests therefore
conducted on ethylene dibromide on the knock-limited performance of S
reference fuel, both leaded and nonleaded to 6 ml TEL per gallon, gave

the following results:

1. An increase in the ethylene-dibromide content from O to 5.34 mil—<\\‘
liliters per gallon (O-T to 2-T for 6 ml TEL/gal) decreased the knock-
limited power of & reference fuel, hoth nonleaded and leaded to 8 ml TEL
per gallon, approximetely the same amount (6 to 9 percent depending upon
the fuel-air ratio) except at very lean and very rich fuel-ailr mixtures
where little change in the knock-limited power of the nonleaded fuel wes

detected.

2956

2. An increase in the ethylene-~dibromide content from O to 2.67 mil-
1iliters per gallon (O-T to 1-T for 6 ml TEL/gal) decreassed the knock-
limited power of the nonleaded S reference fuel as much as 6 percent
depending upon the fuel-ailr ratios (except at very lean and very rich
fuel-alr mixtures where little change in the knock-limited power was
detected) but had no apprecisble effect on the knock-limited power of .
S reference fuel leaded to 6 ml TEL per gallon.

3. An increase from O to 4.01 milliliters per gallon of ethylene .

dibromide (O-T to 1.5-T for 6 ml TEL/gal) had no appreciasble effect on
the knock-limited power of S reference fuel leaded to 8 ml TEL per gallon.

* & %
Cross References

The Low-Temperature Solubllity of 42 Aromatlc Amines in Avistion Gaso-
line. By Richard L. Kelly. NACA WR E-167, 1945. (Supersedes NACA

MR ESK09.) (See VI-C.)

Nitrous Oxide Supercharging of an Ailrcraft-Engine Cylinder. By Max J.
Tauschek, Lester C. Corrington, and Merle C. Huppert. NACA WR E-199,
1945. (Supersedes NACA MR ESF26.) (See I-G.)

Knock-Limited Power Outputs from a CFR Engine Using Internal Coolants.
II - Six Aliphatic Amines. By Donald R. Bellman, W. E. Moeckel, and
John C. Evvaerd. NACA WR E-219, 1945. (Supersedes NACA ACR ESH31.)

(See I-G.)
Sultabillity of 18 Arometic Amines for Overwater Storage When Blended !

with Aviation Gasoline. By Irving A. Goodman and J. Nelson Howard.
NACA WR E-166, 1945. (Supersedes NACA MR ESF20a.) (See VI-C.)
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Knock-Limited Performance of Triptane and Xylidines Blended with 28-R
Aviation Fuel at High Compression Ratios and Maximum-Economy Spark
Sett . By Louis F. Held and Ernest I. Pritchard. NACA EM E6J07,

1946. (See I-C.)

B. Antiknock Blending Agents

Flight and Test-Stend Investigation of High-Performance Fuels in
Modified Double-Row Radilal Air-Cooled Engines. III - Knock-Limited
Performance of 33-R as Compared with & Triptane Blend and 28R in Flight.
By Calvin C. Blackman and EH. Jack White. NACA WR E-263, 1945. (Super-
sedes NACA MR ESHO8.) 7 pp.; 7 figs.; Unc.

A comparison has been made in flight of the antiknock character-
istics of 33-R fuel with that of 28-R and & triptane blend. The knock-
limited performsnce of the three fuels - 33-R, a blend of 80 percent
28-R plus 20 percent triptane (leaded to 4.5 ml TEL/gal) , and 28-R - was
investigated in two modified l4-cylinder double-row radial air-cocled
engines. Tests were conducted on the engines as installed in the left
inboard nacelle of en airplane. A carburetor-ailr temperature of spprox-
imately 85° F was mainbained. The conditions covered at an engine speed
of 2250 rpm were high and low blower ratios and spark advances of 25° and
32° B.T.C. For an engine speed of 1800 rpm only the high-blower condi-
tion was investigated for both 25° and 32° spark advances.

For the conditions investigated the difference bhetween 33-R and the
triptane blend was found to be slight; the performance of 33-R fuel,
however, was slightly higher than that of the triptane blend in the lean
region. The knock-limited power obtained with the 33-R fuel was from
14 to 28 percent higher than that of the 28-R fuel for the entlre range
of test conditions; the greatest improvement was shown in the lean
region. :

The knock-limited power for any one fuel at a glven set of condi-
tlons was essentially the same for the two modified engines used in
these tests.

* * *

Flight and Test-Stand Investigation of High-Performance Fuels in
Modified Double-Row Radial Air-Cooled Engines. IT - Flight Knock Data
and Comparison of Fuel Knock Limits with Engine Cooling Limits in
Flight. By H. Jack White, Philip C. Pragliola, and Calvin C. Blackman.
NACA WR E-262, 1945. (Supersedes NACA MR ESHO4.) 21 pp.; 1 table;

17 figs.; Unc.

A comparison has been made in flight of the antikmock characteris-
tics of triptane and a temperature-sensitive fuel component (xylidines)
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with a reference fuel (28-R) and of flight fuel knock limits with engine
cooling limits. The knock limits of the three fuels - 28-R, 80 percent
28-R plus 20 percent triptane (leaded to 4.5 ml TEL/gal), and 97 percent
28-R plus 3 percent xylidines (leaded to 6.0 ml TEL/gal) - were inves-
tigated in a modifled l4-cylinder double-row radial alr-cooled engine
installed in a four-engine alrplane. Tests were conducted at engine
speeds of 1800 and 2250 rpm, at high and low blower ratios, spark set-
tings of 250 and 320 B.T.C., and the-earburetor-air temperature was
maintained &t approximately 85° F. All tests for a given engine speed
were made with approximately constant cooling-air pressure drop; con-
sequently, engineé-temperature levels were higher with the higher perform-
ance blends.

A brief survey of the knock-limited performance characterlstics of
the two fuel blends relatlve to 28-R follows:

RATIOS OF KNOCK-LIMITED BRAKE HORSEPOWER

OF TEST FUELS RELATIVE TO 28-R

Engine speed, rpm 1800 : 2250
Carburetor-air tem- 85 85
perature,
Blower ratloc Low High Low High
Fuel blend F/A Spark advance, geg B.T.C.
(volume) 25 |32 | 25 | 32 | 25 | 32 | 25 | =2
BO% 28-R plus (0.065} 1.15 1.11]1.20f 1.21) 1.15} 1.25] 1.13
20% triptane .080 | 1L.20 l.20}121.18} 1.19) 1.17} 1.191{ 1.27
leaded to 4.5 .090 ] 1l.24 1.2011.19 1.24 1.21 ] 1.27
ml TEL/gal
9@% 28-R plus [0.085 1.21 {1.17] 1.23} 1.10| 1.21 | 1.13
xylidines .080 1.27 |1.21} 1.24 | 1.20} 1.20 | 1.17
leaded to 6.0} .090 1.27 | 1.21] 1.26 1.25
ml TEL/gal

Estimates were made of temperature-limited engine performance at several
typical £light and engine conditions. Based on these relations 1t
appears that, 1f the cooling requirements of the engine are to be gov-
erned by the manufacturer's speclfied maximum rear-spark-plug-gasket
temperatures, engine operation at or near fuel knock limlts in the
economical range of fuel-alr ratio may cause these temperatures to be
exceeded, particularly at the higher engine speed of 2250 rpm. If it
were considered possible to operate wlth average rear-spark-plug-boss
temperatures approaching those experienced with the original model
engine (corresponding to maximum rear-spark-plug-gasket temperatures

2956
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specified for those englnes), the cooling limits of the modified engine
would be raised and would spparently permit engline operation at or near
fuel knock limits under meny conditions.

* * *

Flight Investigation of the Knock-Limited Performance of a Triptane
Blend, A Toluene Blend, and 28-R Fuel in an R-1830-75 Engine. By
Calvin C. Blackman. NACA RM E6I03, 1946. 6 pp-; 1 fig.; Unc.

Knock-limited performance data were cobtained for three fuels on an
R-1830-75 engine in a B-24D airplane at engine speeds of 1800, 2250, and
2600 rpm, a spark advance of 25° B.T.C., and carburetor-sir temperatures
of 85° F for 1800 and 2250 rpm and 100° F for 2600 rpm. The test fuels
were a blend of 80 percent 28-R plus 20 percent triptane (leaded to
4.5 ml ‘ZEEL/gal) , @& blend of 85 percent 28-R plus 15 percent toluene
(leaded to 4.5 ml TEL/gal), and 28-R fuel.

The knock-limited manifold pressure of the toluene blend depreci-
ated more in the lean region than the triptane blend or 28-R fuel. The
knock-~limited brake horsepower for the triptane blend varied from 16 to
25 percent higher than 28~R in the lean reglon and 18 to 30 percent
higher in the rich region. The knock-limited brake horsepower of the
toluene blend was approximetely 15 percent higher than that of 28-R in
the rich region and varied from 2 to 10 percent higher in the lean
region.

Knock limits of the triptene blend and 28-R fuel tested in the
R-1830-75 engine agreed with lilmits for the same fuels determined with
the R-1830-94 engine for engine speeds of 1800 and 2250 rpm.

® * *

Knock-Limited Performance Tests of 2,2,3,4-Tetramethylpentane,
2,3,3,4-Tetramethylpentene, 3,4,4-Trimethyl-2-Pentane, and 2,3,4-
Trimethyl-2-Pentane in Small-Scale and Full-Scale Cylinders. By Edmund
R. Jonash, Carl L. Meyer, and J. Robert Bramnstetter. NACA WR E-236, 1948.
(Supersedes NACA ARR E6CO4.) 12 pp.; 6 tebles; 35 figs.; Unc.

Knock-1imited tests were conducted with F-4, F-3, and 17.6 small-
scale engines and with a full-scale cylinder on blends contalining the
following purified hydrocarbons:

2,2,3,4-Tetramethylpentane
2,3,3,4-Tetramethylpentane
3,4,4-Trimethyl-2-pentene
2,3,4-Trimethyl -2-pentene

Each of the four hydrocarbons was individually blended in verious con-
centrations with three base fuels: S-4 reference fuel, S-4 plus 4 ml
TEL per gallon in the £inal blend, and si‘m. of 87.5 percent S-4 plus



10 AR -, NACA RM 53D28

12.5 percent n-heptane plus 4 ml TEL per gallon in the final blend. Data
were obtained for the four hydrocarbons to determine the following anti-
knock characteristics: (a) blending sensitivity, (b) sensitivity of the
blends to inlet-alr temperature, (c) lead susceptibility of the blends,
and (d) correlastion of full-scale and small-scale englne results.

From these knock-limited tests of two paraffinic and two olefinic
hydrocarbons, the following results were obtained:

In general, the two paraffins - 2,2,3,4-tetramethylpentane and
2,3,3,4-tetramethylpentane - were effective in increasing the knock-
limited performance of the base fuels particularly st rich mixtures. In
most instences the 2,3,3,4-tetramethylpentane blend gave the higher
knock-limited performance at rich mixtures.

With some exception, the olefin 3,4,4-trimethyl-2-pentene Increased
the knock-limited performance of the base fuels only at mild conditions,
and 2,3,4-trimethyl-2-pentene acted as a proknock agent under most of
the conditions tested.

The knock-limited performance of the hydrocarbon blends was ordi-
narily more sensitive to changes of inlet-alr temperature than the knock-
limited performance of the base fuel. At rich mixtures, the temperature
sensltivity of the olefinlc blends was conslderably greater than that of
the paraffinic blends.

In most cases, the hydrocarbon blends showed greater lead suscep-
tibility than the base fuel. At the higher inlet-air temperature tested
and at lean mixtures, the paraffins were more susceptible to lead addi-
tions than the olefins.

The correlations of the full-scale and small-scale engline results
indicate that the test results agree more closely with the full-scale
cylinder operasting at the modifled crulse conditions. In general, the
F-3 and F-4 engines rated the hydrocarbons considerably lower than the
full-scale cylinder, and the 17.6 engine somewhat higher than the full-
scale cylinder.

L * -

The Knock-Limited Performance of Fuel Blends Containing Spiro-
pentane, Methylenecyclobutane, Pi-tert-Butyl Ether, Methyl tert-Butyl
Ether, and Triptane. By Carl L. Meyer. NACA WR E-222, 1946. (Super-
sedes NACA RB E6D22.) 2 pp.; 1 table; 2 figs.; Unc.

A generel investigation was conducted at the NACA Cleveland lab-
oratory to determine the effectiveness of various compounds as antiknock
agents for sviation fuels. As a part of this program, limited quantities
of spiropentane, methylenecyclobutane, and di-tert-butyl ether were

2956

Ta



9562

lCN—Z back

NACA RM 53D28 AP 1L

synthesized for exploratory tests. Methyl tert-butyl ether and triptane,
which had been commercially cbtained, were uged for comparative purposes.
Knock-limited tests were made in a 17.6 engine of blends contalning each
of the five compounds individually blended with S-4 reference fuel to a
concentration of 20 percent by volume; the final blends contained 4 ml
TEL per gallon.

The 20-percent addition of spiliropentane decreased the knock-
limited power of the bage fuel at all fuel-air ratios below 0.085 but
permitted gains at richer fuel-alr mixtures. Methylenecyclobutane
decreased the knock-limited power of the base fuel &t all fuel-air ratios
below 0.112. Because of the lack of material, knock-limited performance
data were not obtained for the gpiropentane blend at fuel-air ratios
greater than 0.10; additional tests to determine the effect of a change
in inlet-alr temperature on the knock-limited performance of either of
the two aforementioned blends were not possible for the same reason.

Di-tert-butyl ether, methyl tert-butyl ether, and triptane increased
the knock-Ilimited power of the base fuel at all fuel-air ratios and at
both inlet-air temperatures. Methyl tert-butyl ether was the most
effective antiknock agent of the three compounds. Di-tert-butyl ether
was more effectlve than triptane at fuel-air ratios below 0.07 at the
higher inlet-alr temperature and at all fuel-alr ratios at the lower
inlet-alr tempersture. (Under other test conditions, NACA WR E-165,
1945, showed that di-tert-butyl ether had better antikmock qualities
than methyl tert-butyl ether at fuel-air ratios below sbout 0.065.)
Blends containing the three compounds are more sensitive at fuel-air
ratios of 0.065 and 0.07 to chenges in inlet-ailr temperature than the
base fuel; methyl tert—butyl ether was the most sensitlive in the afore-
mentioned fuel-air-ratio range.

* & L ]

Knock-TLimited Performance of Pure Hydrocarbons Blended with & Base
Fuel in A Full-Scale Aircraft-Engine Cylinder. III - Four Aromatics,
Six Ethers. By Anthony W. Jones, Arthur W. Bull, and Edmund R. Jonash.
NACA WR E-235, 1946. (Supersedes NACA ARR E6Bl4.) 8 pp.; 1 table;

8 figs.; Unc.

Knock-limited performance tests of leaded blends of four pure aro-
matic hydrocarbons and six pure ethers with a base fuel were conducted
in a full-scale alrcraft-engine cylinder at two operating conditionms to
determine the antiknock effectiveness of additions of pure compounds to
aviation fuels. The following fuels were tested:

n-Butylbenzene

Tsobutylbenzene

n-Propylbenzene
1-Isopropyl-4-methylbenzene (p-cymene)
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Methyl tert-butyl ether

Ethyl tert-butyl ether
Isopropyl tert-butyl ether
Methyl phenyl ether (anisole)
Ethyl phenyl ether (phenetole)
Methyl p-tolyl ether

Each of these fuels was blended with a base fuel (87L percent S-4 and
12— Percent n-heptane plus 4 ml TEL/gal) and the final blend was leaded

to 4.0 ml TEL per gallon. The four aromatics were blended to a concen-
tration of 25 percent by volume and the ethers were bplended to & concen-
tration of 10 percent by volume in the base fuel. The base fuel and a
fuel consisting of 85 percent S-4 and 15 percent M-4 plus 4.0 ml TEL per
gellon were also tested separetely. Curves of S-4 reference fuels having
lead concentrations up to 4.0 ml TEL per gallon were obtained to bracket
most of the test-fuel curves.

The data obtalned from knock teste on a full-scale aircraft-engine
cylinder indicate that:

1. The four aromatbic hydrocarbons increased the kaock limit of the
base fuel at both operating conditlions and p-cymene gave the greatest
increase at 81l coaditions with the exception of isobutylbenzene, which
developed equivalent power in the lean reglon (0.06 to 0.075 fuel-air
ratio) under the modified CRC crulse conditions.

2. The six ethers increased the knock-limited power of the base
fuel at both operating conditions. Methyl tert-butyl ether gave the
greatest increase throughout the normal fuel-air-ratioc range at the CRC
crulse conditions. Methyl tert-butyl ether also gave the greatest
improvement at the modified cruise conditlions except at fuel-alr ratios
leaner than 0.085 where ethyl tert-butyl ether gave an equivalent
increase in knock-limited performance.

* * *

Knock-Limited Performance of n-Methylaniline and Xylidine Blends in
an Air-Cooled Aircraft Cylinder. By Arthur W. Bull, Edward G. Stricker,
and Jerrold D. Wear. NACA WR E-109, 1946. (Supersedes NACA ARR E6A28.)
4 pp.; 1 teble; 5 figs.; Unc.

In order to compare ‘the antiknock effectiveness of n-methylaniline
and xylidines as fuel additives under severe engine operating conditions,
S5-percent concentrations by weight were blended with an alkylate blending
agent and a virgin-base gasoline. The n-methylaniline was 2180 blended
in a 5-percent concentration with a base fuel containing 75 percent (by
welght) virgin-base gasoline and 25 percent toluene. All blends con-
tained 4 ml TEL per gallon. The knock-limited performance of each of
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these aromatic-amine blends was compered with the knock-limited perform-
ance of the leaded base fuels In an air-cooled aircraft-engine cylinder.
As a fuel antiknock additive, n-methylaniline was equal to or better
than xylidines. Neither n-methylaniline nor xylidines is of value as a
fuel antiknock additive in the lean-mixture region.

* % %

Experimental Studies of the Knock-Limited Blending Characteristics
of Aviation Fuels. II - Investigation of Ieaded Paraffinic Fuels in an
Alr-Cooled Cylinder. By Jerrold D. Wear and Newell D. Sanders. NACA TN
1374, 1947. (Supersedes NACA MR's E5C14 and E4JOl.) 8 pp.; 2 tables;
18 f£igs.; Unc.

The relatlion between knock limit and blend composition of selected
avaltion fuel camponents individuslly blended with virgin base and with
alkylete was determined iIn a full-scale alr-cooled aircraft-engine
cylinder. In addition the following correlations were examined:

(2) The knock-limited performance of a full-scale engine at lean-
mixture operation plotted against the kmnock-limited performane of the
engine at rich-mixture operation for a series of fuels.

(b) The knock-limited performance of a full-scale engine at rich-
mixture operation plotted against the knock-limited performance at rich-
mixture operation of & small-scale engine for a series of fuels.

In each case the following methods of specifying the knock-limited per-
formance of the engine were lnvestigated:

(1) Knock-limited indicated mean effective pressure.

(2) Percentage of S-4 plus 4 ml TEL per gallon in M-4 plus 4 ml TEL
per gallon to give an equal knock-limited indicated mean effective
pressure.

(3) Ratio of indicated mean effective pressure of test fuel to
indicated mean effective pressure of clear S-4 reference fuel, all other
conditions being the same.

Results indicated that the knock-limited indicated mean effective
pressures of the paraffinic fuels investigated, except the nechexsne
blends at lean mixtures for a spark advance of 20° B.T.C., Pollowed the
reciprocal blending equation provided that the temperature of the cylinder
walls near the knocking zone wes held constant.

Percentage of S-4 reference fuel in M-4 reference fuel (both fuels

containing 4 ml TEL/gal) for an equal knock-limited indicated mean
effective pressure of the paraffinic fuels tested at a spark advance of
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20° B.T.C. gave ratings of the paraffinic fuels that were independent of
the type of engine used 1n these tests and of the fuel-air ratio.

x % %
Experimental Studies of the Knock-Limited Blending Characteristics

of Aviation Fuels. TIII - Aromatics and Cycloparaffins. By I. L. Drell
and J. D. Wear. NACA TN 1416, 1947. 11 pp.; 1 teble; 8 figs.; Unc.

The knock-limited power at various blend compositions for several
aromatlcs and cycloparaffins individually blended with paraffinic base
stocks, was determined in an air-cooled aircraft-engine eylinder at
fuel-air ratios of 0.07 and 0.10. An analysis of the data leads to the
conclusion that the extended reciprocal bhlending relation suggested in
a previous NACA report 1s not generally applicable to such nompearsffinic
components, but might possibly be useful as an approximetion over a
limited range of composition for aromatic blends.

*® * *

The Knock-Limited Performance of Fuel Blends Containing Aromatics.
V_- p-Propylbenzene, n-Butylbenzene, Iscbubylbenzene, m-Xylene, and
1-Isopropyl-4-Methylbenzene. By Carl L. Meyer and J. Robert Bran-
stetter. NACA WR E-237, 1946. (Supersedes NACA ARR E6C05.) 10 pp-.;

5 tables; 29 figs.; Unc.

Knock-limited tests were made of n-propylbenzene, n-butylbenzene,
igobutylbenzene, m-xylene, and 1- isopropyl-4-methylbenzene blended
individuslly in various concentrations with selected base fuels. Data
were obtained for the five aromatics to determine: (a) the blending
sensitivity, (b) the sensitivity of the blends to inlet-air temperatures,
(c) the lead susceptibility of the blends, and (d) the correlation of
small-scale and full-scale engine results. The data presented herein
were obtained with small-scale engines; published full- scale single-
cylinder engine data are presented for comperison.

The five aromatics in most lnstances rated in the following order
of decreasing antiknock effectlveness in leaded blends at a fuel-air
ratio of 0.10: m-xylene, l-isopropyl-4-methylbenzene, n-propylbenzene,
1sobutylbenzene, Tand n-butylbenzene. At lean mixtures these arcmatics,
with the exception of n-butylbenzene, which had the lowest response at
most condltions, were comparable as antiknock blending agents.

* B
Knock-Limited Performance of Fuel Blends Containing Aromatlcs.

VI - 10 Alkylbenzenes. By I. L. Drell and H. E. Algulst. NACA TN 1994,
1949. 10 pp.; 4 tebles; 6 figs.; Unc.

Knock-limited englne data are given for 10 aromatlcs, each ln blends
with base fuels. The aromatlics are 1,2,3-trimethylbenzene, l-ethyl-
2-methylbenzene, o-diethylbenzene, 1,3-dimethyl-S5-ethylbenzene,

amteity 5
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l-ethyl-3-methylbenzene, p-diethylbenzene, 1,3,5-triethylbenzene, 1,3-
diethyl-5-methylbenzene, l-ter‘b-butyl— -methylbenzene, and l-tert-butyl-
4-methylbenzene. The engines used were the A.S.T.M. Aviation, A.S.T.M.
Supercharge, a 17.6 engine (run at two inlet-air temperatures), and a
modified CFR engine (run at five compression ratios).

The aromatic blends rated in esbout the order given (1,2,3-trimethyl-
benzene being poorest), considering the whole range of conditions
studied. The three aromatics with ortho structures generally gave much
lowver blend knocék ratings than the other seven aromatics. The differ-
ences within each group were not large.

A 25-percent blend of the better aromatics with a 120/110 base fuel
relsed both lean and rich performance numbers: A.S.T.M. Aviation values
went up 50 percent or less; rich A.S.T.M. Supercharge values went up
about 50 percent.

* » *

Antiknock Evaluation of Hydrocarbons and Ethers as Aviation Fuel
Components. By Henry C. Barnet'b. WACA BM ES0HOZ, 1950. 54 pp.;
11 tebles; 13 f£lgs.; Unec.

The results of a NACA Investigation conducted over a period of
several years to evaluate the antiknock characteristics of organic com-
pounds are summerized. Included are date for 18 branched paraffins and
olefing, 27 aromatics, and 22 ethers.

The factors of performence investigated were blending character-
istics, tempersture sensitivity, lead response, and relation between
molecular structure and antiknock ratings. Four engines were used in
these studies.

On the bagis of an investigation of the type reported herein, it is
difficult to draw any specific conclusions, inasmuch as entiknock char-
acteristics are influenced by many factors. The relative order of anti-
knock ratings of a series of compounds is influenced by engine condi-
tlons, by the tetraethyl lead combtent, and by the concentration of blend-
Ang egent in the base fuel with which a comparison is made. With con-
slderation for these factors, tert-butylbenzene, methyl and ethyl tert-
butyl ethers, and 2,2 ,3-trimethylbutane and several nonanes were among
the best compounds :Ln their respective organic classes. This selection
was based upon temperature sensitivity and lead sudceptibility as well
as anbiknock value.

In an effort to generalize the data obtained in this investigation,
the subsequent conclusions &re expressed in terme of the relation of
verious performsnce factors to the gasoline bolling range as influenced
by the classes of organic compounds investigated. Furthermore, these
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concluslons must necessarlily be restricted to the limitations of this
investigation and therefore cannot be applied without exception.

Antiknock ratings. - In the low-bolling gasoline range, the highest
antiknock ratings are among the more volatile paraffins and ethers. In
the intermediate gasoline range, the ethers excel; in the high-boiling
renge the asrometics have the highest antlknock ratings.

Temperature sensitivity. - In the low-bolling gasoline range, the
data are incomplete as regards tempersture sensitivity, but there are
indications that the volatile ethers are more sensitive to temperature
changes than are the paraffine or aromatics. In the Intermediate and
high-bolling ranges of gasoline, the aromatlics sre more sensitive to
temperature than the paraffins and the ethers. Moreover, the aromatics
that have the highest antiknock ratings are also sensitive to
temperature.

Lead susceptibility. - In the low-boiling gasolige range, the dats
are incomplete as regards lead susceptibllity, but there are indications
that the more volatlle ethers are more susceptlble to additions of
tetraethyl lead than are the paraffins and the arcmatics. In the inter-
mediate and high-bolling ranges of gasoline, the aromatics show greater
lead susceptibility than either the paraffins or the ethers.

Ok

Knock-Limited Performance of Fuel Blends Containing Ethers. By
I. L. Drell and J. R. Branstetter. NACA TN 2070, 1950. 18 pp.;

10 tebles; 10 figs.; Unc.

Knock ratings are given for 23 ethers, each blended with base fuels.
A.5.T.M. Aviation, A.5.T.M. Supercharge, aircraft single-cylinder, and
17.6 engine ratings are presented. Fuel consumption, blending charac-
teristics, temperature sensitivity, and lead susceptibility are also
briefly discussed.

Methyl tert-butyl ether appeared to have the best over-all anti-
knock effectliveness, considering all blend compositions and englne con-
ditions investigated. In general, tert-butyl alkyl ethers gave the
highest blend knock retings, followed by aromatic alkyl ethers; ethers
with olefinlc, cycloparaffinic, and ortho aromatic groups gave the
lowest ratings.

*® * *

Cross References

A Method of Estimating the Knock Rating of Hydrocarbon Fuel Blends. By
Newell D. Sanders. NACA Rep. No. 760, 1943. (Supersedes NACA ARR

3H21.) {See I-D.)
"l'l.l.'....'hﬁ
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Correlation of the Characteristics of Single-Cylinder and Flight Engines
in Tests of High-Performance Fuels in an Alr-Cooled Engine. IT - Knock-
Limited Charge-Air Flow and Cylinder Temperatures. By Kenneth D. Brown,
Paul H. Richard, and Robert W. wilson. NACA WR E-272, 1945. (Super-
sedes NACA MR E5J12.) (See I-D.)

Knock-Limited Performance of Triptane and Xylidines Blended with 28-R
Aviation Fuel at High Compression Ratios and Maximum-Economy Spark
Setting. By Louls F. Held and Ernest I. Pritchard. NACA EM E6JO7,

1946. (See I-C.)

Investigation of High-Performance Fuels in Multicylinder and in Single-
Cylinder Engines at High and Crulsing Engine Speeds. By Arthur H.
Bell, R. Lee Nelson, and Paul H. Richard. NACA RM B7A30, 1947.

(Ssee I-C.)

Knock-Limited Performance of Triptane and 28-R Fuel Blends ag Affected

by Changes in Compression Ratio and in Engine Operating Varisbles.
By Rinaldo J. Brun, Melvin S. Feder, and William ¥. Fisher. NACA RM

E7A2la, 1947. (See I-C.)

Knock-Limited Power Qutputs from a CFR Engine Using Internal Coolantse.
IIT - Four Alkyl Amines, Three Alkanolamlnes, Six Amides, and Eight
Heterocyclic Compounds. By Harry S. Imming and Donald R. Bellman.
NACA RM E6105a, 1947. (See I-G.)

Estimation of F-3 and F-4 Knock-Limited Performance Ratings for Ternary
and Quaternary Blends Containing Triptane or Other High-Antikmock
Aviation-Fuel Blending Agents. By Henry C. Barnett. NACA Rep. 904,
1948. (Supersedes NACA WR E-250.) (See I-D.)

Knock-Limited Performance of Several Branched Paraffins and Olefins.
By R. S. Genco and I. L. Drell. NACA TN 1616, 1948. (See I-C.)

* ® *

€. Effect of Qperating Variasbles on Knock-Limlted Performance

Comparison of Relatlve Sensitivities of the Knock Limits of Two
Fuels to Six Engine Variables. By Harvey A. Coock, Louis F. Held, and
Ernest Y. Pritchard. NACA TN 1117, 1948. 7 pp.; 13 figs.; Unc.

A sensitive fuel (42 percent S reference fuel, 40 percent toluene,
and 18 percent M reference fuel by volume + 4 mi ‘.'L'EL/ga.l; grade 103/ 145)
and a relatively insensitive fuel (100 percent S reference fuel + 4 ml
TEL/gal; grade 153/153) were knock-tested in a full-scale air-cooled
cylinder. Sensitivity was indicated by different degrees of knock-
limited response to changes in engine conditions. 8Six engine variebles
were investigated: (1) fuel-air ratio, (2) compression ratic, (3) inlet-
air temperature, (4) spark advance, (5) exhaust pressure, and (6)

cylinder temperature.
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The relative changes in the knock-limited indicated mean effective
pressure and charge-sir flow of the two fuels were different for the six
engine variables, and, except for cylinder temperature, varied over the
range investigated. These results indicate that, in order to correlate
the effects of engine variables on knock-limited performance of fuels,
more basic knock factors than knock-limited indicated mean effective
pressure end charge-air flow are required. Fuel-alr ratlos above the
stolchiometric showed the greatest relative sensitivity of the knock
limits of the two fuels except for tests at high exhaust pressure. The
relative sensltivities shown in fuel-sir-ratic and exhaust-pressure
tests became more consistent with those for the other engine variables
when the fuel-alr-ratio data were compared on a percentage excess fuel
basis rather than on a fuel-alr basis and the exhaust-pressure data were
compared on elther an exhaust to inlet pressure ratio basis or inlet to
exhaust-pressure difference basis rather than on the basis of exhaust
Pressure.

L * *

Correlation of the Characteristlics of Single-Cylinder and Flight
Engines in Tests of High-Performance Fuels in an Alr-Cooled Engine.
II - Knock-Limited Charge-Air Flow and Cylinder Temperatures. By
Kenneth D. Brown, Paul H. Richard, and Robert W. Wilson. NACA WR E-272,
1945. (Supersedes NACA MR E5J12.) 5 pp.; 3 figs.; Unc.

An investigation was conducted to correlate the knock-limited per-
formance of Tlight and single-cylinder engines under a variety of oper-
ating conditions. Knock-limited performence of 28-R, triptane blend, and
xylidine blend was determined on a full-scale alr-cooled single cylinder
mounted on a CUE crankcase. The inlet-alr temperstures were such that
the mixture temperatures were the same as the multicylinder engine with
high and low blower ratios.

The single-cylinder engine knock-limited charge-alr flow 1s in good
agreement with that of the flight engine for all engine operating con-
ditions tested. Simllarly head temperatures for the two engines showed
good agreement, but the barrel temperatures for the flight engine were
higher than for the single-cylinder engine. The performance of the fuels
on the bagis of knock-limited charge-air flow were in the order xylidine
blend > triptane blend > 28-R fuel.

% * *

Knock-Limited Performance of Triptene and Xylidines Blended with
28-R Aviatlon Fuel at High Compression Ratios and Maximum-Economy Spark
Setting. By Louis F. Held and Ernest I. Pritchard. NACA RM E6J07,
1946. 15 pp.; 2 tebles; 10 figs.; Unc.

An investigation was conducted to evaluate the possibilities of
utilizing the high-performance characteristics of triptane and xylidines
blended with 28-R fuel in order to increase fuel economy by the use of
high compression ratios and maxlimum-economy spark setting.

1
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Full-scale single-cylinder knock tests were run with 20° B.T.C. and
maximum-economy spark setbtings at compression ratios of 6.9, 8.0, and
10.0, and with two inlet-air temperatures. The fuels tested consisted
of triptane, four triptane and one xylidines blend with 28-R, and 28-R
fuel alone.

At a fuel-alr retio of 0.0685, 20~-percent triptane blended with
28-R fuel gave increases 1n knock-limited indicated power ranging from
4 to 28 percent relative to 28-R fuel; and 3-percent xylidines blended
with 28-R gave lncreases ranging from -4 to 37 percent. The maximum
cbserved increase was 78 percent. This increase was obtalned with
100-percent triptane at a compression ratioc of 10.0 and an inlet-air
temperature of 150° F. This value would probebly have been exceeded if
100-percent triptane had heen knock-tested at a lower compression ratio.

In general, the knock-limited performance of the xylidines blend
was affected more by changes in severity of engline operating conditions
than the 20-percent triptane blend and relative to 28-R fuel, the knock-
limited performance of both blends was less favorable as the severity
of engine operating conditions was reaised by lncreases in compression
ratio, inlet-air temperature, and spark setting.

When compression ratio was increased from 6.9 to 10.0 at an inlet-
air temperature of 150° F, normal spark setting, and a fuel-air ratioc
of 0.0685, 55-percent triptane was required with 28-R fuel to maintain
the knock-limited brake power level obitalned with 28-R fuel at a com-
pression ratio of 6.9.

For concentrations up through at least 20 percent, triptane can be
more efficlently used at normal than at maximum-economy sgpark setiing
to maintain a constant knock-limited power oubtput over the range of
compression ratios tested.

* * *

Investigation of High-Performance Fuels in Multicylinder and in
Single-Cylinder Engines at High and Cruising Engine Speeds. By Arthur
H. Bell, R. Lee Nelson, and Paul H. Richard. WNACA RM E7A30, 1947.

10 pp-; 8 figs.; Unc.

An investigation was conducted to compare the knock-limited per-
formance of a 20-percent triptane blend in 28-R fuel with that of 28-R
and 33-R fuels at high engine speeds, crulsing speeds, and two compres-
sion ratios in an R-1830-894 multicylinder engine.

Data were obtained with the standard compression ratio of 6.7 and
with a compression ratio of 8.0. The three fuels were investigated at
englne speeds of 1800, 2250, 2600, and 2800 rpm at high and low blower
ratios. A carburetor-air temperature of approximately 100° F was

—— -‘-.Q
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maintained for the multicylinder-engine runs. Data were obtalned on a
single R-1830-94 cylinder englne as & means of checking the multi-
cylinder data at the higher speeds. .

A satisfactory correlation between average mixture temperature and
knock-1limited manifold pressure was cbtained by plotting knock-limited
manifold pressure against average mixture temperature for the whole range
of engine speeds at comstant carburetor-air tempersture and cylinder-
head temperature. The single-cylinder knock-limited performance based
on charge-air flow matched that of the multicylinde. engine within
6 percent under all the conditions except for 28-R fuel at 2800 rpm;
these curves differed from each other by 11 percent in the rich reglon.
The knock rating of 33-R fuel was found to be a little higher than that
of the 20-percent triptane blend and 28-R fuel at high mixture tempera-
tures (above 210° F) and lean mixtures. The 33~-R fuel exhibited rich
knock limits appreciably lower than the 20-percent triptane blend.
Increasling the compression ratio from 6.7 to 8.0 lowered the knock-
limited manifold pressure for all fuels approximstely 15 to 18 inches
of mercury absolute in the cruising range and 20 to 28 inches of mercury
gbsolute at higher engine speeds. Brake specific fuel consumptlon was
reduced 7 to 9 percent by the increase in compression ratio from 6.7 to
8.0.
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Knock-Limited Performance of Triptane and 28-R Fuel Blends as
Affected by Changes in Compression Ratio and in Engine Operating Vari-
ables. By Rinaldc J. Brun, Melvin S. Feder, and Willllam F. Fisher.
NACA RM E7A21a, 1947. 9 pp-.; 3 tebles; 6 figs.; Unc.

A knock-limited performance investigation was conducted on blends
of triptane and 28-R fuel with a l2-cylinder, V-type, liguld-cooled
alrcraft engine of 1710~-cubic-Iinch displacement at three compression
ratios: 6.65, 7.93, and 9.68. At each compression ratio, the effect of
changes in temperature of the inlet alr to the auxiliary-stage super-
charger and in fuel-ailr ratio was investigated at engine speeds of
2280 and 3000 rpm.

The results show that knock-limited engine performance, as improved
by the use of triptane, allowed operation at both take-off and crulsing
power at & compression ratio of 9.68. At an inlet-air temperature of
60° F, an engine speed of 3000 rpm, and & fuel-air ratio of 0.085
(approximately take-off conditions), a knock-limited engine output of
1500 brake horsepower was possible with 100-percent 28-R fuel at a com-
Pression ratio of 6.65; 20-percent triptane was required for the ssme
power output at a compression ratio of 7.93, and 75 percent at a com-
Presgsion ratic of 9.68 allowed an output of 1480 brake horsepower.

J——— - .
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Knock-limited power output was more sensitive to changes in fuel-
eir ratioc as the engine speed wae Increased from 2280 to 3000 rpm, &as
the compression retio is raised from 6.65 to 9.68, or as the Inlet-alr
temperature is railsed from O° to 120° F.

®x k%

Knock-Limited Performance of Several Branched Paraffins and Olefins.
By R. 8. Genco and I. L. Drell. NACA TN 1616, 1948. 12 pp.; 7 tables;
6 figs.; ‘Unc.

The knock-limited performance of 2,2,3,3-tetramethylpentane,
2,4-dimethyl-3-ethylpentane, 2,3-dimethylpentane, and 2,3-dimethyl-2-
pentene, individually blended in severel base fuels was determined in
F-3, F-4, and supercharged 17.6 engines. Temperature sensitivity of
the fuels is shown by compression temperature~density curves computed
from knock date at five compression ratios on a modified F-4 engine;
these curves are also presented for blends of 2,3,4-trimethyl-Z-pentene
end 3,4,4-trimethyl-2-pentene, whose knock-limited performance was
previously reported.

The engine conditions of this investigation are roughly classified
as to degree of severity and this concept is used in comparing these
compounds with other selected hydrocarbons.

Of a group of high-performsnce paraffins, the 2,2,3,3-tetramethyl-
pentane blend was the best for high knock-limit at conditions of miid
or moderate engine severity, but at more severe conditions it was the
poorest of the group; at severe conditions (F-3), the triptane blend
was the best; at very severe conditions, more severe than F-3, the rel-
atively insensitive fuels such as isococtane were thought to be as good
ag or better than any of the others. For high antiknock performance in
blends over a falrly wide range of engine severity, triptane may still
be considered the best liquid paraffinic hydrocarbon known.

{ * k%

Cross References

Flight and Test-Stand Investigation of High-Performence Fuels in Modified
Double~-Row Radial Air-Cooled Engines. II - Flight Knock Data and Com-
parison of Fuel EKnock Limits with Engine Cooling Limits in Flight.

By H. Jack Whlte, Philip C. Pragliola, and Celvin C. Blackman. NACA
WR E-262, 1945. (Supersedes NACA MR ESHO4.) (See I-B.)

A BRelation Between Knock-Limited or Preignition-Limited Alr-Fuel Ratio
at Tean Mixtures and Fuel-Air Ratlo at Rich Mixtures. By John C.
Evvard. NACA WR E-208, 1945. (Supersedes NACA CB E5J11l.) (See I-D.)

An Evalustion of the Knock-Timited Performance of Triptane. By Henry C.

Barnett. NACA WR E-276, 1946. (Supersedes NACA MR E6B20.) (See I-D.)
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A Correlation of the Effects of Compression Ratio and Inlet-Air Tempexr-
sture on the Knock Limits of Avietion Fuels in a CFR Engine - IT.
By Henry E. Alquist, Leon O0'Dell, and Jobhn C. Evvard. NACA WR E-240,
1946. (Supersedes NACA ARR E6E13.) (See I-D.)

An Evaluation of Proposed Reference Fuel Scales for Knock Rating. By
Henry C. Barnett and Thomes C. Clarke. NACA TN 1619, 1948. (See I-D.)

Correlation of Effects of Fuel-Air Ratio, Compression Ratio, and Tnlet-
Air Temperature on Knock Limits of Aviation Fuels. By Leonard X.
Tower and Henry E. Alquist. NACA TN 2066, 1950. (See I-D.)
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Knock-Limited Performance of Fuel Blends Containing Aromatics. VI -
10 Alkylbenzenes. By I. L. Drell and H. E. Alquist. NACA TN 1994,
1949. (See I-B.)

*® * %

D. Correlation Studies

A Method of Estimating the Knock Rating of Hydrocarbon Fuel Blends.
By Newell D. Sanders. NACA Rep. 760, 1943. (Supersedes NACA ARR 3H21.) -
7 pp.; 8 fig.; Unc.

The usefulness of the knock ratings of pure hydrocarbon compounds
would be increased if some rellable method of calculating the knock
ratings of fuel blends was known. The purpose of this study was to
investigate the possibility of developing a method of predicting +the
knock ratings of fuel blends.

Two blending equatlons have been derived from an analysis based on
certain assumptions relative to the cause of fuel knock: One of these
equations may be used for calculating the knock limit of fuel blends
when tested in a supercharged test engine. This equation indicates that
the reciprocal of the knock-limited inlet-air demsity of a fuel equals
the welghted average of the reciprocals of the knock-limited inlet-alr
densities of the pure components. The same law applies when indicated
mean effective pressure is used in place of inlet-air density.

The second blending equation may be used for calculating the kanock
limit of fuel blends when tested by critical-compression-ratic methods.
The equetion relates the blending characteristics of fuele to the knock
limits of the pure fuels and to blending constants that appear in the
equatlon.

'Y

The limited amount of experimental data avalleble seems to be in .
agreement with the theory except in the case of benzene. Although the
blending equations do not apply to all fuels and the experimental data
are not extensive enough to delineate the limits of appllicabillity, it is
FOED i
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believed that the analysis presented will be of agsistance in under-
standing the relations that exlst between the knock-testing of pure and
of blended fuels.

* * &*

A Relation Between Knock-Limited or Preignition-Limited Air-Fuel
Ratio at Lean Mixtures and Fuel-Alr Ratio at Rich Mixtures. By John C.
Evvard. NACA WR E-208, 1945. (Supersedes NACA CB ES5J1l.) 6 pp-;

2 figs.; Unc.

A derivatlion is presented to show that, if the air-fuel ratio at
lean mixtures is plotted against the fuel-air ratio at rich mixtures for
identical values of the knock-limited (or preignition-limited) indicated
mean effective pressure on each side of the minimum indjicated-mean-
effective-pressure point, a straight }line should result. This linear
relation is checked for several cases of knock-limited and preignition-
limited CFR engine data. The correlation obtained lndlcates that the
influential varisbles controlling the knock-limited (or preignition-
limited) performance of a fuel in the lean-mixture and rich-mixture
branches of the performance curve are relsted.

* k%
An Evaluation of the Knock-Limited Performance of Triptane. By

Henry C. Barmett. NACA WR E-276, 1946. (Supersedes NACA MR E6B20.)
12 pp.; 8 figs.; Unc.

An analysis is made of data obtained in an experimental investiga-
tion of the knock-limited performsnce of triptane. Data obtained in the
F-3 and F-4 reting engines, two full-scale air-cooled aircraft cyllnders,
and f£light tests of & full-scale multicylinder engine are discussed. As
e means of evaluating triptane, use 1s made of the relation between com-
pression densities and temperatures as well as the reciprocal blending
equation used in previous NACA reports. The knock-limited performance
of triptane is expressed in terms of F-3 and F-4 ratings, alkylate-
replacement values, sensitivity to different degrees of engine severity,
and lead susceptibility.

Within the limitations of this evalustion of the knock-limited
performance of triptane, the following results are apparent:

l. Triptane leaded to 4 ml TEL per gallon has an F-3 performance
nunber of 149 and an extrapolated F-4 performance number of 360.

2. In comparison with paraffinic fuels (diisopropyl, hot-acid
octane, neohexane, isopentane, and aviatlon alkylate) triptane had the
highest F-3 rating (with the exception of neohexane) and the highest
F-4 rating. Although the F-3 rating of methyl tert-butyl ether (> 166)
could not be accurately determined, it was greater than the rating of
triptane (149). The data for F-4 tests of four aromatics and methyl

; : e
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tert-butyl ether could not be accurately extrapolated; it 1s probable,
however, that some of the aromatics and methyl tert-butyl ether have
F-4 ratings equal to or greater than triptane. .

3. Smell-scale engine data at two inlet-alr temperatures showed
that the lead susceptibility of triptane at lean and rich fuel-alr mix-
tures is conslderably less than that of the aromatlic fuels with which it
was compared. The lead susceptibility of triptane is slightly greater
than that of S reference fuel at the conditions examined.

2956

4. Compression temperature-density data obtalned on a small-scale
englne and on an R-2800 full-scale single-cylinder test engine indicate
that the knock-limited performance of triptane at the more severe con-
ditions 1s sensitive to changes in operating conditions. In the small-
scale engine tests at severe condltions, triptane leaded to 4 ml TEL per
gellon had a lower knock-limited performance than S reference fuel,
toluene, aviation alkylate, and diisopropyl (all leaded to 4 ml TEL/gal)
at a fuel-air ratioc of CG.065. In these same tests, however, the knock-
limited performance of triptane was appreclably better than a2ll fuels
wilth which it was compered at mild conditions and both low and high fuel-
air ratios. The R-2800 tests showed that under severe conditions the
improvement in knock-limited performance to be gained by addition of
20 percent triptane to 28-R fuel was small.

]

L * * >

A Correlation of the Effects of Compression Ratio and Inlet-Alr
Temperature on the Knock Limits of Aviation Fuels in & CFR Engine ~ IT.
By Henry E. Alquist, Leon 0'Dell, and John C. Evvard. NACA WR E-240,
1946. (Supersedes NACA ARR E6El3.) 9 pp.; 22 figs.; Unc.

The knock-limited performance of nine fuels, comprising isolated
members of four classes of hydrocarbons (aromatics, peraffins, cyclo-
paraffins, and olefins), is presented in the form of three-dimensional
plots of fuel-air ratio, compression temperature, and compression-air
density. The plots are based on & correlation that is shown to apply
for these fuels over a wlde range of compression ratios and inlet-ailr
temperstures. The significance of the term "temperature sensitivity"
is sketched, arnd 1t is emphasized that no generalized number such as
octane number can be applied even to members of a given class of hydro-
carbons when broad ranges of engine severilty are encountered.

* % K
An Evaluatlon of Proposed Reference Fuel Scales for Knock Rating.

By Henry C. Barnett and Thomas C. Clark. NACA TN 1619, 1948. 12 pp-.;
4 tables; 21 figs.; Unc.

Proposed reference-fuel scales for measuring the knocking tenden- .
cies of aviation fuels were 1lnvestigated to ascertain possible limita-
tions from considerstion of sensitivity to changes of englne operating
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conditions and consideration of the range of kmock-limited performance
by which the proposed scales would extend current rating scales. The
investigation was conducted entlrely in F-3 and F-4 aviastion fuel-rating
engines.

It is concluded that the proposed reference-fuel combinations are
comparable in temperature sensitlivity with typical aviation fuel blends
and will extend the range of knock-limited performence of current rating
gcales by an appreciasble amount when used with satisfactory rating
engines. On the other hand, difficulties with the occurrence of pre-
ignition in the F-4 engine and the severity of operating conditions in
the F-3 engine indicate that these two engines in present form and under
present specified operéting conditions asre inadequate for rating aviation
fuel having performance numbers in excess of 161.

* »* *

Estimation of F-3 and F-4 Knock-Limited Performance Ratings for
Ternary and Quaternary Blends Contalning Triptane or Other High-Anti-
knock Avietion-Fuel Blending Agents. By Henry C. Barnett. NACA Rep.
904, 1948. 21 pp.; 3 tables; 13 figs.; Unc.

Charts are presented that permit the estimation of F-3 and F-4
knock-limited performance ratings for certain ternary and guaternary
fuel blends. Ratings for various ternary and quaternary blends esti-
mated from these charts compare favorsbly with exerpimental F-3 and F-4
ratings. Because of the unusual behavior of some of the aromatic blends
in the F-3 engine, the charts for aromatic-paraffinic blenis are prob-
ably less accurate than the charts for purely paraffinic blends.

* * *

Correlatlion and Effects of Fuel-Air Ratio, Compression Ratio, and
Inlet-Alr Temperature on Knock Limits of Aviation Fuels. By Leonard K.
Tower and Henry E. Alquist. NACA TN 2066, 1950. 23 pp.; 3 tables;

13 figs.; Unc.

A methed of relating the effects of fuel-air ratio on the knock-
l1imited charge flow and power of a supercharged engine with those of
compression ratio and inlet-air temperature is presented. These vari-
ables are correlated by means of a relation between knock-limited end-
gas density and end-gas temperature calculated from engine-inlet con-
ditions at inciplent knock. Xnock datae obtained in a CFR engine over a
wide range of conditions were correlated for the following eight fuels:
28-R fuel, aviation alkylate, S reference fuel, diisopropyl, triptane,
cyclohexane, cyclopentane, and triptene. Charts are also presented by
meens of which knock-llulted cherge flow and indicated mean effective
pressure mey be determined for a fuel when its correlation curve is
known.
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When knock-limited charge flow calculated from the correlation
curves was compared with experimentally determined charge flow for each
fuel over many conditions, the smallest mean error was 2.7 percent for
28-R fuel and the largest mean error was 8.6 percent for triptane. The
mean error in calculated charge flow for all the fuels at all the oper-
ating conditions investigated was 5.0 percent.

% %

E. Preignition

Prelgnition-Limited Performance of Several Fuels. By Donald W.
Male and John C. Bvvard. NACA Rep. 811, 1945. (Supersedes NACA ARR
ESA1l.) 5 pp.; 6 figs.; Unc.

Preignition-limited performance dats were obtained on a super-
charged CFR engine at two sets of operating condltions over a wide range
of fuel-air ratios to determine the preignition characterlstics for the
following five fuels: 8S-3 reference fuel, S-3 plus 4 ml TEL per gallon,
AFD-33 (140-P), benzene, and diiscbutylene. Maximum thermal-plug tem-
peratures at constent intake-slr pressures were also determined to cor-
relate the preignlition characteristics of each fuel with its ability to
increase general englne-temperature levels. Additional runs were made
to compare the preiginition-limited performance of triptane, triptane
plus 4 ml TEL per gallon, and AN-F-28R fuel.

The results indicated that in the fuel-air raetio range from 0.070
to 0.085, the relative order of the fuels according to increasing
preignition-limited indicated mean effectlve pressures was diiscbutylene,
benzene, S-3, AFD-33, and S-3 plus 4 ml TEL per gallon. The relative
order of the fuels for the two sets of operating conditions was not the
same for all fuel-ailr ratios. The addition of tetraethyl lead to either
8-3 reference fuel or triptane raised the preignition-limited perform-
eance. The plot of fuel flow agalnst alr flow at the prelgnition limit
for each fuel shows that the data approximetely follow two straight
lines: one for the rich-mixture region and one for the lean-mixture
region. The respective slopes of these lines changed only slightly in
the various preignition-limited runs.

L L *

The Effect of Engine Variables on the Preignition-Limited Perform-
ance of Three Fuels. By Donald W. Male. NACA TN 1131, 1948. 7 pp-;
1 table; 18 figs.; Unc.

Preignition-limited performance data for S-reference fuel, dilso-
butylene, and benzene were obtalned with an engine-heated hot spot on a
supercharged CFR engine at 11 sets of engine operating conditions.
Increases in compression ratlo, spark advance, coolant temperature, or
inlet-air temperature decreased the preignition-limited indicated mean

llllll..il.lli:’
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effective pressure of all three fuels. Changes in the engine speed
elther raised or lowered the preignition-limited Indicated mean effec-
tive pressure depending on the renge of speed and the mixture strength.
At nearly all of the operating conditions investigated, the order of the
fuels according to increasing preignition-limited performance was the
same, that is, diiscbutylene, benzene, and S-reference fuel.

*® * %

Effect of Fuel Composition, Engine Operating Variables; and Spark-
Plug Type and Conditioan on Prelgnition-Limited Performance of an R-2800
Cylinder. By John F. Pfender. NACA RM E6J08, 1946. 12 pp.; 4 tables;

11 figs.; Rest.

The preignition characteristics of the R-2800 cylinder, as affected
by fuel composition, engine operating variables, and spark-plug type and
condition, were evaluated. The effects on preignition-limited perform-
ance of various percentages of aromatice (benzene, toluene, cumene, and
xylene) in a base fuel of triptane were investigated. Two paraffins
(triptane and S + 6.0 ml TEL/gal) and two refinery biends (28-R and
33-R) were preignition-rated. The effect of changes in the following
engine operating variables on preignition limit was determined: inlet-
alilr temperature, rear-spark-plug-gasket temperature, engine speed, spark
advance, tappet clearance, and o0il consumption. Prelgnition limits of the
R-2800 cylinder using Champion C34S and C35S and AC-1S86, LS87, and
1388 spark plugs were established and the effect of spark-plug deterio-~
ration was lnvestigated.

No definite trends in prelgnitlon-limited indicated mean effective
pressure were indiceted for aromatics as & class when increassed per-
centages of different aromatics were added to & base fuel of triptane.
Three types of fuel (aromatics, paraffins, and refinery blends) showed
a preignition range for this cylinder from 85 to 104 percent when based
on the performance of S plus 6.0 ml TEL per gallon as 100 percent. The
R-2800 cylinder is therefore relatively insensitive to fuel composition
when compared to a CFR F-4 engine, which had & preignition range from
72 to 100 percent for the same fuels.

Six engine operating vaeriebles were investigested with the following
results: preignition-limited indicated mean effectlve pressure
decreased with increases in engine speed, rear-spark-plug-gasket temper-
ature, inlet-air temperature, and spark advance beyond 200 B.T.C. and
was unaffected by rate of oil comsumption or by tappet clearance.

Spark plugs were rated over a range of preignition-limited indicated
mean effective pressure from 200 to 390 pounds per squere inch at a fuel-
air ratio of 0.07 in the following order of increased resistance to pre-
lgnition: AC-1S87, AC-1S88, Champion C358, AC-1S86, and Champion C34S.
Spark-plug deterioration in the form of cracks in the porcelain did not

m A
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affect the preignition limit. When pleces of porcelain had been bre....
away from the center electrode and were retalned in the spark-plug
cavity, the preignition limit was decreased as much as 57 percent. When
the broken pleces had been removed, the preignition 1limit increased from
that of the undamaged porcelaln as the weight of removed porcelain was
increased.

» * *

Effect of Preignition on Cylinder Temperatures, Pressures, Power
Output, and Piston Fallures. By Lester C. Corrington and William F.
Fisher. NACA TN 1637, 1948. (Supersedes NACA RM ESL10.) 14 pp.;

15 figs.; Unc.

An investigation using a cylinder of a V-type liquid-cooled engine
was conducted to observe the behavior of the cylinder when operated
under preignition conditicns. The effects of the following variables
were investigated: fuel-air ratio, power output, aromatic content of
fuel, engine speed, mixture temperature, and preignition source. The
power outpute at vwhich preignition would cause complete piston failure
for the selected engine operating conditions and the types of failure
encountered when using various values of clearance between the piston
and the cylinder barrel were determined.

The results indicate that in the engine investigated preignition at
high power levels led to backfiring into the induction system under most
condltions. Prelgnition caused cylinder-head temperatures to increase
up to 200° F at rates up to 30° F per second, caused maximum cylinder
pressures to increase up to 30 percent, and caused power output to be
drastically reduced. Runs to destruction indicated that preignition
caused overheating that resulted in overexpansion of the piston, selzure
of the piston 1n the cylinder barrel, and consequent melting of the side
of the plston. By increasing the clearance between the piston and the
cylinder barrel it was possible to lncrease the power level at which
piston failure occurred because of prelgnition.

The sromatic content of the fuel had only a small effect on the
behavior of the engine after prelgnition was excited. The greatest
effect was in the peak-~pressure increase, the trend being toward a direct
relation between aromatlc content and peak-pressure increase.

® & %
Cross Reference
A Relation Between Knock-Limited or Prelgnition-Limited Aif-Fuel Ratio

at Lean Mixtures and Fuel-Air Ratlo at Rich Mixtures. By John C.
Evvard. NACA WR E-208, 1945. (Supersedes NACA CB E5J11.) (See I-D.)
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F. Vapor Loss

Reduction of Fuel-Vapor lLoss by Omitting Some of the Fuel Con-
stituents Normally Lost During Flight. By Charles S. Stone and Walter
E. Kramer. NACA WR E-184, 1945. (Supersedes NACA MR E5H27.) 11 pp-;
9 figs.; Unc.

An investigation was conducted to determine the effect on fuel-
vapor loss during flight of omitting in the blending process some of the
fuel consitutuents in AN-F-28, Amendment-2, fuel that are normally lost
in flight. In this particular series of tests, some of the lower-
boiling-point components were removed from avallable AN-F-28,
Amendment-2, fuel by means of a fractionating column.

The results show that the fuel-vapor loss for a glven set of
simulated-filight conditions decreased as the percentage of fuel removed
increased. Also, the altitude at which fuel-vapor loss begins (criticel
altitude) was found to increase as the percentage of fuel removed
increased. These relations were found to depend on the initisl chsrac~-
teristics of the original fuel sample.

The Reld vapor pressure and the A.S5.T.M. 5- and 10-percent recovered
points gave single-valued functions with fuel-vapor loss and critical
altitude. These physical properties as indicated by data for AN-F-28,
Amendment-2, fuel may be.used to determine the extent of omission nec-
essary to prevent fuel-vapor loss for a given set of flight copditlions.

* kK

Effects of Fuel-Vapor Loss on Knock-Limited Performance and Inspec-
tion Properties of Aviastion Fuels. By Henry C. Barnett and Eldred T.
Marsh. NACA WR E-221, 1946. (Supersedes NACA RB E6COl.) 4 pp-;

1l table; 5 figs.; Unc.

Past experience has shown that, at certalin temperature conditions,
the fuel in the tank of an alrplane loses a portion of the lower boiling-
point components when the airplane rises to altitude. The investigation
reported herein was conducted specifically to ascertain the effects of
this fuel-vapor loss on the F-3 and F-4 knock-limited performance ratings
and the inspection propertiles of two representative aviation fuels.

Fuels meeting AN-F-28 and AN-F-33 aviation fuel specifications were
used, 28-R and 33-R, respectively.

Weathering tests made on samples of 28-R and 33-R aviatlon fuels
under simulated-flight conditions comsisting of a climb at a rate of
1000 feet per minute to an altitude of 30,000 feet with this altitude
maintained for 10 minutes after the end of the climb showed that:

S
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1. (a) For an initial fuel temperature of 90° F the loss (by
welght) resulting from weathering 28-R fuel was 3.6 percent; for 33-R
fuel the loss was 3.5 percent.

(b) For an initial fuel temperature of 130° F the weathering
loss for 28-R fuel was 12.8 percent; for 33-R fuel the loss was
14.4 percent.

2. (a) Inspection data for samples of 28-R and 33-R fuels showed
that these fuels .weathered from an initial temperature of 90° F meet
current Army-Navy fuel specifications for fuels of these grades, except
for high tetraethyl lead concentrations.

(b) For an initial temperature of 130° F the weathered sample of
28-R fuel meets speclfication rejuirements with the exception of a high
tetraethyl lead concentration, whereas the weathered sample of 33-R fuel
is not acceptable because of the high 50-percent distillation point as
well as a high tetraethyl lead concentration.

3. The F-3 and F-4 antliknock ratings for the weathered fuel samples
showed little or no change resulting from loss of some of the lighter ends
due to weathering. The small changes found indicate that the weathered
samples have sglightly higher ratings than the unweathered samples.

x k%
G. Internsl Coolents
Knock-Limited Performance of Several Internal Coolants. By Donald

R. Bellman and John C. Evvard. NACA Rep. 812, 1945. (Supersedes NACA
ACR 4B08.) 13 pp.; 8 figs.; Unc.

The effect of dnternal cooling on the knock-limited performance of
AN-F-28 fuel was Investigated in a CFR engine, and the following internsal
coolants were used: (1) water, (2) methyl alcohol - water mixture, (3)
ammonia - methyl alcohol - water mixture, (4) monomethylamine-water mixture,
(5) dimethylamine-water mixture, and (6) trimethylamine-water mixture.
The internal coolants were Injected in the ratio of 1/2 pound. per pound
of AN-F-28 fuel. Tests were run at inlet-alr temperatures of 150° and
250° F to indicate the temperature sensitivity of the intermal-coolant
solutions.

In this investigation the use of methyl alcchol - water,
monomethylamine-water, and dimethylamine-water mixtures as internal
coolants ralsed the knock limit more than did water alone. The addition
of ammonia to the methyl alcohol - water mixture lowered its knock-
inhibiting effects. For most fuel-alr ratios, the trimethylamine-water
mixture decreased the knock-limited power.

* * *
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Effect of Water-Alcohol Injection and Maximum-Economy Spark Advance
on Knock-Limited Performance and Fuel Economy of a Large Air-Cooled
Cylinder. By Jack E. Vandeman and Orville H. Heinicke. NACA WR E-264,
1945. (Supersedes NACA MR ESHI2.) 7 pp-; 5 figs.; Unc.

An investigation was conducted to determine the effect of a coolant
solubtlion of 25 percent ethyl alcohol, 25 percent methyl alcohol, and
50 percent water by volume and maximum-economy spark advance on knock-
limited performancze and fuel economy of a large air-cooled cylinder.
The knock-limited performance of the cylinder at engine speeds of 2100
and 2500 rpm was determined for coolant-fuel ratios of 0.0, 0.2, and
0.4. The effect of water-alcchol injection on fuel economy was deter-
mined in constent charge-asir flow tests. The tests were conducted at &
spark advance of 20° B.T.C. and maximumn-economy spark advance.

The following results were obtained:

1. The knock-limited power at an engine speed of 2100 rpm was
increased as much as 88 percent by operation at a fuel-alr ratio of
0.080 and a coolant-fuel ratio of 0.4.

2. An increase in the coolant-fuel ratlo from 0.2 to 0.4 was 2.5
times as effectlve In raising the knock-limited indicated mean effective
pressure at a fuel-air ratio of 0.075 as an Increase in the coolant-fuel
ratio from 0.0 to 0.2.

3. The indicated specific liquid consumption was less with a coolant-
fuel ratio of 0.4 than with fuel alone for power levels above & knock-
limited indicated mean effective pressure of 225 pounds per sgquare 1nch
at an engine speed of 2500 rpm.

4. When the spark advance was increased from 20° B.T.C. to maximum-
economy spark advance at a fuel-air ratioc of 0.0680, the indicated spe-
cific fuel consumption was decrezsed 4 percent in constent charge-sir
flow tests and the knock-limited indicated mean effective pressure wes
decreased 21 percent.

% * *

Effect of Internal Coolants on the Knock-ILdimited Performance of s
Ligquid-Cooled Multicylinder Aircraft Engine with a Compression Ratio of

6.0. By R. Lee Nelson, Myron L. Harries, and Rinaldo J. Brun. NACA WR
E-260, 1945. (Supersedes NACA MR ESF30.) 12 pp.; 1 teble; 9 figs.;
Une.

An Investigetion was conducted to determine the effect of internsl
coolants on the knock-limited performance of & liquid-cooled multi-
cylinder aircraft engine wilth & dlsplacement of 1710 cubic inches and a
compression ratio of 6.0. Knock-limited performance tests were conducted

L T 3
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at an engine speed of 3000 rpm, fuel-air ratios from 0.075 to 0.085,
carburetor-air temperatures of 120° and 60° F, and with water and
water-ethanol as internal coolants. Each internal coolant was
injected in turn through the fuel-spray nozzle and through intake-
manifold spray Jjets. All tests were conducted with 28-R fuel.

The following results were cbtalned:

1. The maximum knock-limited brake horsepower attained was 2310 at
a fuel-air ratio of 0.079 and a carburetor-air temperature of 60° F with
663 pounds per hour of water-ethanol introduced with the fuel through
the fuel-spray nozzle.

2. In general, at low internal-coolant flows or at the high
carburetor-air temperature, water was more effective than water-ethanol
in raising the knock-limited brake horsepower. As the internal-cooclant
flow was increased or the carburetor-air temperature decreased, water-
ethanol became more effective than water.

3. Fuel-nozzle Injection of a given internal coolant at a given
carburetor-air temperature was generally more effective in raising the
knock-limited brake horsepower than injection through intske-menifold
spray Jets. :

4. Except at some of the lower internal-coolant flows, a highexr
manifold pressure was required to obtain a given knock-limited brake
horsepower by means of—internal-coolant injection than by means of low-
ering the carburetor-sir temperature.

* * *

Knock-~Limited Power Outputs from a CFR Engine Using Internal Cool-

ents. TIT - Six Aliphetic Amines. By Donald R. Bellman, W. E. Moeckel,
and John C. Evvard. NACA WR E-219, 1945. (Supersedes NACA ACR E5H31.)

8 pp.; 1 table; 4 figs.; Unc.

An investigation was conducted to determine the knock-limited per-
formance of AN-F-28, Amendment-2, fuel in a CFR engine when water solu-
tions of the following aliphatic emines were added as internal coolants:
monomethylamine, dimethylemine, ethylenedismine, diethylamine, triethyl-
amine, and butylamine. All of the internal-coolant solutions consisted
of 25 percent amine and 75 percent water except for monomethylamine and
dimethylamine solutions, which had a slightly higher percentage of
amine. The internal coolant-fuel ratlo was 0.50 in most cases, but
tests were run using water and water solutions of dimethylamine at a
coolant-fuel ratio of 0.75. Comparilson curves were run with no internal
coolant and with water alone as an internal coolant. Experiments were
conducted to determline the effect of increases in fuel flow and Iinternal-
coolant flow at constant air flow on the power output when the engine
was operating at a high power level by means of the injection of
dimethylamine-water solutlon.

ey, e 2
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For fuel-ailr ratlios between 0.055 and 0.085, the addition of the
diethylamine, triethylamine, and butylemine solutions decreased the
knock-limited power. A knock-limited Indicated mean effective pressure
of 1024 pounds per square inch was obtained at a fuel-azir ratio of
0.093 when using the dimethylamine-water solution at a coplant-fuel
ratio of 0.75.

* % Xk

Knock-Limited Power Outputs from a CPFR Engine Using Internal Cool-
ants. III - Four Alky)l Amines, Three Alksnolamines, Six Amides, and
Eight Heterocyclic Compounds. By Harry S. Imming and Dopald R. Bellman.
NACA RM E6IO5a, 1947. 7 pp.; 1 table; 5 figs.; Unec.

Investigations were conducted to determine the antiknock effective-
ness of various aedditive-water solutions used as internal coolants in
conjunction with AN-F-28, Amendment-2, fuel in & modified CFR engine.
Each internal-coolant solution was injected at a coolant-fuel ratio of
0.50 and contained 70-percent water and 30-percent by weight of each of
the following compounds:

Alkyl amines
Isopropylamine
Iscbutylamine
tert-Butylamine
Monocamylamine

Alkanolemines
Ethanolamine
Diethanolamine
2-Amino-2-methyl-l-propancl

Amides
Formamide
N-Ethylformemide
N-Ethylacetamide
N-Ethylproplonamide
N,N-Dimethylformamide
N,N-Diethylacetamide

Heterocyclic compounds
2,2-Dimethylethylenimine
Morpholine
Pyridine
2-Methylpyridine
3-Methylpyridine
4-Methylpyridine
2,6-Dimethylpyridine
2-Vinylpyridine

Results of investigations are also presented for AN-F-28,
Amendment-2, fuel run with no internal coclant and with water alone as

-
e - .
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the Iinternal coolant at cooclant-fuel ratlios of 0.35 and 0.50. Three of
the alkyl amines, the six amides, and six of the heterocyclic compounds .
ralsed the knock limit of the base fuel more than an equivalent amount "
of water at most of the fuel-air ratios investigated. FEthanolamine and
2-amino~2-methyl-l-propanol raised the knock limit more than an equiv-
alent amount of water at fuel-air ratios greater than 0.093. The

21 compounds Investigated were less effective in raising the knock 1limit
than monomethylamine, dimethylamine, and ethylenedlamine, which were
previously investigated.

2356
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Nitrous Oxide Supercharging of an Aircraft-Engine Cylinder. By
Mex J. Tauschek, Lester C. Corrington, and Merle C. Huppert. NACA WR
E-199, 1945. (Supersedes NACA MR ESF26.) 16 pp.; 3 tables; 15 figs.;
Unc.

An investigatlon was made to determine the performance of an
aircraft-engine cylinder using nitrous oxide to provide additional super-
charging. 8ingle-cylinder tests were conducted at constant manifold
pressure in which nitrous oxlde was added as a gas to the inlet alr to
provide extra supercharging. Determinations were made of the effects of .
thls method of supercharging on power output, cylinder-head temperature,
and fuel consumption; and an evaluation was made of methods of cooling
the cylinder when using nitrous oxide. Additional tests were conducted .
to find the effects of nitrous oxide supercharging on the knock-limits
when using 28-R and 33-R fuels. Calculations were made using these data
to estimate the effect on engine performence of injecting the nitrous
oxide into the induction system as a liquid.

The results of the tests and celculations are summarized as
follows:

Injection as a gas (test results):

1. With constant manifold pressure, the nltrous oxide Increased the
power output about 14 percent on an indicated hasis at a nitrous oxide-
air ratio of 0.1; this Increase amounted to sbout 25 percent at a ratio
of 0.2.

2. The knock-limited power output was increased about 9 percent on
an indicated basis with a nitrous oxide-air ratio of 0.1 and sbout
17 percent with & nitrous oxide-alr ratio of 0.2. The knock-limited
manifold pressure was decreased ebout 2 percent and 4 percent, respec-
tively, for these ratios.

LK}

3. Increasing the oxygen concentration in the charge by the addi-
tion of nitrous oxlide increased the flame speed, resulting in decreased
values of optimum spark timing. This effect was especially notable at 2
extremely rich fuel-oxygen ratios.

ol
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4. The use of nitrous oxide resulted in abnormally high cylinder-
head temperatures. When knock is not a limitetion, these temperatures
can be controlled to best advantage by the use of mixture enrichment.

When knock is a limitation, the use of water or water-alcohol injection
mey be preferable.

Injection as a liquid at -128° F (calculated results):

1. The nitrous oxide would lower the inlet-mixture temperature to
such an extent when injected as a iiguld that poor mixture distribution
may result unless special means are provided to prevent this difficulty.
When mixture distribution is not & problem, calculations indicate that
the liquid nitrous oxide would increase the indicated power output ebout
twice as much as with gaseous injection for a given manifold pressure.

2. Calculations and test data show that the lowered mixture temper-
atures brought about by injection of nitrous axide as a liquid should
cause the knock-limlted indicated power output to be somewhat lower than
that obtained with gaseous injection at a fuel-oxygen ratio of 0.410.

At richer fuel-oxygen ratios, however, the knock-limited power was
increased as the mixture tempersture was lowered.

* % *
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IT. TURBOJET ENGINE FUEL

)

A. Combustlon Efficiency and Altitude Performance

1. Boiling Range and Composition

Effect of Fuel on Performance of a Single Combustor of an I-186
Turbojet Engine at Simulated Altitude Conditions. By Eugene V. Zettle,
Ray E. Bolz, and R. T. Dittrich. NACA RM E7A24, 1947. 7 pp.; 1 table;
11 figs.; Unc.

2956

As part of a study of the effects of fuel composition and volatility
on the combustor performance of a turbojet engine, an investigation was
made in a single I-16 cambustor with the standard I-16 inJjection nozzle,
supplied by the engine manufacturer, at simulated altitude conditions.

The 10 fuels investigated included hydrocarbons of the paraffin
olefin, naphthene, and aromatic classes having a boiling range from 113°
to 655° F. They were hot-acid octane, dilscbutylene, methylcyclohexane,
benzene, xylene, 62-octene gesoline, kerosene, solvent 1, solvent 2, and
Diesel fuel oil. The fuels were tested at combustor conditions simu- «
leting I-16 turbojet operation at an altitude of 45,000 feet and at a
rotor speed of 12,200 rpm. At these conditlions the combustor-inlet air
temperature, static pressure, and velocity were 60° F, 12.3 inches of
mercury absolute, and 112 feet per second, respectively, and were held
epproximately constant for the investigation. The reproducibllity of
the data is shown by check runs taken each day during the investigation.
The combustion in the exhaust elbow was visually observed for each fuel
investigated.

When no attempt was made to adjust the fuel-spray-tlp design to
compensate for differences in the properties of the fuels, the combus-
tion efficiency of the combustor decreased with an Increase in fuel
bolling point, particulasrly in the range of low heat inputs. The effi-
ciency was relatively unaffected by differences in the hydrocarbon type
for the fuels investigated except for arcmatic fuels, which exhibited
somewhat lower efficlencies than the other classes.

* ® X
Fuel Tests on an I-16 Jet-Propulsion Engine at Static Sea-Level

Conditiongs. By Ray E. Bolz and John B. Meigs. NACA RM E7B0O1, 1947.
6 pp.; 1 table; 15 figs.; Rest:

The effect of fuel composition and boiling point on the performance
of the type I-16 Jjet-propulsion engine was investigated. :

Tests were made on 14 fuels embodying different tyges of hydrocarbon
and having boiling points lying within the range of 150° to 650° F. Each :

 c—— 3
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fuel was tested in an I-16 engine at static sea-level conditions at

13 rotor speeds varying from 11,000 to 16,500 rpm. Performence was
based on speed, thrust, fuel flow, air flow, tail-pipe temperature and
pressure, and tempersture rise and pressure drop across the combustion
chamber.

The following results were obtained for the I-16 engine tested at
statlc sea-level conditions:

Fuel composition and boiling range have a negligible effect upon
engine thrust, rotor speed, and gas temperatures for the principal types
of hydrocarbon fuel when used for short periods of time. The effect of
fuel types on the performance and relisbllity of the englne over long
periods of operatlon was not determined. Operation of the engine using
fuels containing very high percentages of aromatics and olefins resulted
in visible black smoke in the exhaust gases. The smoke from the aro-
metlcs was much more dense than that resulting from the olefinic fuel.

* * %
Combustion-Efficiency Investigation of Special Fuels in Single

Tubular-Type Combustor st Simulated Altitude Conditlons. By Ralph T.
Dittrich. NACA RM E7F11, 1847. 7 pp.; 2 tebles; 8 figs.; Rest.

A combustion-efficlency investigation of 10 special straight-run
distillate fuels was conducted 1n an individual tubular-type cambustor
unit of & l4-unit assembly at two simulated engine operating conditions.
These distillates were obtained from various crude oils and consisted of
hydrocarbon mixtures with distillation temperature varying fram 93° to
690° F. Three commercial fuels were also tested, one of which was used
for checking reproducibllity. The operating conditions simulated engine
operation at an altitude of 40,000 feet at engine speeds of 7000 &nd
10,500 rpm.

Comparison of temperature measurements obtained from two locetbions
in the exhaust duct showed that under certain operating conditions the
flame extended beyond the turbine position.

The data obtained in these fuel tests showed thet as the distilla-
tion temperature of the fractions from the same crude increased, the
combustion efficiency decreased. Correlations are shown of combustion
efficiency with the 50-percent bolling point, with viscosity, snd with
an empirical function of the 50-percent boiling point and specific
gravity.
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Fuel Investigation in a Tubuler-Type Combustor of a Turbojet Engine
at Simulated Altitude Conditions. By Adelbert 0. Tischler and Ralph T.
Dittrich. NACA RM E7Fl2, 1947. 12 pp.; 2 tables; 27 fige.; Rest.

As part of a preliminary study of fuels for turbojet engines, a
series of 11 fuels, which ranged in volatility from gasoline to Diesel
0il and which included hydrocarbons of the paraffinic, naphthenic,
olefinic, and aromatic types, was tested in a single tubular combustor
chamber of a turbojet engine under inlet-alr conditions that simulated
engine operation at two engline speeds at an altitude of 40,000 feet.
Teste were also conducted at two additional inlet-air conditions.
Temperature-rise date at varlous fuel-air ratios were obtained for each
set of air-flow conditions. No variations in combustor geometry or
fuel nozzle were made in this investigetion.

2956

At the three most severe operating conditions, it was found that
combustion efficiencies obtalned with variocus fuels decreased as the
bolling temperatures of the fuels increased. At inlet-air conditions
simulating engine operation at an sltitude of 40,000 feet and an engine
speed of 10,500 rpm, the differences 1ln combustion efficiencies for
fuels of different boiling points, however, were insignificant. .

For fuels boiling within the gasoline boiling range, the hydro-
carbon type of the fuel was observed to have only a small effect on the -
combustion efficiencies. In general, the combustion efficiencies
appeared to decrease as the degree of unsaturation of the hydrocarbon

increased.
* K %

Combustion-Efficiency and Altitude-~Limit Investigations of Five
Fuels in an Annular Turbojet Combustor. By Jerrold D. Wear and Edmund
R. Jonash. NACA RM E7L30, 1948. 9 pp.; 19 figs.; Rest.

Five fuels of various boiling temperstures and various hydrocarbon
types were investligated in a Jet-propulsion annular combustor of

lo-g-inch diameter to determine the effect of fuel boiling temperature

and paraffinic and aromatic hydrocarbon types on combustion efficiency
and altitude operational limit.

The fuels used in this investigetion were commercial isoheptane,
AN-F-28R, AN-F-32, benzene, and aromatlic solvent. Commercial isocheptane,
AN-F-28R, and AN-F-3z were considered paraffinic fuels with low, medium,
and high bolling temperatures, respectively. Benzene and sromatic sol-
vent were considered aromatic fuels with low and high boiling tempera-
tures, respectively.

[
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At the severe Inlet-air condition (unstable combustion), the high-
est combustion efficiencies were obtelned with the paraffinic and aro-
matic fuels with low boiling temperatures (isoheptane and benzene) and
were found to vary from 30 to 58 percent. At the moderate inlet-air
condition (intermediately staeble combustion), the paraffinic fuels with
low and medium boiling temperatures (ischeptane and AN-F-28R) gave the
highest combustion efficiencies, which varied from 70 to 95 percent.
The maximum variation of altitude operational 1imit among the fuels was
5000 feet.

L S ] *

Performance Investigation of Can-Type Combustor. I - Instrumenta-
tion, Altitude Operational Limits and Combustion Efficiency. By Eugene
V. Zettle and Williem P. Cook. NACA RM ESFl17, 1948. 5 pp.; 1 table;
21 figs.; Rest.

A brief investigation of the performance of a single can-type com-
bustor designed for a turbojet englne having a militery rating of
4000 pounds thrust at a rotor speed of 7700 rpm &nd equipped with an
ll-stage axial-flow compressor and & single-staege turbine has been made.
The investigation was conducted to determine: (&) the altitude opera-
tional 1limits of the engine for two fuels (AN-F-32 and AN-F-28), (b)
combustion efficiencies at various simulated conditions of altitude and
engine speed, (c) combustor-outlet temperature distribution for several
altitudes at constant engine speed, and (d) the combustor total-pressure
drop.

The 1limits with AN-F-~32 fuel were found to be approximetely
60,000 feet for an engine speed of 6000 rpm and approximately 38,000 feet
for an engine speed of 4000 rpm. The results Indicated that the sltitude
operational limits with AN-F-32 fuel are higher over the largest part of
the engine-speed range than with AN-F-28 fuel. A combustion efficlency
of 95 percent was obtained at rated engine speed (7600 rpm) and an alti-
tude of 20,000 feet with AN-F-32 fuel. A change in altitude from 20,000
to 60,000 feet showed a 20-percent decrease in combustion efficiency
while the engine was operating at 7600 rpm; whereas, at an englne speed
of 4000 rpm-a change of altitude from 10,000 to 40,000 feet showed a
52-percent decrease in combustion efficlency.

*x & %
Turbojet Combustor Efficiency at High Altitudes. By Walter T.

Olson, J. Howard Childs, and Edmund R. Jonash. NACA RM ES0IO07, 1950.
21 pp.; 28 figs.; Conf.

NACA research on the single problem of combustion efficiency of
turbojet engines at high altlitudes is discussed. Representative results
of investigations with turbojet combustors are presented to illustrate
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the trends obtained with the following categories of variables: (1)
combustor operating varisbles, (2) combustor design variables, and (3)
fuel varlables.

The date 1ndicated thet as the enviromment of the combustor becomes
one of low pressure and low temperature at high altitude, low combustion
efficiencies and limited values of obtainable temperature rise were
encountered. Increased cross-sectional ares of combustor for a given
welght flow of alr decreased veloclties and facilitated high combustion
efficiency at altitude. For the design of the liner, increased volume
in the flame zone and gradusl admisslion of the air into the combustion
space were shown to ald combustion by helping to provide localized fuel-
alr mixtures of correct composition that exist sufficiently long for
ignition and combustion to oceur. For high combustion efficiency to
ocecur, all the fuel must be lnvolved in this mammer, and it was shown
that the combustor deslgn, the fuel injectlon, and the fuel volatility
must be matched if optimum combustlon efficiency is to be achieved; in
general, combustion efficiency decreased with increased fuel boiling
temperatures. Further, it was shown that fuels of higher flame speed
and/or lower 1gnition temperatures gave higher combustion efficiency
when other properties were similar.

* * *

Factors in Selecting Fuels for Gas-Turbine Powered Aircraft. By
Louls C. Gibbons. NACA RM E50I18, 1950. 33 pp.; 2 tebles; 48 figs.;
Conf.

This report briefly summarizes some of the avallasble information on
fuels for gas~turbine powered aircraft. Included are discussions on
fuel avallabllity, heat energy, vapor loss, aerodynamic heating, com-
bustion efficiency, operational limits, carbon deposits, pumplng,
‘storage, and fire hagzard.

* L I 2

Performance of Pure Fuels in a Single J33 Combustor. I - Five
Liquid Hydrocarbon Fuels. By Jerrold D. Wear and Ralph T. Dittrich.
NACA RM E52J03, 1952. 12 pp.; 2 tables; 17 figs.; Conf.

Investigatione of several pure hydrocarbon fuels were conducted in
a8 single tubular-type combustor 1n order to determine possible relations
between combustor performence and fuel properties. The combustor tem-
perature risge, combustion efficlency, and blow-cut limits were deter-
mined with five liquid hydrocarbon fuels of high purity over a range of
heat input and eir-flow rates and at two inlet-alr-temperature condi-
tions. The fuels were isooctane, cyclohexane, methylcyclohexane,
n-heptane, and benzene. Performance parameters were selected to compare
with the physicel and fundementsal coidbustion properties of the fuel.

l Iﬁ";:* g.’
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The general performance order among the fuels was: benzene high-
est; isooctane lowest; cyclohexane, methylcyclohexane, and n-heptane
intermediate. OFf the several fuel properties considered, maximum burn-
ing velocity best correlated with fuel performance, Indicating an
apprcsimately linear increase in the performance of the fuels with an
incirease in burning veloclty. For the various test conditions inves-
tigated, the maximum combustor temperature rise and the combustion effi-
clencies increased by 230° to 400° F and 2 to 17 percent for an increase
in ueximum burning velocity from 34.6 to 40.7 centimeters per second.

L I T
Cross References
Effect of Fuels and Fuel-Nozzle Characteristics on Performance of an

Annular Combustor at Simmlated Altitude Conditions. By Richsard J.
McCafferty. NACA RM E8CO2a, 1948. (See II-A-4.)

Altitude Performance of AN-F-58 Fuels in British Rolls-Royce Nene Single
Combustor. By William P. Cook and Richard G. Koch. NACA RM E9DOS8,
1949. (See II-A-2.)

Investigation of Altitude Performence of AN-F-58 Fuels in Annular Com-
bustor of J34-WE-22 Engine. By Adelbert 0. Tischler and Wilfred
E. Scull. NACA RM E9A31, 1949. (See II-A-2.)

Altitude Performance of AN-F-58 Fuels in J33-A-2]1 Single Combustor. By

Ralph T. Dittrich and Joseph L. Jackson. NACA RM ESL24, 1949.
(See IT-A-2.)

Altitude Performance of AN-F-58 Fuels in J35-C-3 Single Combustor. By

Edward G. Stricker and Werren D. Rayle. NACA RM E8L20a, 1949.
(See II-A-2.)
2. JP-1 and JP-3 Fuel

Comparlison of Performance of AN-F-58 and AN-F-32 Fuels in J33-A-23
Turbojet Engine. By H. D. Wilsted and J. C. Armstrong. NACA RM E8K24,

1949. 10 pp.; 1 teble; 13 figs.; Rest.’

As part of aen extensive evaluation program to determine the com-
parative performance of fuels conforming to specifications AN-F-58 and
AN-F-32, an lnvestigation was conducted in an sltltude chamber using a
4600-pound~thrust turbojet engine.

In comparison with the performesnce of AN-F-32 fuel, AN-F-58 had the
following characteristiecs:
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(1) Equal performance with AN-F-32 fuel in terms of engine thrust
and fuvel consumption

(2) Improved altitude starting characteristics
(3) Less tendency for blow-out at low engine speeds

(4) Higher carbon-deposition rate that, however, 4id not appear
detrimental to engine performance

(5) Contamination with iron oxide particles. These particles prob-

ably were held in suspension because of rapid handling of the
fuel.

Within the limits of this investigation, AN-F-58 fuel was essen-
tially equal in performance and 1n some respects had irmproved perform-
ance as compared with AN-F-32 fuel. The AN-F-58 fuel is therefore con-
sidered satisfactory for service flight tests in the engine used.

* % %

Altitude Performance of AN-F-58 Fuels in British Rolls-Royce Nens
Single Combustor. By William P. Cook and Richard G. Koch. NACA RM
E9DO8, 1948. 8 pp.; 1 table; 8 figs.; Conf.

An investigation was condicted with a single ccmbustor from a
British Rolls-Royce Nene turbojet engine to determine the altitude per-

formance characteristics of AN-F-58 fuels. Three fuel blends conforming
to AN-F-58 specifications were prepared in order to determine the influ-

ence of fuel bolling temperatures and aromatic content on combustion
efficiencles and altitude operational limits. The performance of the

three AN-F-58 fuels was compared in the range of altitudes from sea level

to 65,000 feet, engine speeds from 40 to 100 percent normal rated, and
flight Mach numbers of O end 0.6. Similar information was cbtained for
AN-F-32 fuel at a flight Mech number of O.

The altitude operationel limits of the three AN-F-58 fuels were the

sane at rated speed and flight Mach numbers of O and 0.6. The high-

arometic AN-F-58 fuel gave altitude limits below those of the base-stock

and high-end-point AN-F-58 fuels at lower engine speeds, being about
10,000 feet (flight Mach number, O) and 5000 feet (flight Mach number,
0.8) lower at 70 percent normal rated engine speed. The altitude oper-
ational limits of AN-F-32 fuel were about the same as those for the

bage-stock and high-end-point AN-F-58 fuels at a flight Mach number of 0.

The combustion efficiencles with the four fuels ranged from 54.5 to
100 percent wlth the higher efficiencies occurring at low altitudes and
high engine speeds. Although the scatter of data was large, some

-
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indication existed that combustion efficlencies with the high-aromatic
fuel decreased more rapldly than the other fuels as the englne speed was
decreased and as the altitude was increased.

Carbon deposition during operation with the three AN-F-58 fuels
was slight.
I

Investigation of Altitude Performance of AN-F-58 Fuels in Annular
Conbustor of J34-WE-2Z2 Engine. By Adelbert O. Tischler and Wilfred E.
Scull. NACA RM EQA31, 1949. 8 pp.; 2 tables; 7 figs.; Conf.

An investigation was conducted in the cambustor of a 3000-pound-
thrust turbojet engine to determine the altitude performance chearacter-
istics of AN-F-58 fuels. Three fuels conforming to AN-F-58 specifica-
tion were prepared ln order to determine the influence of bolling tem-
Perature range and aromatic content on altitude performance. The
performance of the three AN-F-58 fuels was compared with the performence
of AN-F-48 (grade 100/150) fuel in the range of simulated altitudes from
20,000 to 55,000 feet, corrected engine speeds from 6000 to 12,500 rpm,
and flight Mach numbers of 0.2 and 0.8.

At a flight Mach number of 0.2, the altitude limits of two AN-F-58
fuels were the same and gbout 1000 to 3000 feet higher than the limits
of AN-F-48 fuel over the .range of engine speeds examined. The altitude
operational 1limit of the AN-F-58 fuel having a higher bolling-temperature
range and & higher aromatic content than the other two AN-F-58 fuels was
1000 to 7000 feet lower than the limits of the other two AN-F-58 fuels
over the range of engine speeds investigated. At a Mach number of 0.6,
the altitude limits of the three AN-F-58 fuels and the AN-F-48 fuel were
approximately the same.

At any fixed operating condition, the combustion efficiency
decreased as the volumetric average boiling temperature of the fuel
increased. The arlthmetical differences in combustion efficiency between
the most volatile fuel (AN-F-48) and the least volatile AN-F-58 fuel were
as great as 12 to 14 percent at some conditions near the altitude oper-
ational limit.

Light deposits of carbon were found with two AW-F-58 fuels and no
deposits were found with the AN-F-48 fuel. The third AN-F-58 fuel having
a high boliling-temperature range and high aromatic content produced for-
mations of carbon on the first step of the combustor basket. These
deposits, although not considered sufficlently large to be objection-
gble, were considerably greater than the deposits obtained with the
other fuels.

x % ¥
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Altitude Performance of AN-F-58 Fuels in J33-A-21 Single Combustor.
By Ralph T. Dittrich and Joseph L. Jackson. NACA RM E8L24, 1349. 7 Dp.;
2 tables; 6 figs.; Rest.

An investigetion was conducted in a single combustor from a
4600-pound-~thrust turbojet engine to determine the altitude performance
characterigtics of AN-F-58 fuel. Three fuel blends conforming to the
AN-F-58 specification were prepared in order to determine the influence
of fuel boiling temperatures and sromatic content on altitude perform-
ance. The performance of the three AN-F-58 fuels was compared with the
performance of AN-F-32 fuel in the range of gltitudes from 5000 to
60,000 feet, engine speeds from'SO percent normal rated speed to military
rated speed, and flight Mach numbers of O and 0.6.

2556

The combustion efficliencies of three AN-F-58 fuels and AN-F-32 fuel
were approximately equal up to altitudes of gbout 50,000 feet. At higher
altitudes some differences occurred. At an altitude of 60,000 feet,
90 percent normal rated engine speed, and a flight Mach number of 0.6,
a maximum arithmetical difference among the fuels of 14 percent occurred.
The effects of fuel bolllng temperature, as represented by a comparison
of two AN-F-58 fuels differing in final boiling temperature by 30° F
(580° to0 590° F), on combustion efficiency were found to be negligible -
even at the high altitudes. At the high-sltitude condition, the com-
bustion efficiency of a2 high-end~-point, high-aromatic AN-F-58 fuel was
greater than that of the high-end-point, low-aromatic AN-F-58 fuel, the
differences belng more merked at a flight Mach number of 0.6 than at a
flight Mach number of 0. These differences cannot be attributed solely
to & change in aromatic content insemuch ss the bolling temperstures in
the middle distillation range of the two fuels alsoc differ.

Although the altitude-operational-limit data are rather incon-
clusive, the operable speed range apparently tends to lncreasse as the
fuel bolling temperatures in the mlddle of the distillation range are
increased.

* % %

Altitude Performance of AN-F-58 Fuels in J35-C-3 Single Combustor.
By Edward G.' Stricker and Warren D. Rayle. NACA RM E8L20a, 1949.
B pp.; 2 tables; 5 figs.; Rest.

An investigation was conducted in a single combustor of a 4000~
pound.-thrust turbojet engine to determine the altitude performance char-
acteristics of AN-F-58 fuels. Three fuel blends conforming to AN-F-58
specification were prepared in order to determine the influence of fuel
boiling tempersture and aromatic content on combustion efficiency and .
altitude operstional limits. The performance of the three AN-F-58 fuel
blends was compared with the performance of AN-F-32 fuel in the range of
altitudes from 20,000 to 60,000 feet, engine speeds from 39 to 104 per- :
cent normal rated speed, and flight Mach numbers of O and 0.6.

R
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The effects of fuel bolling temperatures, as represented by com-
parison of two AN-F-58 fuel blends differing in final bolling tempera-
ture by 30° F (560° to 590° F), on combustion efficiency were found to
be negligible. Comparison of a low-sromatic high-end-point AN-F-58
fuel with high-aromatic high-end-point AN-F-58 fuel indicated that for
flight Mach numbers of O and 0.6 at 85 percent normal rated engine speed
the varistion in ercmetlic content and boiling temperature representéd by
the two fuels had a negligible effect on combustion efficlency. At
52 percent normal reted speed, however, the high-sromatic high-end-
point AN-F-58 fuel gave lower combustion efficiencies than the low-
aromatic high-end-point fuel egpecially at high altitudes. These results
cannot be attributed solely to aromatic content because these two fuels
also differed in boiling temperature in the middle distillation range.
At the conditions investigated, the combustion efficlencies of AN-F-32
fuel were, in general, about the same as those for the high-aromatic
high-end-point AN-F-58 fuel.

Comparisons among three AN-F-58 fuel blends and one AN-F-32 fuel
did not show any conslstent trends 1n eltitude operatlonal limits that
mlight be attributed to either bolling temperatures or sromatlic content.

* * =
Altitude-Wind-Tunnel Investigation of AN-F-58 Fuel in Experimental

Version of J47 TurboJjet Engine. By Carl L. Meyer. NACA RM E8L13, 1949.
10 pp-; 1 table; 4 figs.; Conf.

An investlgation was conducted in the NACA Lewls altitude wind
tunnel to evaluate the performsnce of AN-F-58 fuel and, for comparative
purposes, AN-F-32 fuel in an experimental turbojet engine. Dats were
obtained for a range of altitude, flight Mach number, and engine-speed
conditions.

Combustion efficlencies obtained with AN-F-58 and AN-F-32 fuels
were approximately equal; AN-F-58 combustion efficiencies were slightly
higher than those for AN-F-32 fuel at the high sltitudes and low flight
Mach number. The effects of the fuels on other engine performance vari-
gbles could not be determined because engine deterioration, accelerated
by operation at severe engine conditions for a consilderable length of
time, made direct comparisons impossible. The minimum-speed altitude
operational limit was essentially the same for the two fuels. The
starting characteristics of the two fuels were spproximately the same
at the low windmilling speeds. Visual observation showed no apparent
difference in the carbon-deposition rates of the two fuels.

L 4 * *
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Comparison of Performance of AN-F-58 Fuel and Gasoline in J34-WE-22
Turbojet Engine. By Harry W. Dowman and George G. Younger. NACA RM
E8L10a, 1949. 12 pp.; 2 tdbles; 11 figs.; Conf.

As part of an investigation of the performance of AN-F-58 fuel in
various types of turbojet engine, the performance of this fuel in a
3000-pound-thrust turbojet engine has been investigated in an altitude
test chamber together with the comparative performance of 82-octane
gasoline.

2956

The investigation of normal engine performance, which covered a
range of engine speeds at sltitudes from 5000 to 50,000 feet and f£light
Mach numbers up to 1.00, showed that both the net thrust and average
turbine-~outlet temperatures were approximstely the same for both fuels.
The speciflc fuel consumption and the combustion efficiency at the max-
imum engine speeds investigated were approximately the same for both
fuels at altitudes up to 35,000 feet, but at an altitude of 50,000 feet
the specific fuel consumption was about 9 percent higher and the com-
bustion efficlency was correspondingly lower with the AN-F-58 fuel than
with gasoline. The low-engine-speed blow-out limits were about the same
for both fuels. Ignition of AN-F-58 fuel with the standard spark plug .
wag possible only with the spark plug in a clean condition; lgnition was
impogsible at all flight conditions investigated when the plug was
fouled by an accumulation of liquid fuel from a preceding false start. .
Use of an extended-electrode spark plug provided satisfactory ignition
over a slightly smaller range of altitudes and flight Mach numbers than
for gesoline with the standard spark plug.

Radilal temperature gradients at the turbine outlet were about the
same for both fuels at an altitude of 20,000 feet. At an altitude of
50,000 feet, the difference in average temperature between the blade tip
and the root was about 240° F greater for AN-F-58 fuel than for gasoline
and the spread between the meximum and minimum temperatures at a given
radial locatlon was from 150° to 300° F less for AN-F-58 fuel than for
gasoline. After 30 hours and 11 minutes of operation with AN-F-58 fuel,
240 grams of hard carbon deposits were bullt up on the combustor basket
near the fuel nozzles.

*x X %

Comparison of Flight Performance of AN-F-58 and AN-F-32 Fuels In
J35 TurboJjet Engine. By Loren W. Acker and Kenneth S. Kleinknecht.
NACA RM E8LOZ, 1949. 5 pp.; 2 tables; 6 figs.; Rest.

A £light investigation was conducted to determine the comparative
performence of AN-F-58 and AN-F-32 fuels in a 4000-pound-thrust turbojet :

engine.
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The results indicate that the performance of AN-F-58 fuel was
equivalent to that of AN-F-32 fuel over the range of conditions inves-
tigated. The investigation of AN-F-58 fuel, compared with that of
AN-F-32 fuel, indicated a 3-percent-higher net thrust snd fuel consump-
tion (same specific fuel consumption) at the high engine speeds; &
slightly inferior blow-out limit (250 rpm higher); equally successful
startes at altitudes between 5000 and 30,000 feet but somewhat longer
acceleration time; and similarly small carbon deposits after 7% hours
of operation. These small differences, however, are attributable to the
normal reproducibility of test conditions and the scatter of data for
this type of investigation.

* % %*

Cross References

Carbon Deposition from AN-F-58 Fuels in & J33 Single Combustor. By
Jerrold D. Wear and Edward W. Douglass. NACA EM ESDO6, 1949.
(See II-B-2.)

Combustion Efficliency Performance of a MIL-F-5624 Type Fuel and Mono-
methylnaphthalene in a Single Vaporlzing-Type Combustor. By Anthony W:
Jones and William P. Cook. NACA RM ES5IK30, 1952. (See II-A-4.)

* * *

3. JP-4 and JFC Fuel

Comparison of Turbojet-Engine Altltude Performance Characteristics
and Ignition Limits with MIL-F-5624A Fuel, Grades JP-3 and JP-4. By
Willis M. Braithwaite and Paul E. Renas. NACA RM E51L05, 1952. 6 pp.;
2 tables, 5 figs.; Conf.

The altitude performence and ignition limits of an axisl-flow tur-
bojet engine were evaluated in an altitude test chamber with MIL-F-56244,
grade JP-3 fuel (that specified for this engine) and a low-volatility
grade JP-4 fuel. The investigation was conducted over a range of altl-
tudes from 10,000 to 55,000 feet.

Use of the JP-4 fuel resulted in an increase in specific fuel con-
sumption of 2 to 5 percent over that obtained with the JP-3 fuel. This
increased specific fuel consumption resulted from & combination of
reduced combustion efficiency and the lower heat of combustion of the
JP-4 fuel. Altitude ignition limlts were found to be essentially equal
for the two fuels over & range of flight Mach number and fuel-supply
temperature. Inspection of the combustors after 6 hours operation with
JP-4 fuel revealed no noticeable carbon deposition.

* Xk %
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Altitude Performance of Annular Combustor Type Turbojet Engine with
JFC-2 Fuel. By James W. Useller, James L. Harp, Jr., and Zelmer Barson.

NACA RM E51J26, 1952. 7 pp.; 6 figs.; 1 table; Conf.

An investigation wes made comparing the performence of JFC-2 fuel
and unleaded clear gasollne Iln a 3000-pound-thrust turbojet engine.
The JFC-2 fuel was a blend of 75 percent dlesgel type fuel and 25 percent
aviation gasoline. The two fuels performed equally well at rated engine
speed at altitudes up to 35,000 feet, but combustion efficlency with the
JFC-2 fuel was lower both at reduced englne speeds and at higher alti-
tudes. Turbine-discharge radial temperature profiles for the two fuels
were comparable except at an altitude of 45,000 feet, where the JFC-2
fuel gave a flatter profile than gasoline. At the flight Mach number
simulated, low-speed combusbtlon blow-ocut of the engine was not encoun-
tered with elther fuel at taeil-pipe temperatures above 150° F. Several
normal low-altitude engine starts showed no apparent difference 1n the
starting characteristice of the two fuels.

" L *

Cross Reference

Carbon Deposition of Several Special Turbojet-Engine Fuels. By
Jerrold D. Wear and James W. Useller. NACA RM E51C02, 1951. (See

II-B-2.)

4. Volatility and Distribution

Effect of Fuels and Fuel-Nogzzle Characteristics on Berformance of
an Annular Combustor at Simuleted Altitude Conditions. By Richard J.
McCafferty. NACA RM E8CO2a, 1948. 19 pp.; 27 figs.; Rest.

As part of a program to study the effects of fuel volatility, fuel
composition, and fuel-injection-nozzle characteristies on the combustion
performance of turbojet-engine combustors, an investigation was made with
an annular combustion chember operating under conditions simulating zero-
ram operation of a turbojet englne at various altitudes and engine rotor
speeds. The six fuels investigated included hydrocarbons of the paraf-
finic and aromatic classes having a boiling range from 104° to 664° F.
They were lsoheptanes, AN-F-28, AN-F-32, Diesel oil, benzéne, and a high
boiling aromatic (solvent 4). The fuel-injection nozzles investigated
had capacities of 2.0, 3.0, 7.5, 10.5, and 17.5 gallons per hour. Inves-
tigations were mnde wherein the combustor-inlet-air conditions were each
altered independently from conditions near the altitude cellings.

A low-bolling-temperature fuel of either the aramatic or paraffinic

classes gave higher altitude operational limits at low engine rotor
speeds, whereas a high-bolling-temperature fuel gave higher operational

CERR——_
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limits at high engine rotor speeds. Combustion effilciencies at various
altitudes at constant engine rotor speeds indicated that the low-
boiling-temperature fuels of both classes gave higher combustion effi-
cienclies throughout the range of operational altitudes except near the
altitude operational limlts of these fuels.

The lower-boiling-temperature paraffinic fuels produced lower
values of maximum obtalngble temperature rise at severe operating con-
ditions than did the higher boiling paraffinic fuels, but for fuel-air
retios below the point where these maximum values occurred the low-
boliling-temperature paraffinic .fuels gave better combustion efficiencies.

A reduction 1n fuel-nozzle size resulted in increased corbustion
efficiency of the two fuels, AN-F-28 and Diesel oll, at low heat-input
or temperature-rise values but produced lower temperature-rise limits.
Performance was better with the larger nozzles at high temperature-rise
ranges. In general, en optimum fuel-pressure differential (best nozzle
capacity for a given temperature rise) exists for AN-F-28 or Diesel-oil
fuel that provides a wide operating range of temperature rise at rela-
tively good efficlencies for the sets of altitude opersting conditions
investigated.

* % #

Vapor-Fuel-Distribution Effects on Combustion Performsnce of a
Single Tubular Combustor. By Richard J. McCafferty. NACA RM ES50JO3,
1950. 9 pp.; 13 figs.; Rest.

An investigation was conducted using a single 4000-pound-thrust
turbojet-engine combustor operating with liguid MIL-F-5616 and g&aseous
propane fuels to study the effects of hydrocarbon fuel distribution and
fuel state on combustion performance. The MIL-F-5616 fuel was injected
and atomized with the standard engine pressure-atomlzing nozzle; data
were avallsble from a previous investigation for the same combustor
operating with & different fuel nozzle and a similar (AN-F-32) fuel.

The gaseous propane was distributed into the primery combustion zone
with four fuel-injector designs. Altitude operational limts and attend-
ant combustion effliciencies and effects of combustor inlet-alr varigbles
on combustion efficiency were determined.

Vepor-fuel distributlion in the primary combustion zone was important
because the gltitude operational limits and efficiencies could be varied
considerably by use of different fuel injectors that provided dlfferent
fuel-air mixtures. Higher altitude operationsl limits and higher com-
bustion efficiencies were obtained with vapor fuel than with ligquid fuel
atomized and distributed with the two designs of pressure-atomizing
nozzle.
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Liquid-Fuel-Distribution and Fuel-State Effects on Combustion Per-
formence of a Single Tubular Combustor. By Richard J. McCafferty.
NACA RM E51B21, 1951. 10 pp.; 1 table; 14 figs.; Conf.

An investigation was conducted to study the effects of liquid-fuel
distribution on combustion performante of a single turbojet-englhe com-
bustor operating with liquid MIL-F-5624 fuel. The MIL-F-5624 fuel was
injected with simplex and duplex pressure-atomizing nozzles and four
solid-stream fuel distributors. Altitude operational limits and attend-
ant combustion efficiencies and the effects of combustor inlet-air vari-
egbles on combustion efficiency were determined. Gaseous-fuel-
distribution date were available from a previous investigation for the
same combustor and, hence, the effect of fuel state on performence was
cbtained by comparison.

Distribution of liquid fuel within the primary combustion zone of
the combustor affects altitude operational limits and combustion effi-
clency, but to a lesser degree than does gaseous-fuel distribution.
Gaseous fuel provided higher altitude operational limits and efficlencies
than liquid fuel.

* %

Combustion Efficlency Performance of a MIL-F-5624 Type Fuel and
Monomethylnaphthalene In a Single Vaporizing-Type Combustor. By Anthony
W. Jones and William P. Cook. NACA BRM ES51K30, 1952. 8 pp.; 2 tebles;
11 figs.; Conf.

An investigation was conducted with a conventlonal turbojet fuel,
MIL-F-5624 (JP-3), and & low-volatility, hlgh-density hydrocarbon,
monomethylnaphthalene, in & vaporizing-type combustor to determine (1)
the combustion efficiency of both fuels for variations in inlet-air con-
ditions and fuel flow and (2) to what extent fuel prevaporization would
minimize the differences in combustion efficlency previously cbserved
between widely dissimilar hydrocarbon fuels in a8 conventional atomlzing
combustor.

A single cambustor from a developed turbine-propeller engine lncor-
porating fuel-prevaporization principles and designed for kerosene fuel
was used as the vaporizing combustor.

With the single vaporizing-type combustor, the volatile MIL-F-5624
type fuel burned over & wlder range of operating conditions and gave
combustion efficiencies 2 to 16 percent higher than the low-volatility,
high-density fuel, monomethylnaphthalene.

Heat-input rate had little effect on the cambustion efficiency of
esch fuel 1in the vaporizing-type combustor, whereas with the same fuels

Ny .
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in a conventional atomizing-type combustor, a decrease in combustion
efficiency was obtained with a decrease in heat input, the greater
decrease occurring for the less volatile fuel. The trends indicated
thet the vaporizing combustor tends to eliminate the differences in fuel
atomization and thus diminished the effect of fuel properties on com-
bustion efficiency.

The vaporizer deslgn and capeclty were inadequate for the mono-
methylnaphthalene fuel, however, as evidenced by rich blow-out at rather
low air-flow rates. The use of monomethyinaphthalene as a fuel resulted
in substantial carbon formation on the liner and the outer surface of
the vaporiger.

* % =

Cross References

Effects of Fuel-Nozgle Carbon Deposition on Combustion Efficlency of
Single Tubular-Type, Reverse-Flow, Turbojet Conmbustor at Simulated
Altitude Conditions. By Ralph T. Dittrich. NACA TN 1618, 1948.
(See II-B-2.)

Effect of Fuel Volatility on Altitude Starting Iimits of a Turbojet

Engine. By H. D. Wilsted and J. C. Armstrong. NACA RM E50G10, 1950.
(See II-C.)

Ignition-Energy Requlirements in a Single Tubular Combustor. By Hampton
H. Foster. NACA RM E51A24, 1951: (See II-C.)

Effect of Fuel Volatility on Performance of Tail-Pipe Burner. By Zelmsr
Barson and Arthur F. Sargent, Jr. NACA RM ES51Cl4, 1951. (See II-D.)

Effect of Spark Repetltion Rate on the Ignition Limits of & Single
Tubular Combustor. By Hampton H. Foster. NACA RM E51J18, 1951.

(See II-C.)

Preliminary Results of Turbojet-Engine Altitude-Stearting Investigation.
By H. D. Wilsted and J. C. Armstrong. NACA RM ES51H30, 1951.
(See II-C,)

5. High-Density Fuel

Combustion Efficiency and Altitude Operational Limits of Three
Liquid Hydrocarbon Fuels Having High Volumetric Energy Content in a J33
Single Combustor. By Edward G. Stricker. NACA EM ES50H28, 1950. 10 ppsj
1 teble; 8 figs.; Rest.
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The conmbustlion efficiliency and the altitude operational limits of
three liquid hydrocerbon fuels having high volumetric energy content
{(decalin, tetralin, and monomethylnaphthalene) were compared with an
AN-F-58 fuel in a single tubular combustor from a J33 turbojet engine.
The investlgation covered a range of simuleted engine conditions for
altitudes from 20,000 to 60,000 feet; 42- to 107-percent normal rated
engine speed; and a flight Msch number of 0.6. The independent effects
of combustor-inlet-alr temperature, pressure, and mass air flow on the
combustion efficlency of the four fuels were determined around standard
combustor-inlet conditions.

At the simulated altitude and combustor-inlet-alyr conditions inves-.
tigated, the combustion efficlency for the four fuels generally decreased
with an increase in volumetrlc energy content. The highest values of
avaellable energy per unit volume of fuel were obtained in this combustor
with decalin fuel; although monomethylnaphthalene fuel had the highest
volumetric energy content of the fuels tested, its greatly decreased
combustion efficiency values resulted- in the lowest values of avallable
energy per unit volume.

The eltitude operational limits for decalin and tetralin fuels were
higher than for AN-F-58 fuel; monomethylnaphthalene fuel gave the lowest
altitude operational limit. It was concluded from these and other
related Investigations that the satisfactory utilization of high-energy-
content fuels wlll requilre improved fuel-inJjection technlques and
improved combustor deslgn for alleviating the reduced combustion effi-
ciency, the carbon deposition, and the altitude ignition problems.

* % ¥

Crose Reference

Combustion Efficlency Performence of a MIL-F-5624 Type Fuel and Mono-
methylnaphthalene in a Single Vaporizing-Type Combugtor. By Anthony W.
Jones and Williaem P. Cook. NACA RM E51K30, 1952. (See II-A-4.)

* * L

B. Carbon Deposition and Smoking

1. Laboratory Investigatlons

Smoking Characterlstics of Various Fuels as Determined by Open-Cup
and Laboratory-Burner Smoke Tests. By Earl R. Ebersole and Henry C.
Barnett. NACA WR E-190, 1945. (Supersedes NACA MR's ESF20 and E5I12.)
6 pp-; 1 tab}e; 9 figs.; Unc.

Inasmuch as the smoking tendency of jet-propulsion fuels is of
interest, a leboratory progrem has been conducted to obtain date on the
smoking behavior of fuels. The results of open-cup smoke tests of

M >
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25 hydrocarbon fuels and of two series of prepared blends are presented.
In order to determine the effect of fuel-air ratloc as well as hydrocarbon
class on the smoking behavior of fuels, 21 hydrocarbons were tested in a
laboratory burner at fuel-ailr ratios ranging from 0.062 to 0.119. The
results of these controlled-burning smoke tests are also presented.
Correlation with data from full-scale Jet-propulsion tests will be nec-
eesary to determine the applicability of the results.

The data obtained from an investigation of the smoking character-
istics of 25 hydrocarbons indicate that for uncontrolled burning in an
open cup:

l. The smoking tendency of a hydrocarbon fuel is more dependent
upon the type of hydrocarbon than upon its boiling point or burning rate.

2. The burning rate of hydrocarbons within a glven class tended to
decrease with increasing boiling point.

3. The smoking tendency of a commercial kerosene was sbout four
times that of the same kerosene from which aromatics had been removed.

Results obtained from controlled-burning smoke tests indilcate that:

1. The smoking tendency of hydrocarbon fuels is dependent upon both
the class of hydrocarbon and the fuel-air ratio.

2. Within experimental error the smoking tendency of aromatic and
dicyclic hydrocarbons is a linesr function of the fuel-air ratio.

* ¥k %

Correlation of Iaboratory Smoke Test with Carbon Deposition in
Turbojet Combustors. By Arthur M. Busch. NACA RM ESKO4, 1950. 7 pp.;
3 tables; 5 figs.; Rest.

A correlation of carbon deposition of 19 fuels in a turbojet com-
bustor as a function of the boiling point and of the flame height at the
sooting point of the fuels in a simple wick lamp has been developed for
a particuler combustor operating at a single set of conditions. Two
similar investigations with different combustors, operating conditions,
and nine different fuels ylelded similar correlations on the same graph.
The simple wick lamp is suggested to be of possible value in the evalua-
tion of turboJjet fuels.

L I I

Combustion of Smoke in Diffuslon and Bunsen Flames. By Thomas P.
Clark. NACA RM E51E15, 1951. 8 pp.; 3 figs.; Unc.

.
e
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Varying amounts of smoke, both in the form of concentrated fila-
ments and dilute homogeneous mixtures with the combustible, were burned
in diffusion flames of ethylene and in Bunsen flames of ethylene-aix
mixtures. Stable flames of both types were found capeble of burning
large amounts of carbon smoke if the smoke was finely divided.

It was found that finely divided smoke passing through the fleme
zone in the form of a laminer filament could be completely burned at a
relative smoke-fuel carbon ratio within the filament as high as 3.5:1.
Conversely, low over-all concentrations of smoke could pass through the
reaction zone without burning completely, 1if the smoke was agglomerated
into flecks of socot. The smoke was found to burn in both the inner and
the outer cones of the Bunsen fleme.

LI T

Influence of External Variables on Smoking of Benzene Flames. By
Thomss P. Clark. NACA RM E52G24, 1952. 9 pp.; 8 figs.; Unc.

Premixed benzene-alr flames were burned under & variety of condil-
tions to determine the effect of the conditions on the smoking proper-
ties of the flemes. Variations in initlal ges temperature, fuel-flow
rate, flame length, secondary-alr-flow rate, and burner-tube dlameter
were studied. Fuel-alr ratios were measured both at the appearance of
the first evidence of carbon formation in the flame, and at the point
where smoke ilssued from the flame. Of all the variables studied, tem-
perature alone affected the fuel-alr ratlo at which the first evidence
of carbon formation was viesible in the flame.

A eritical fuel-air-ratio limit of approximately 164 percent of
stoichiometric was discovered below which no smoke was formed by the
flame regerdless of the conditlons existing in the gas surrounding the
Plame. At fuel-alr ratlios above 164 percent of stoichlometrlc, the
smoking tendencies of the flame became very dependent on the conditions
in the gas surrounding the flame. In general, all veriations which

tended to replace the exhaust gases around the outer cone with alr or to
increase the diffusion of oxygen into the outer cone enhanced the smoke-

burning properties and decreased the smoking tendencies of the flame.
* k%
Variation in Smoking Tendency Among Low Molecular Welght Hydro-

carbons. By Rose L. Schalla and Glen E. McDonald. NACA RM E52I22,
1852. 8 pp.; 3 tables; S5 figs.; Unc.

An investigation was made of the variations in smoking tendency
among 38 gaseous and liquid pure hydrocearbon compounds when burned as
diffusion flames in still alr. The meximum rates at which the fuels

gl -
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could be burned smoke-free varied as follows: n-paraffins > isoparaf-
fins > monocolefins > alkynes > aromatics. Cyclic paraffins and olefins
as well as diolefins were alsc studied. Their position over-lapped the
trends of several of the series presented.

Veriations in smoking tendencies within the given homologous series
were rather complex, but a tentative explanation is that the greater the
strength of the carbon bonds or skeleton of the hydrocarbon molecule,
the greafer will be its tendency to form smoke during combustion. From
this suggested explanation a possible mechanism based on dehydrogenation
and subsequent polymerization of the carbon nuclei was proposed as the
initial step involved in the formation of smoke.

*x » *

Examination of Smoke and Carbon from Turbojet-Engine Combustors.
By Thomas P. Clark. NACA RM E52126, 1952. 8 pp.; 2 tables; 2 figs.;
Une.

Smoke ard carbon from turbojet-englne combustors were studied by
the methods of electron microscopy, chemical analysis, and X-ray dif-
fraction. The smoke exhsusting from a combustor was found to consist
of carbon black, agglomerated into soot. The carbon black had been
partially burned in its passage through the flame zone. The smoke
resulted from the incomplete combustion of the vaporized fuel; it was
not the result of the pyrolysis of fuel droplets.

The soft carbon in the dome of the combustor liner was found to
consist of carbon black and soot intermixed with indeterminste complexes
such as high-boiling fuel ends and partly polymerized and pyrolyzed
heavy hydrocarbons.

The hard carbon on the walls of the combustor liner was found to
be largely a petroleum coke. The coke was apparently formed by the
liquid phase cracking, pyrolysis, and subsequent coking'on the liner
wall of fuel from the spray nozzle.

* * *

2. Combustor and Engine Data

Investigation of Carbon Deposition in an I-16 Jet-~-Propulsion
Engine at Statlic Sea-Level Conditions. By Edmund R. Jornash, Henry C.

Barnett, and Edward G. Stricker. NACA RM E6KOl, 1S47. 4 pp.; 1 table;
5 figs.; Unc.

In order to study the effect of fuel properties on cerbon deposi-
tion in jet-propulsion-engine combustors, an investigation was con-
ducted with seven fuels - kerosene, Diesel fuel o1l, toluene, xylene,
62-octane gasoline, a commercial solvent, and AN-F:32 (JP-l1) - in an
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I-16 engine at static sea-level conditlions and a constant rotor speed.
Data are presented comparing the total carbon deposited by each fuel
and curves are presented showing the distribution of carbon deposlts
among the 10 chambers of the unit. Additional deta show the reproduc-
1bility of results and the effect of & reductlon in exhaust-jet-nozzle
ares, on the carbon-forming tendency of kerosene.

With the exception of Diesel fuel oill, carbon deposition increased
with increasing aromatic content of the fuel. A Diesel fuel oil, with
an aromatic content of 19 percent, produced carbon deposits exceeding
those resulting from the two 100-percent-aromatic fuels (toluene and
xylene). No definite relation between carbon deposition and volatility
was established in this investigation.

* ¥ %

Effects of Fuel-Nozzle Carbon Deposition on Combustion Efficiency
of Single Tubular-Type, Reverse-Flow Turbojet Combustor at Simulated
Altitude Conditions. By Ralph T. Dittrich. NACA TN 1618, 1948. 10 pp-;
7 figs.; Unc.

An investigation was conducted in order to study the effects of
changes in fuel-nozzle carbon deposition on the combustion efficiency of
a single tubular-type, reverse-flow, turbojet combustor. This investi-
gatlon was conducted because of the need to lmprove the reproducibility
of combustion data for fuel-research purposes. The inlet-air conditions
simulated operstion of a single tubular-type combustor of a turbojet
engine In the range of altitudes from 20,000 to 45,000 feet and the
range of engine gpeeds from 10,000 to 15,000 rpm.

At a glven combustor-iniet condition, the temperature rise obtained
with a clean fuel nozzle was observed to lncrease after operation of the
conbustor at other simulated eltitude conditions. This increase in tem-
perature rise varied from 565° F at low heat inputs to 30° F at high
heat inputs. Removal of the carbon deposit from the fuel nozzle per-
mitted reproduction of the original temperature rise. Shilelding the
fuel-nozzle body from the combustion zone prevented the deposition of
carbon on the nozzle at the conditions investigated and improved the
reproducibility of temperature-rise data.

In order to simulate the deposition of carbon, the design of the
original fuel nozzle was modified to include a divergent section at the
exit of the fuel orifice. This change 1n fuel-nozzle design increased
the combustion efficiency at each operating condition investligated.

" » *
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Carbon Deposition from AN-F-58 Fuels In a J33 Single Combustor.
By Jerrold D. Wear and BHoward W. Douglass. NACA BM E9DO6, 1949. 10 pp.;
2 tables; 10 figs.; Rest.

An investigation was conducted using a single combustor from a
4700-pound-thrust turbojet engine to determine the amount of carbon
deposition of AN-F-58 fuels and the effect of carbon formations in the
combustor on the altitude operatlonal limits. Three fuel blends con-
forming to AN-F-58 specification were prepared in order to determine the
influence of bolling temperature and of aromatic content on carbon
deposition. The carbon-forming tendencles of the three AN-F-58 fuels
and of AN-F-32 fuel were compared at simulsted altitudes of 20,000 and
35,000 feet, engine speed of 90-percent normal rated, and flight Mach
number of O.

Carbon deposition increased with increase in arometic content and
with increase 1n boiling temperature at constant aromatic content for
the AN-F-58 fuels. The values of cerbon depositlion obtained with
AN-F-32 fuel were exceeded only by the values obtained with the AN-F-58
fuel nearest the meximum specification limits of boiling temperature and
aromatic content. Altitude operational limits of the high-aromatic
AN-F-58 fuel occurred at slightly lower altitudes when the liner and
dome assenbly contained carbon deposits than when it did not. The igni-
tion plug was fouled with carbon after 17 hours of intermittent opera-
tion with a fuel approaching the meximum limits of the AN-F-58 specifi-
cation at a simulated altitude of 20,000 feet and 90-percent normal
rated engine speed.

* %* &

Carbon Deposltion of 19 Fuels in an Annular Turbojet Combustor.
By Jerrold D. Wear and Edmund R. Jonash. NACA RM E8K22, 1943. 9 pp.;
2 tables; 9 figs.; Rest.

The effects of fuel properties and change in gimulated engine oper-
ating conditions on carbon deposition_were evaluated in an annular tur-
bojet combustor with a diameter of l(%— inches. The fuel properties
examined were speclfic gravity, volumetrlc average bolling temperature,
hydrocarbomn ‘type, and hydrogen-carbon weight ratio. The simulated
engine operating conditions ranged from sea level and 50-percent rated
engine speed to an altitude of 40,000 feet and rated engime speed. The
fuels included hydrocarbons of the paraffinie, olefinic, and aromatic
types as well as fuel mixbtures.

In general, carbon deposition in the annulaer combustor increased
with increase in boiling temperature of fuels of the same hydrocarbon
type. Aromatic fuels deposited more carbon than other types of fuel of
the same boiling tempersture. An empirlicel correlation of the carbon
deposition, the boiling temperature, and the hydrogen-carbon weight
ratio of the fuel was obtained.

*x % %
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Carbon Deposition of Several Special Turbojet-Engine Fuels. By
Jerrold D. Wear and James W. Useller. NACA RM E51C0z. 1951. 8 pp.;
1l teble; 3 figs.; Rest.

Investigations were conducted to determine the carbon-forming char-
acteristics of MIL-F-5624 and MIL-F-5161 type fuels in a single combustor
from a J33 turboJet engine and of a MIL-F-5161 fuel in a J35 full-scale
engine. Single-combustor simulated englne conditions were 20,000-foot
altitude, 90-percent rated engine speed, and zero ram. Full-scale
engine operetion was at sea-level, zeruv-ram conditions.

The carbon deposltion of MIL-F 5624 and MIL-F-5161 fuels obtained
in the single combustor could be estimasted from s previously estab-
lished empirical correlation wlth volumetric average boiling temperature
and hydrogen-carbon ratio. The carbon deposition in the full-scele
engine using MIL-F-5161 fuel was grester than the deposition normally
obtalned with MIL-F-5624 fuels. Thig trend, also noted in other types
of turbojet englne, was concluded to be the result of fuel character-
istice rather than combustion-chember configuration. The results
obtained in these Investigatlons, together with other available full-
scale~engine operational information, indicate that MIL-F-5161 fuels
form more carbon than most MIL-F-56824 fuels, as predicted by the corre-
lation, and may result in marginal operation in several turbojet
englnes.

* k%

Relations Between Fuel Properties and Combustion Carbon Deposition.
By Edmund R. Jonash, Jerrold D. Wear, and Robert R. Hibbard. NACA RM
E52Bl4, 1952. 29 pp.; 3 tables; 16 figs.; Rest.

Methods for predicting the carbon-forming propensity of turbojet-
engine fuels from results of simple laboratory tests of the fuels are
discussed. The accuracy and reliability of the methods, and the sim-
plicity of the laboratory tests required are considered with a view
toward the application of such methods for the control of Jjet fuel
quality. The predlection of carbon depositlion from fuel characteristics
including aromatlc content, hydrogen-carbon ratio, distillation temper-
atures, gravity, and aniline point, and from several emplrical lsboratory
carbon-deposition tests is illustrated with data from several turbojet-
combustor test units and a large number of widely different fuels.

Of the methods considered, the prediction of carbon deposition from
a function of hydrogen-carbon ratio and volumetric &verage boliling tem-
perature (NACA K factor) was one of the most accurate. Results of tests
of a large number of fuels in a J33 tubular combustor indicated an aver-
age deviation of the carbon-deposlition dsta from the predicted correla-
tlon of 16 percent, which was comparable to the deviation of 10 to
20 percent expected with data for any one fuel. Since conventional
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methods for determining the hydrogen-carbon ratio of a fuel may be more
complex than would be desirable for routine fuel quality control, empir-
ical correlation methods for estimating this factor were compared. The
prediction of cerbon deposition from such estimated values of hydrogen-
carbon ratio are subjJect to greater inaccuracies than are encountered
in the prediction from determined values of hydrogen-carbon ratio.

Precision compareble to the NACA K factor method was obtained in
the prediction of carbon depositlion from smoking tendency of the fuel by
a leborstory lamp. This method, although requiring one of the least
complex test techniques, was considered to require additional datae to
establish the reproducibility of the test method among lsboratories.

Based on limited data, previously obtained on full-scale turbojet
engines, the numerical limits of the fuel guality control methods were
established at an NACA K factor of 310 or smoking tendency of 13.

* *® *

Effect of Inlet-Alr and Fuel Parameters on Smoking Characteristics
of a Single Tubular Turbojet-Engine Combustor. By Helmut F. Butze.
NACA RM E52A18, 1952. 11 pp.; 3 tebles; 10 figs.; Rest.

An investigation was conducted to determine the effect of system-
atic veriations In inlet-air end Ffuel parameters on the smoking char-
acteristics of a single tubuler turbojet-engine combustor. For com-
parison purposes, a seriles of tests was conducted at static sea-level
conditions over & range of engine speeds with a full-scale turbojet
engine having combustors similar to the single-tube unit investigated.
The concentration of smoke 1n the combustion gases was determined by
means of & filter technique whereby smoke particles were deposited on a
speciel filter paper. The optical density of the deposit as determined
by a transmission densitometer served as an indicatlon of the amount of
smoke in the exhaust gas.

The most pronounced effect on smoke was observed with increases in
inlet-air pressure which produced large increases in smoke concentra-
tlon. As fuel-air ratios were increased, smoke densities increased,
passed through a maximum, and finally decreased. Increases in inlet-
alr velocity reduced meximum smoke densitles. The effect of inlet-air
temperature and fuel volatility on smoke densities was small. Increases
in fuel-inlet temperature increased smoke formation slightly. In the
full-scale engine, smoke density increased with increasing engine speed
and with decreasing exhaust-nozzle area.

The results obtalned during this investigation suggest that carbon
is formed in the primery zone of a turbojet combustor end is subse-
quently partly burned in passing through the flame zone, the unburned
portion emergling as smoke, Thus, those factors that either tend to
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reduce carbon formation 1n the primary zone, such as decresses in pres-
sure and in primary zone fuel-air ratios, or tend to bring about
increased burning of smoke in the flame zone such as increased flame
length and combustion-gas temperature, will reduce the concentration of
smoke 1n the exhaust gases.

»* | ] »
Effect of Fuel Properties on Carbon Deposition in Atomizlng and

Preveporizing Turbojet Combustors. By Jerrold D. Wear and Williem P.
Cook. NACA RM E52C24, 1952. 13 pp.; 2 tables; 3 figs.; Rest.

Investigations of the effects of fuel properties on combustion-
chamber carbon deposition were conducted in single tubular fuel-
atomizing and fuel-preveporizing combustors. The relations of the NACA
K factor, the smoking tendency, and a functlon of smoking tendency and
volumetric average boillng temperature to carbon deposition were studled
with several fuels varylng in chemical: and physical properties. The
independent effects of increased sulfur, gum, and olefin content of
fuels of similar NACA K factor were also studied.

The NACA K factor and the smoking tendency were approximately
equally effective in relating carbon-deposition data from the prevapor-
1zing and the atomizing combustors. A function of smoking tendency and
volumetric average bolling temperature best correlated the carbon-
deposition dsta obtained in the prevaporizing combustor. This functlon
was somewhat less satisfactory for the data obtained in the atomizing
combustor.

Increase in the sulfur content of a JP-3 fuel (MIL-F-5624A) by
addition of disulfide oll or mixed butyl mercaptans slightly lncreased
carbon deposition. A maximum increase of 38 percent with reproduci-
billitles of 18 and 9 percent was observed wilith an increase in sulfur
content from 0.38 to 1.40 percent by addition of disulfide oil. Increas-
ing the gum content of JP-3 fuel to &t least five times the maximum
allowed by specification MIL-F-5624A was possible before an apprecilable
increase in carbon deposition was obteined. Increasing the bromine num-
ber of a JP-3 fuel from 12 to 54 by the addition of olefins had no
effect on carbon deposition. It is concluded that only very large
increases in gum or sulfur content of a fuel will ceuse significant
increases in carbon deposltion that will not be predicted by the NACA
K factor.

* ¥

Carbon~Deposition Characteristics of MIL-F-5624A Fuels Containing
High-Bolling Arometic Hydrocarbons. By Edmund R. Jonash, Jerrold D.
Wear, and Williem P. Cook. NACA RM EB2G1ll, 1952. 5 pp.; 2 tables;

4 flgs.; Rest.
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An Investigation was conducted in a singls J33 combustor to deter-
mine the effect of additions of typlcal high-bolling single-ring and
dicyclic aromatic hydrocarbons on the combustor carbon-deposition char-
acteristics of MIL-F-5624A fuels. Triisopropylbenzene and monomethyl-
naphthalene were used to increase the high-bolling aromatic contents of
grade JP-3 and JP-4 fuels. The quantities of carbon deposited after
4-hour combustor operation were compared with those predicted from
carbon-deposition correlations previously developed.

The results showed that additions of the high-boiling aromatic
components to JP-3 and JP-4 fuels increased carbon deposition. The
effects of these fuel components on carbon deposition were satisfactorily
predicted by the NACA K factor (function of hydrogen-carbon ratio and
volumetric averege boiling temperature of the fuel) and the smoking
tendency correlations previously developed.

* %k *

Effect of Fuel Additives on Carbon Deposition in a J33 Single Com-
bustor. I - Three Metallic-Organic Additives. By Edmund R. Jonash,
Jerrold D. Weear, end William P. Cook. NACA EM ES52H21, 1952. 7 pp-.;

2 tebles; 3 flgs.; Rest.

An investigation was conducted in a J33 single combustor to deter-
mine the effects of three fuel additives on the carbon-deposition char-
acteristics of MIL-F-56244A fuel, grades JP-3 and JP-4, and an aromatic
fuel blend. The additives considered Iincluded a commercial fuel-oil
additive (containing cobalt and lead compounds), tetraethyl lead, and
lead naphthenate. The combustor was operated for 4-hour pericds at
simulated full-scale operating conditions at 90 percent of normal rated
engine speed, zero Mach number, and 20,000-foot altitude.

Smell concentrations of all additives reduced carbon deposition
significantly. A 0.l-percent concentration of the fuel-oil additive in
JP-3 fuel reduced carbon deposition 23 percent. Of the two lead addil-
tives tested, lead naphthenate was the more effective; a 0.005-percent
concentration of this additive reduced the carbon deposition obtained
with a highly aromatic fuel blend 66 percent. For at least two of the
additives tested, there sppeared to be optimum concentrations; larger
concentrations caused significaent metallic-compound deposition which
was included in the reported deposition. The effectiveness of the lead
naphthenate additive varied considerebly for two widely different fuels
considered, an aromatic fuel blend and a JP-4 fuel.

% % *
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Cross References

Factors in Selecting Fuels for Gas-Turbine Powered Aircraft. By Louis C.
Givbons. NACA RM E50I18, 1950. (See II-A-1.)

Conbustion Efficliency and Altitude Operational Limits of Three Liguid
Hydrocarbon Fuels Having High Volumetric Energy Content in a J33
Single Combustor. By Edward G. Stricker. NACA RM ES0HZ8, 1950.
(Bee II-A-5.)

Effect of Retractable Ignition Plug on Plug Foullng by Carbon Deposits.
By Jerrold D. Wear and Theodore E. Locke. NACA RM ESOF14, 1950.
(See II-C.)

Comparison of Performance of AN-F-58 Fuel and Gasoline in J34-WE-2Z2
Turbojet Engine. By Harry W. Dowman and George G. Younger. NACA RM
ESL10a, 1949. (See II-A-2.)

_ Investigatlon of Afterburper Performance and Afterburner Fuel System
Coking of the Westinghouse XJ34-WE-32 Engine. By Louis E. Wallner
and William R. Prince. NACA RM E51H28, 1952. (See II-B-2.)

Correlation of Laboratory Smoke Test with Carbon Deposition in Turbojet
Combustors. By Arthur M. Busch. NACA RM E9KO4, 1950. (See II-B-1.)

* * *

C. Ignition and Starting

Effect of Retractable Ignitlion Plug on Plug Fouling by Carbon
Deposits. By Jerrold D. Wear and Theodore E. Locke. NACA RM ESCF14,
1950. 8 pp.; 8 figs.; Rest.

An Investigatlon was conducted using a single combustor from a
4600-pound -thrust turbojet engine to determine if ignition-plug fouling
by carbon deposits could be prevented by retracting the plug from the
conbustion zone during operation after ignition had taken place. The
fuels used were normally conducive to forming cerbon. Investlgations
were also made to determine the effect a retractable lgnitlion plug has
on starting, altitude combustion efficiency, altitude operational limits,
and temperature distribution at the combustor outlet and to compsre these
resulis with results obtalned using & standard plug.

The retractable ignition plug (wilthdrawn from combustion zone) was
not fouled with carbon deposits at engine conditions or with fuels that
did cause the standard plug (in the cambustion zone) to become fouled.
Starting, altitude combustlion efflclencies, and altitude operational
limits determined with the standard plug were unaffected by the retract-
able plug. Temperature distribution at thé combustor outlet obtained
with the retractable plug was slightly improved over that obtained with

the standard plug. . % %

L —%
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Investigation of Ignition Characteristics of AN-F-32 and Two
AN-F-~58a Fuels in Single Can-Type Turbojet Combustor. By Warren D.
Rayle and Howard W. Douglass. NACA RM ESOH16a, 1950. 7 pp.; 2 tables;
7 figs.; Rest.

An investigation was conducted to determine the ignition character-
istics of three typical turbojet-engine fuels (AN-F-32 and two blends
of Al-F-58a) in a single can-type combustor. Data obtalned over rahges
of simulated engine speed and sltitude at two flight speeds and over a
range of ambient temperature at sea-level static conditions showed -
the fuel-flow rates required for ignition as functions of fuel charac-
teristics and operating conditions.

The fuel flow required for ignition In the combustor was found to
increase with increasing simulated engine speed, with increasing simu-
lated altitude, and with decreasing sea-level amblent temperature. At
high altitudes and low ambilent temperatures, the fuel flow required for
ignition was found to be much greater than the fuel flow required for
engine operation. A direct relation was found between the required fuel
flow and the A.S.T.M. 10-percent evaporated temperature of the fuel.

* % %

Effect of Fuel Volatility on Altitude Starting Limlts of a Turbojet
Engine. By H. D. Wilsted and J. C. Armstrong. NACA RM E50G10, 1950.

13 pp.; 3 taebles; 10 figs.; Conf.

The lighter fractions of the AN-F-58 specification Jet-engine fuel
veporize at the low pressures assoclated with high-altitude airplene
operatlion where 1t is possible that as much as 15 percent of the fuel
may be lost by evaporation. Use of fuels having a lower volatility than
the AN-F-58 fuel would reduce evaporation losses but might change the
altitude starting limits of an engine. The effect of fuel volatility on
altitude starting limits of an axial-flow-compressor-type turbojet engine
was ‘therefore investigated using 1l.1- and 5.4-pound-per-square-inch Reid
vapor pressure fuels. The 5.4-pound Reld vapor pressure fuel used was
&n AN-F-58 specification fuel. The AN-F-58 fuel, at flight Mach numbers
from 0.40 to 0.85, allowed consistent windmilling starts at 2000 to
8000 feet higher altitudes than obtained with the 1.l-pound Reid vapor
pressure fuel. At a flight Masch number of 0.25, ignition could not be
established at any altitude with the 1.l-pound-pér-square-inch Reid
vapor pressure fuel. The trend of Increasing altitude starting limit
with increasing fuel volatllity appears to be general in thet similar
trends have been observed in earlier investigations with different fuels
and engines.
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Ignitlion-Energy Requlrements in & Single Tubuler Combustor. By
Hampton H. Foster. NACA RM ES51A24, 1951. 9 pp.; 1 table; 11 figs.;
Conf.

An investigation was conducted to determine the minimum spark
energy required for ignition in a single tubular combustor. Data were
obtained st simulated static sea-level engine starting conditions for a
wlde range of ambilent temperatures, and also for a range of gltitude
inlet-air pressures and alr-flow rates. The lnlet-air pressure and
flow rates limiting ignition are compsred with those limiting steady-
state burning in the combustor. Three different fuels were used to
Indicate the effect of fuel volatility on ignitiomn.

A decrease in ambient temperature from 70° to -60° F at sea-level
engine-cranking conditions required an increase in spark energy from
0.022 to about 1.5 Joules for ignition in the combustor with the least
volatile fuel investigated; comparable trends were obtained with more
volatile fuels. The altitude lgnition limits were extended by increasing
the spark energy sbove that of the conventional system. A spark energy
of approximately 10 Joules per spark at a sparking rate of 8 per second
gave satisfactory ignition et combustor-inlet conditions close to the
steady-state burning limits of the combustor at low and intermediate
air-flow rates. The ignition-energy requirements at both sea-level and
altitude corbustor-inlet conditions generally decreased with an increase
in fuel volatility.

PR "
Cross Reference

Altitude-Ignition Limit of & TurboJet Engine Using a Condenser-
Discharge Ignition System. By John C. Armstrong. NACA RM E51F11, 1951.
4 pp.; 2 figs.; Unc.

An investigatlon hag been conducted 1in an altitude test chember at
the NACA ILewis laboratory to evaluate the altitude-ignition character-
istics of a condenser-discherge lgnition system installed on a turbojet

engine.

With a fuel having a Reid vapor pressure of 1.l pounds per square
inch, ignition was obtalined with 4.8 Joules per spark at 6 sparks per
second at an altitude of 55,000 feet and a flight Mach number of 0.6.

%* * *
Effect of Spark Repetitlion Rate on the Ignition Limits of a Single

Tubular Combustor. By Hampton H. Foster. NACA RM E51J18, 1951. 7 Dpp.;
1 table; 3 figs.; Conf.

An investigation was conducted to determine the effect of spark
repetition rate on the eltlitude ignition limits of a single tubular

it
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(turbojet engilne) combu~tor The minimum combustor pressures at which
ignition could be obtained were determined for a wide range of spark
repetition rates. Data were obtalned for two fuels of different vola-
tility, two spark energy levels, and three air-flow rates in the range
of altitude engine-windmilling conditions.

An increase in spark repetition rate from 3 to 140 sparks per sec-
ond reduced the ignition limiting combustor-inlet air pressure from
gbout 2 to 4 inches of mercury for air-flow rates of 1.87 and 2.80 pounds
per second per square foot. For the highest air flow, 3.75 pounds per
second per square foot, the ignition 1imiting pressure was reduced sbout
4 to 12 inches of mercury. The trend was similsr for both the low- and
high-volatility fuel and for two levels of ignition energy. Previously
observed trends of lower ignition-pressure limits with decreased ailr-
flow rates and increased fuel voletlility were cobserved in this
investigation.

*x k%

Preliminsry Results of Turbojet-Engine Altitude-Starting Investiga-
tion. By H. D. Wilsted and J. C. Armstrong. NACA RM ES51H30, 1851.
9 pp.; 16 figs.; Conf.

The altitude-ignition and altitude-fleme propagation limits of a
turbojet engine over a range of simulated fiight conditions in an alti-
tude chamber are being investigated at the NACA Lewls leboratory. Pre-
liminary results showed that an energy output at the spaxrk gap of
2.13 joules per spark at a spark-repetition rate of 1 spark per second
allowed ignition to 50,000 feet at a flight Mach number of 0.6 with fuel
and engine-inlet-alr temperature et standsrd NACA free-stream total
temperature. The minimum power reguired for ignition occurred at low
spark-repetition rates (on the order of 1 spark/sec) accompanied by
relatively high spark energles.

When the standerd engine ignition system was used with l-pound-per-
square-inch Reid vapor-pressure fuel at a simnlated flight Mach number
of 0.6, a reduction in either fuel or iInlet-air temperatures progres-
sively reduced the altitude-ignition limit. A reduction in fuel tem-
perature fréom 30° to -2° F generally lowered the altitude-ignition limit
less than 5000 feet but when the fuel temperature was reduced to -30° F
a very ebrupt lowering of the altitude limit was found when the air
temperature was lower than 0° F. At sea-level conditions, however,
ignition with the standard ignition system was obtained to the limit of
the refrigerated air systems, -50° F. The effects of spark-gap location
and fuel volatility were also Investigated.

At & simulated flight Mach number of 0.4, a 1l.0-pound-per-sguare-
inch Reid vapor pressure fuel decreased the altitude-ignition limit by
15,000 feet when compared with a 6.Z2-pound fuel. At higher Mach num-
bers this difference was less.
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Cross References

Factors 1p Selecting Fuels for Ges Turbine Powered Aircraft. By Louis
C. Gibbons. NACA RM E50I18, 1950. (See II-A-1.)

Comparlson of Performance of AN-F-58 Fuel and Gasoline in J34-WE-22
Turbojet Engine. By Haxry W. Dowmen and George G. Younger. NACA RM
ESL10a, 1949. (See II-A-2.)

Altitude-Wind-Tunnel Investigation of AN-F-58 Fuel in Experimental
Version of J47 Turbojet Engine. By Carl L. Meyer. NACA RM ESL13,
1949. (See II-A-2.)

Comparison of Turbojet-Engine Altitude Perfarmence Characteristics and
Ignition Limlts with MIL-F-5624A Fuel, Grades JP-3 and JP-4. By
Willis M. Bralthwalte and Paul E. Renas. NACA RM ES51105, 1952.

(See 1T A-3.)

D. Tail-Pipe Burning

Effect of Fuel Volatility on Performance of Tail-Pipe Burner. By
Zelmar Barson and Arthur F. Sargent, Jr. NACA RM E51Cl4, 1951. 6 pp.;
1 table; 11 figs.; Conf.

As part of an investigation to determine the performance possibil-
ities of lower-volatillty fuels, two fuels having Reild vapor pressures
of 6.3 and 1.0 pounds per square Inch, respectively, were investigated
in & tail-plpe burner on an axial-flow turbojet engine. A flight Mach
number of 0.6 was simulated at altitudes from 20,000 to 45,000 feet.
The first fuel was MIL-F-5624 and the other a similar base stock with
the lighter fractlons removed.

With the burner configuration used in this investigetion, having a
mixing length of only 8 inches between the fuel manifold and the flame
holder, the low-vapor-pressure fuel gave lower combustion efficiency at
a given tall-pipe fuel-alr ratio. For operation with a fixed exhaust-
nozzle area this reductlon in burner efficiency resulted 1n lower tem-
peratures and pressures in the tall-pipe and at the turbine outlet, with
an attendant decresse in net thrust and rise in specific Ffuel consump -
tion. The maximum operational altitude of the tail-pipe burner was
practically unaffected by the change in fuel volatility.

* * *

Investigation of Afterburner Performance and Afterburner Fuel
System Coking of the Westinghouse XJ34-WE-32 Engine. By Louls E.
Wallner and William R. Prince. NACA RM E51H28, 1952. 17 pp.; 1l figs.;
Conf.

v - TRy
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An investigation of the performance of the Westinghouse XJ34-WE-32
engine with afterburner operative was made in altitude wind btunnel at
simuleted sltitudes from 10,000 to 40,000 feet and flight Mach numbers
from 0.52 to 1.05. During the course of the performance work, the fuel-
injection holes in the afterburner fuel manifold became plugged because
of coke or carbon deposits in the manifold. As a result, a later study
was made of this coking problem in an attempt to determine its effect
on the afterburner performance.

Changes in altitude and flight Mach number had the normal effects
on the afterburning performence parameters; that is, increased pressure
in the afterburner raised the combustion efficiency and lowered the
specific fuel consumption. Peak combustion efficiencies of 95 and
60 percent were obtained at altitudes of 10,000 and 40,000 feet, respec-
tively. However, reproducible afterburner performance is difficult to
obtain because of the coke deposits in the injection holes of the after-
burner fuel menifold. Losses in thrust up to 8 percent of the total net
thrust of the engine were obtained in a number of instances when some of
the fuel-manifold injection holes were plugged with coke deposits. It
was found that the formation of coking might be eliminsted by the com-~
plete purging of the afterburner fuel system with air at the same instant
the afterburner was shut off.

* = %

Altitude Wind Tunnel Investigation of High-Temperature Afterburners.
By E. William Conrad and Carl E. Campbell. NACA RM E511.07, 1S952.
22 pp.; 23 figs.; Conf.

An investigation wes conducted in the NACA Lewis altitude wind
tunnel to develop an afterburner producing the highest possible =xhaust-
gas temperatures and having sultable operational characteristiecs. In
order to meet the requirements of military alrplenes, meximum effort was
concentrated on operation at near-stoichiometric fuel-air ratios. Most
of the data were obtained at & nominal burner-inlet pressure of
2450 pounds per square foot; however, additional data were obtained at a
nominal pressure level of 925 pounds per square foot.

By the use of adequate flame-holder blockage, long fuel-mixing
lengths, and low burner-inlet velocities, and by careful matching of the
fuel-injection pattern to the gas-flow pattern, performance approaching
theoretical values was obtained with four series of burners having
different diffuser inner-cone configurations. For example, at the design
burner-inlet pressure level of 2450 pounds per square foot, the maximum
exhaust-gas temperature obtained was 3900° R as compared with a theoret-
ical maximum of slightly over 4000° R. Similarly, afterburner combustion
efficiencies of at least 95 percent were obtained near meximum operating
conditions. Combustion instebllity was encountered in several config-
urations; however, these difficulties were overcome by careful attention
to flame-holder design and to aerodynamic designs of the diffuser.

..—.Et;i"ﬁ"* i -;
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Performence was obtained at a pressure level of 2450 pounds per
square foot sbsolute using MIL-F-5572, MIL-F-5616, and MIL-F-5624 fuels.
These fuels all gave elmost identical performance resulte. The effects
of two ceramic coatlngs on afterburner shell tempearature were also
studied. The results of one coating, Uverite, were inconclusive; how-
ever, a reduction in shell temperature of sbout 100° F was obtained with
a coating formed by the use of 4-percent ethyl sillicate in the after-
burner fuel.

L 1
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ITI. RAM-JET ENGINE FUEL

A, Theoretlcal Performance

Preliminary Evelustion of the Adir and Fuel Specific-Tmpulse Charac-
teristics of Several Potential Ram-Jet Fuels. I - Octene-1, Aluminum,
and Aluminum - Octene-l1 Slurries. By Benson E. Gammon. NACA RM ES51C12Z,

1951. 8 pp.; 5 figs.; Conf.

A preliminary analyticel evaluatlon of the alr and fuel specific-
lmpulse characteristics of octene-1l, aluminum, znd aluminum - octene-1
slurries was made.

The adiabatic combustion flame temperature, conbustion equilibrium-
gas composition, air specific lmpulse, and fuel-weight specific Impulse
are presented for each fuel. These data, calculated for a combustor
inlet-air temperature of 560° R, are presented for a range of equivalence
ratios for octene-l and for aluminum, and over & range of aluminum -
octene-1 ratios at a f£ixed tctal fuel-equivalence ratio of 1.0. At an
equivalence ratio of 1.0, the adiabatic combustion-gas temperature was
4180° and 6160° R for octene~l and for aluminum, respectively. At an
equivalence ratio of 1.0, the air specific impuise for aluminum was
213.3 {(1b)(sec)/1b air) and 170.4 ((1b)(sec)/1b air) for octene-1. The
meximm air specific impulse for octene-1 was 172.8 ((1b)(sec)/1b air)
and occurred at an equivelence ratio of 1.2.

At a combustor inlet-air temperature of 560° R, octene-l gave a
better fuel speciflc impulse on & weight basils than aluminum where both
fuels are capable of giving the same air specific impulse.

Aluminum - octene-l slurries offer a means of increasing the limited
air specific impulse values avaeilable wilth octene-~l or hydrocarbon-type
fuels.

%* % %k

Preliminasry Evaluation of the Air and Fuel ZSpecific-Impulse Charac-
teristics of Several Potential Ram-Jet Fuels. IL - Magnesium and Magne-
sium - Octene-l Slurries. By Benson E. Gemmon. NACA RM E51C23, 1951.
7T pp.; 8 figs.; Conf.

A preliminary analytical evaluation of the air and fuel specific-
impulse characteristics of megnesium and magnesium - octene-l slurries
was made.

Adiabatic combustion flame temperature, alr specific impulse, and
fuel ~welght specific impulse are given for each fuel. The air- and
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fuel-weight specifilc-impulse data for octene-l, which was taken as
representative of hydrocarbon performence, sre presented for compsarison.

The combustion flame temperatures avallable with magnesium and
megneslum - octene-l slurries are greater than those for octene-l. The
air specific impulse, or thrust, avalleble for magnesium and for mag-
nesium - octene-1 slurries exceeds that avallable for octene-l. Ram-~jet
combustor operation with magnesium hydrocerbon slurries offers a means
of improving the fuel-welght specific impulse attaineble wilth magnesium
alone and of increasing the limiting air specific lmpulse attalnable
with hydrocarbon alone.

Under the conditions considered in the calculations, aluminum
glves a better fuel-weight specific Impulse than magnesium for all
alr-specific-impulse values less than 185; for alr-gpecific-impulse
values greater than 185, magneslum appaerently gives superlor fuel-welght
specific-impulse values. Under the conditions considered in the calcu-
lations, magnesium - octene-1 slurries are roughly equal, or superior,
to aluminum - octene-l slurries wilth respect to fuel-welght specific
impulse at a Tixed alr specific impulse.

* * *

Preliminary Evalustion of the Air and Fuel Specific-Tmpulse
Characteristics of Several Potential Ram-Jet Fuels. IIT - Diborane,
Pentaborane, Boron, and Boron - Octene-1 Slurries. By Benson E. Gemmon.
NACA RM E51D25, 1951. 8 pp.; 6 figs.; Conf.

An analytical evaluation of the air and fuel specifilc-impulse
characteristics of diborane, pentaborane, boron, and boron - octene-l
slurries has been made.

Adlabatic constant-pressure combustion temperature, air speciflc
impulse, and fuel specific impulse are given for each fuel. The specific-
impulse data for octene-1, taken as representative of aviatlon-gasoline
performence, are presented for comparison.

At an initial alr temperature of 560° R and a pressure of 2 atmos-
pheres, the adlabatic constent-pressure combustion temperatures for
diborane, pentasborane, and boron were 4840°, 4990°, and 5320° R, respec-
tively, for a fuel equivalence ratioc of 1.0.

Diborane, pentaborane, boron, and boron - octene-1 slurries permlt
the attainment of air specific-impulse values beyond the octene-1 limit.
At a fixed air specific impulse, the fuel-welght specific lmpulse of
diborane is better than that for pentaborane, and pentaborane is better
than boron. Boron gives a greater fuel-welght specific impulse than
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octene-1 at all zir specific~-impulse values less than 141
((Ib)(sec){lb air). For air specific-impulse values between 141 and
172.8 ((1b)(sec)/1b air), octene-l gives greater fuel-weight specific
impulse values than boron; for air specific-impulse values greater
than the 172.8 octene-1 Iimit, boron gives a fuel-welght speclfie
impulse superior to octene-l.

The fuel-volume specific-impulse valtes of boron and pentaborane
at a fixed value of alr specific impulse are better than the values
for the reference fuel, octene-l.

* L 2 %

Preliminery BEvaluation of the Alr and Fuel Specific-Impulse
Characteristics of Several Potential Ram-Jet Fuels. IV - Hydrogen,
a-methylnaphthalene, and Carbon. By Benson E. Gammon. NACA RM ES1IFOS,
1951. 8 pp.; 6 figs.; Conf.

An anelyticel evaluation of the air and fuel specific-impulse
characteristies of hydrogen, o-methylnaphthalene, and graphite carbon
has been made.

Adiabatic counstent-pressure combustion temperature, alr specific
impulse, and fuel specific impulse are given for each fuel. The speci-
Pic impulse date for octene-l, taken as representative of aviation
gasoline performance, are presented for comperison.

At sn initial air temperature of 560° R and a pressure of 2 atmos-
pheres, the adiabatic constant-pressure combustion temperatures for
hydrogen, o-methylnaphthalene, and graphite carbon were 42560, 4188°,
and 4173 R, respectively, for s fuel eguivalence ratio of 1.0.°

At a given air specific impiise, the decreasing order of fuel-
weight specific impulse 1s hydrogen, octene-l, c-methylnaphthalene,
and graphite carbon.

At a given air specific impulse, the decreasing order of fuel-
volume specific impulse is graphite carbon, a-methylnaphthalene,
octene-l, and hydrogen.

%* * ¥
Effect of Fuel Density and Heating Value on Ram-Jet Airplene

Range. By Hugh M. Henneberry. NACA RM ES51121, 1952. 36 pp.; 3 tebles;
7 figs.; Conf.

An analytical investigation of the effects of fuel density and
heating value on the cruising range of a ram-Jjet airplane was made.

S
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In order to isolate fuel property effects as much as possible, the
optimum compromise between welght and efficiency was approximated for
the wing, engine, and fuselage. Fuel-property effects are presented
for the optimum designs thus obteined. In addition, the effects of
several design variaebles on ram-Jet airplane cruilsing range are pre-
sented for an altltude of 70,000 feet and a Mach number of 3.5. The
enalysis included initlal cruise altitudes from 35,332 to 100,000 feet,
Mach numbers from 1.5 to 4.0, and fuel densities from 4 to 200 pounds
per cubic foot. Results are based on an airplane initial gross welght
of 150,000 pounds end a pay-load and controls weight of 10,000 pounds.

2956

The results indicate that with present-day knowledge of chemical
fuels, nelther very high nor very low fuel densitles have an advantage
for long-range flight. Alrcraft renge wss most sensitive to changes in
fuel density at low altltudes eand high Mach numbers and the best initlal
cruise conditions for maximum range were between altitudes of 50,000 and
70,000 feet and Mach numbers of 3.0 and 4.0. In agsessing the relative
range potentialities of possible ram-jet fuels, 1t was concluded that
in spite of 1ts high denslty, sluminum does not yileld so long a range
a8 & hydrocarbon fuel. The most promising fuels investlgated for long
range were the borohydrldes and metallic boron. The range potentiali- .
ties of the borohydrides and metallilc boron were very similar; any
cholce between them must be based on practical considerations such as
cost and ease of application. Aluminum-hydrocarbon slurriles were
inferior to pure hydrocarbon fuels on & range basis and boron-hydrocarbon
slurries were superior to pure hydrocarbons, epproaching the practical
range potential of pure metallic boron (evaluated at 50 percent of solid-
metal density). It was concluded that the practical difficulties asso-
ciated with the use of liquid hydrogen cannot be justified on a range
basis, but if tacticel considerations predicate flight at extremely high
altitudes, liquld hydrogen must be consldered as & possible fuel. The
analysis predicted a maximum relative range at an initial altitude of
70,000 feet and a Mach number of 3.6 when diborane fuel was used. At
this flight condition, diborane exhibited a range advantage of B5S per-
cent over the hydrocarbon fuel and an advantage of 5 percent over
pentaborane.

® x %x

Crose Reference

A Preliminary Experimental and Anelytical Evaluation of Diborane as &
Ram-Jet Fuel. By Benson E. Gammon, Russel S. Genco, and Melvin
Gerstein. NACA RM E50J04, 1950. (See ITI-B-2.)
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B. Experimental Performance
1. Hydrocarbon Fuels
a. Fuel e
Combustion Efficiency of Homogeneous Fuel-Air Mixtures in a 5-Inch

Ram-Jet-Type Combustor. By Thaine W. Reynolds end Robert D. Ingebo.
NACA RM E52123, 1952. 11 pp.; 9 tables; 13 figs.; Conf.

Combustion-efficiency date have been obtained for a 5-inch-dlameter
combustor employing a straight V-gutter fleme holder and a2 simple cone
flame holder. The data obtained cover a range of inlet static pressures,
temperatures, and veloclties for four fuels.

The data have been shown to correlate with the inlet flow variables
of static pressure P, temperature T, and velocity V by the empiriecal

parameter PO‘:,’T/VO'8 and algo with fuel varietions by means of a funda-
mental flame-gpeed relation.

Tt has also been shown that the data are in agreement wilth & mech-
anism based on the concept that the rate of flame propagation through
the unburned mixture is a function of the fundamentel flame speed.

* * %*

Comparison of Two Fuelg in Bumblebee 18-Inch Rem Jet Incorporating
Reke-Type Flame Holder. By Fred A. Wiicox and Epbralm M. Howard. NACA
RM E8F11, 1948. 11 pp.; 1 table; 17 figs.; Conf.

An investigation to determine the performance of a Bumblebee
18-inch rem Jet incorporating & rake-type flame holder was conducted
using kerosene and propylene oxlde as fuels. Experiments were performed
in the Cleveland altitude wind tunnel st epproximste pressure altitudes
from 20,000 to 35,000 feet and at ram-pressure ratios equlvalent to
supersonic free-stream Mach numbers over the opersble range of fuel-sir
ratios.

Use of propylene oxide improved the stability of combustilon,
increased the opersble range of fuel-alr ratios, end allowed ignition
at higher values of combustion-chember-iniet velocities. A%t a fuel-
air ratio of about 0.070, the combustion efficiency was raised from a
value of approximately 57 percent to a wvalue of approximately 85 per-
cent when the fuel was changed from kerosene to propylene oxide. The
higher fuel-air retios and combustion efficlencies attalnable with

N
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rropylene oxlde, compered with those attainsble with kerosene, resulted
in generally higher values of gae total-temperature ratlio, net thrust,
end net-thrust coefficient with no appreciable change in specific fuel
consumption.

. % %

Cross References

Free-Jdet Performance of 16-Inch Ram-Jet Engine with Several Fuels. By
Fred A. Wilcox. NACA RM ES0IO6, 1950. (See III-B-l-b.)

Altitude-Test-Chamber Investigation of Performance of a 28-Tnch Ram-Jet
Engine. IV - Effect of Inlet-Air Temperature, Combustion-Chamber-
Inlet Mach Number, and Fuel Volatility on Combustion Performsnce. By
Robert W. Kahn, Shigec Nekaniski, and James I.. Harp, Jr. NACA
RM E51D11, 1951. (See III-B-1-d.)

b. Blended Fuels

Combustion-Chamber Performance with Four Fuels in Bumblebee 18-Inch

Rem Jet Incorporating Various Rake- or Gutter-Type Flame Holders. By
Ephraim M. Howard, Fred A. Wilcox, and David T. Dupree. NACA RM E8IOla,
1948. 14 pp.; 1 table; 17 figs.; Conf.

The effects of using verious fuels and several rake- or gutter-type
flame~holder configurations in a Bumblebee 18-inch ram jet are presented
and discussed. Studies were made in the Lewis altitude wind tunnel at
pressure altitudes from 10,000 to 35,000 feet and at ram-pressure ratios
equivalent to free-stream Mach numbers from 0.49 to 1.46.

Best performance was obtained with a rake-type flame holder, which
hasg alternate rskes connected to the pillot combustion-chamber outlet

by gutters. The three rakes that were comnected by gutters to the pilot-

combustion-chamber outlet appear to have been more effective as flame
holders than the other three rakes.

Use of propylene oxide or a blend of 25-percent propylene oxide
and 75~-percent kerosene rather than kerosene as fuel resulted in
increased combustlon efficlency and better stabllity of combustion.
When propylene oxide was used, ignitlon at higher velues of combustion-
chanber-inlet velocity and a wider range of opersble fuel-air ratio
were obtained than with kerosene. At a fuel-air ratio of sbout 0.070,

the combustion efficiency was raised from an approximate value of 59 per-

cent to 85 percent when the fuel was changed from kerosene to propylene
oxide in the configuration, which included the rake-type flame holder
described above,

i
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The combustion efficlency increased as the combustion-chsmber-inlet
static temperature was raised from a value of 35° to 130° F.

* * *

Free-Jet Performance of 186-Inch Ram-Jet Engine with Several TFuels.
By Fred A. Wilcox. NACA RM E50I08, 1950. 9 pp.; 10 figs.; Conf.

Several fuels were used in a 16-inch ram-jet engine during a free-
Jet investigation of ram-jet performence in the NACA Lewis sltitude
wind tunnel. The fuels used were: gassoline (AN-F-48b}, kerosene
(AN-F-32), blend (by volume) of 50-percent gasoline snd 50-percent pro-
pylene oxide, blend (by volumej of 75-percent kerosene and 25-percent
propylene oxide, and isopentane.

Data are presented showing ranges of operation, combustion effi-
clencies, and weight and volume specific fuel consumptions obtained with
the various fuels. Maximum ranges of operation were obtained with the
blends of propylene oxide. Under the more difficult operating condi-
tions (low inlet temperatures), fuels having the lowest 50-percent boil-
ing polnts gave the highest combustion efficiencles. Gasoline gave
minimum values of weight specific fuel consumption, whereas kerosene
gave minimm values of volume specific fuel consumption.

* % *

c. Injection and Distribution

Investigation of Effects of Several Fuel-Injection Locations on
Operational Performence of a 20-Inch Ram Jet. By W. H. Sterbentsz,
E., Perchonok, end ¥. A. Wilcox. NACA RM E71.02, 1948. 15 pp.; 16 figs.;
Conf.

The results of an Investigation conducted in the NACA Cleveland
altitude wind tunnel to - determine the effects of several methods of fuel
injection on the operational performence of a 20-inch ram jet are pre-
sented and discussed. Studies were made to pressure altitudes of
35,000 feet and ram-pressure retios equivalent to supersonic Mach num-
bers. Four -fuel-injection arrangements using the same flame holder
were investigated: (1) a fixed amount of fuel injected within the flame
holder in a downstream direction and a varieble amount of fuel injected
near the ram-Jjet diffuser inlet in an upstream direction; (2) a fixed
amount of fuel injected within the flame holder in a downstream direc-
tion and a varisble amount of fuel inJected near the flame holder in
an upstream direction; (3) all the fuel injected near the ram-jet
diffuser inlet in an upstream direction; and (4) all the fuel injected
within the flame holder in a downstream direction. The fuel Injected
upstream of the flame holder was preheated.

T,
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The blow-out limits and the combustion stabllity of each fuel-
injection arrangement were determined. In addition, the effects of
fuel-air ratio, combustlion-chamber-inlet wvelocity, combustion-chamber-
inlet static pressure, and amblent-air pressure on combustion efficiency
are presented and enalyzed. Engine performance results obtained for the
20-inch ram Jet with a 17-inch-diameter exhaust nozzle and one of the
Juel-injectlion arrangements investlgated are alsc presented.

Changes 1n the locatlon of the point of fuel injection wlth respect
to the flame holder proved to be very important to the performance of
the combustion chamber. Pronounced variation in combustion efficiency
with changes in elther combustion-chamber-inlet velocity or over-all
fuel-alr ratlo was noted. The range of fuel-alr ratios over which com-
bugstion could be malntalned was decreased when the engine was operated
close to the conditions of ram for which choklng occurs at the exhaust
nozzle., The full fuel-alr ratio range of operation, however, was recov-
ered after the engline was choked.

»* L4 *

Bffect of Variation in Fuel Pressure on Combustion Performsnce of
Rectangulsr Ram Jet. By Wesley E. Messing and Dugald O. Black. NACA
RM E8I28, 1948. 8 pp.; 1 table; 6 figs.; Conf.

The results of an investigetion corducted on a rectangular ram
Jet to determine the effect of variation in fuel pressure on the start-
ing characteristics, minimum blow-out limits, combustion efficiencies,
gas total-temperature ratio, and net-thrust coefficient are presented
end discussed. The ram Jet was operated over a range of pressure alti-
tudes from 1500 to 26,300 feet, indicated alr speeds from 100 to 200 milles
per hour, and fuel-air ratios from 0.017 to 0.120. Three different sets
of fuel nozzles were used (21.5, 30.0, and 40.0 gal/hr at a pressure
differential of 100 lb/sq in.) in order to obtain a range of fuel pres-
gures for a given fuel flow.

Incressing the degree of fuel atomlzation and distribution by
utillzation of small-orifice fuel nozzles that operated at high fuel
pressures resulted in higher values of combustion efficiency, ges
total-temperature ratio, and net-thrust coefficient at a given fuel-air
ratio. A meximum fuel pressure was encountered at a given engine air
flow for the highest value of combustion efficiency, whereas a further
increage in fuel pressure was detrimental because the fuel particles
had sufficient momentum to strike end flow along the combustion-chamber
wall instead of unliformly mixing with the engine-air flow. When the
fuel pressure was Ilncreased, the meximum combustion efficilency cccurred
at lower values of fuel-air ratioc. For the same flight condition, the
ram jet could be started at lower values of fuel-air ratic when the
small-orifice nozzles operating at high fuel pressures were used.

* * *

m Y
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Effect of Fuel-Alr Distribution on Performence of a 16-Inch Ram-

Jet Engine. By A. J. Cervenks and E. E. Dangle. WNACA RM E52D08, 1952,

10 pp.; 1 table; 9 figs.; Conf.

The effect of combustion on diffusion in the fuel preparation zone
of a 16-inch ram-jet engine was determined. The eddy diffuslon coef-
ficients were found to vary from 0.6 sguare foot per second for no burn-
ing in the engine to 1.6 square feet per second with burning.

This. information was epplied in the design of a combustor to operate
at lean fuel-air ratios. Operation to a lean fuel-air ratio limit of
0.007 was accomplished with the use of a cylindrical sleeve which
limited fuel-sir mixing upstream of the flame holder.

* ok k¥
d. Volatility

Altitude-Test-Chamber Investigation of Performence of a 28-Inch
Ram-Jet Engine. IV - Effect of Inlet-Air Temperature, Combustion-Chember-

Inlet Mach Number, and Fuel Volatility on Combustion Performance. By
Robert W. Kehn, Shigeo Nakeniski, and James L. Harp, Jr. NACA RM E51D1?t,
1951i. 12 pp.; 13 figs.; Unc.

As part of a direct-connect altitude-test-chamber investigation
of the combustion performance of a 28-inch-diameter ram-jet engine con-
ducted at the NACA Tewls laboratory, the effects of the followlng var-
iables on combustion performance were determined:

1. Tnlet-air temperature (150° to 350° F )

2. Combustion-chamber-inlet Mach number and pressure (values as80~
ciated with 55- and 65-percent exhaust nozzles)

3. Fuel density and volatility (commercial grade normal heptane
and high-speed Diesel fuel)

In general, increasing inlet-air temperabture extended the opersble
range of fuel-alr ratios and permitted operation at lower combustion-
chamber pressures. Increasling the inlet-alr temperature also increased
the combustion efficlency at conditions of high fuel-elr ratic and high
combustion-chamber-outlet pressure. Railsing the combustion-chamber-
inlet Mach number and simultaneously lowering the combustlon-chamber
pressure by increassing the size of the exhaust-nozzle erea resulted in
increasing the minimum operational combustion-chamber-~-outlet pressure,
lowering the combustion efficiency, and reducing the lean 1limit of
combustion. The use of high-speed Diesel fuel decreased the combustion
efficiency 20 to 30 percent below that obtained with heptane within a
comparable range of fuel-alr ratios.

* * *
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Cross References

Comparison of Two Fuels in Bumblebee 18-Inch Ram Jet Incorporating Reke-
Type Flame Holder. By Fred A. Wilcox and Ephreim M. Howard. NACA
RM ESF1l, 1948. (See III-B-l-a.)

Free-Jet Performance of 16-Inch Ram-Jet Engine with Several Fuels. By
Fred A. Wilcox. NACA RM E50I06, 1950. (See III-B-1-b.)

2. High-Energy Fuels

a. Metal Hydride Fuel

A Preliminary Experimental and Analytical Eveluation of Diborane
as & Ram-Jet Fuel. By Benson E. Gammon, Russell S. Genco, and Melvin
Gerstein. NACA RM E50J04, 1950. 17 pp.; 1 table; 16 figs.; Conf.

A preliminery analytical and experimental evaluatlon of diborane
as a ram-Jet fuel has been made because there is & need for a ram-jet
fuel that will permit a realization of flight range, thrust, and com-
bustion stabllity beyond those attalnable with petroleum fuels. Diborane,
though at present expensive and not readily available, is a fuel that
appears to offer some of these needed characteristics.

Alr specific thrusts of 80 percent of the ideal values were
attalned for dlborane. The experimental alr specific thrusts for
diborane were approximately equal to the ideal values for octene-l for
corresponding values of the stoichiometric fractlon of fuel. With
diborane, smooth stable operation of the combustion unit was malntained
over a range of fuel-air ratios from 0.0015 to 0.10 and at combustor-
inlet-ailr velocities up to 500 feet per second in the sbsence of a
fleme holder. Stable combustlion of hydrocarbon fuels was not attained
in a combustor employing the identical configuration as that used for
diborane. This stebllity and range of operation is apparently related
to the wlde inflemmebllity limlts and to the extremely high spatial
flame speeds of dlborane-air mixtures. Spatial flame speeds for
diborane-alr mixtures as high as 169.5 feet per second were observed
under conditlons where normsl hexane gave & spatlal flame speed of
3.22 feet per second or less.

Flight range calculations for an altitude of 20,000 feet, flight
Mach number of 1.665, and ambient temperature of 362° R indicate that
ligquid diborane i1s capable of maximum ranges as much as 30 to 50 percent
greater than that obtained with aviation gasoline, depending upon the
welght of equipment necessary to malntain the diborane as a lliquid
during flight. If diborane is carried as a gas, it ls Inferior to
aviation gasocline from the viewpoint of the available range.

L _EN
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Results of theoretical calculations for maximum adiabatic combustor
fleme temperature, combustor-gas composition, exit-gas composition, and
net internal air specific thrust are also presented.

* g E 3
Cross Reference

Status of Combustion Research on High-Energy Fuels for Ram Jets. By
Walter T. Olson and Louls C. Gibbons., NACA RM E51D23, 1951.
(See ITII-B-2-c.)

b. Metal-Slurry Fuel

Combustion Performance Evaluation of Magnesium-Hydrocarbon Slurry
Blends in a Simulated Tail-Pipe Burner. By Leonard K. Tower and
J. Robert Branstetter. NACA RM E51C26, 1951. 21 pp.; 3 tables;
17 figs.; Conf.

An experimental investigation was conducted to determine the com-
bustion properties of several magneslum-hydrocarbon slurry blends and
to indicate the feasibility of the application of slurry-type fuels to
high-speed aircraft. The magnesium fuel blends were evaluated in a
6-inch dlameter simulated tall-pipe burner.

High-concentration megnesium slurries showed large improvements
in combustion stability and tail-pipe~-burner net thrust. The 30- and
60-percent magnesiuvm slurries burned stably between O and 1.4 equiva-
lence ratio, limited by pump capacity rather than combustion. Cempared
with the clear reference hydrocarbon, MIL-F-5624, 30- and 60-percent
magnesium slurries produced 15- and 5l-percent increase in net tail-
pipe burner thrust, corresponding to 5- and l4-percent increase in air
specific impulse, respectively. The B0-percent magnesium slurry exhi-
bited an impulse efficiency of 94 percent, the highest of the fuels
gtudied.

At thrusts high enocugh to exceed the alr specific impulse attsin-
able with the reference fuel (160 seconds), the 60-percent megnesium-
hydrocarbon slurry exhibited a lower fuel consumptlon then the 30-percent
magnesium slurry. The minimum fuel congumption was attained with
MIT,-F-5624 fuel at air specific impulse values below 158 seconds.

Highest heat-~transfer rates through the wall of the combustor were
experienced with the cleasr reference hydrocarbons; the heat transfer
was reduced with increased magnesium concentration in the hydrocarbon
fuel, although the epparent combustor-gas temperabtures increased with
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increased magnesium concentration. This reduction in heat transfer was
attributed to formation of a megnesium oxide film on the inner wall of
the combustor.

Initial results indicate that falrly stable, nonclogging magnesium
slurrles can be made and injected in a conventional combustor with only
minor alterations to pumps, meters, controls, and sprays. The oxide
deposition problem in the combustor dld not appear serious for the tem~
perature and thrust range covered in this investigetlon.

* * L

An Experimental Investigation of the Combustion Properties of a
Hydrocarbon Fuel and Several Msgnesium and Boron Slurries. By Albert M.
ILord. NACA RM E52BOl, 1952. 13 pp.; 9 figs.; Conf.

An investligatlion was conducted to explore the characteristics of
metal-hydrocarbon combustion, to determine the effect of fuel-air ratio
on the combustion efficiency, and to determine how the metal and hydro-
carbon separately contribute to the over-all combustion of several slur-
ries. MIL-F-5624 grade JP-3 fuel and slurries of magnesium and boron
in JP-3 fuel were investigated.

The combustion efficlency (ratio of energy released to energy
avallable by complete combustion) of magnesium powders in slurries was
unaffected by oxygen depletlon as a fuel-air ratio was increased above
stoichiometric to en equivalence ratic of 1.6, whereas the combustion
efficiency of the hydrocarbon declined rapidly. This indicated that
the magnesium burns flrst and the hydrocarbon reaction yields increasing
amounts of incomplete combustion products. This effect dld not appear
in the boron slurries where the oxygen defleciency in the rich region was
reflected In incomplete combustion of both the boron and the hydrocarbon.

The relative changes in the combustion efficiencies of the metal
and the hydrocarbon with equivalence ratlo in effect changed the ratio
of metal to slurry that was utilized in the combustion (effective metal
fraction). For the range of the experimental date the effective metal
fraction was higher at rich mixtures than at lean mixtures; the effec-
tive hesting value per pound of air was correspondingly higher in the
rich region.

The heat released by combustion per pound of air of all the fuels
was increased over the values at equivalence ratio of 1.0 by ilncreas-
ing the fuel-elir ratlo above stoichlometric.

* * *
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Effect of Water Vapor on Combustion of Magnesium-Hydrocarbon Slurry
Fuels in Small-Scale Afterburner. By Leonard K. Tower. NACA RM E52H25,
ie52. 22 pp.; 3 tables; 15 figs.; Conf.

Both JP-3 fuel and a slurry of 60 percent powdered megnesium in
JP-3 fuel were evaluated in s small-scale afterburner in the presence of
large quantities of water vepor. From data obtained with the smell-scale
afterburner, the static sea-level performance was computed for turbojet
engines augmented by combined water lnjection and megresiuvm-siurry
afterburning.

Combustlon of 60-percent-magnesium slurry in the small-scele after-
burner was stable to the highest water-alr ratio investigated, 0.18. The
JP-3 fuel would not burn beyond a water-alr ratio of 0.08.

The following table reveals that totel temperasture, combustion effl-
clency, and air specific impulse were improved when the magnesium slurry
rather than JP-3 fuel 2lone was used in the small-scale afterburner both
with and without water vepor:

Fuel Water- | Afterburner | Afterburner |Air
air total tem- combustion specific
ratio peraturel, efficiencyl impulsel,
OR sec
JP-3 0] 3650 0.78 157
.07 2800 .56 150
Slurry| O 4760 0.87 177
.12 3720 .87 182

lAfterburner equivalence ratio of 1.0.

These.im@rovements were at the expense of increased liquld consumption.

By means of these total-temperature date, turbojet static sea-level
performance with combined water injection and afterburning wes computed
for two engines. One of the engines was assumed to make ideal use of
injected water. In the other engine, the effectiveness of water was
agsumed to be that experienced in previous experiments. Results for an
afterburner equivalence ratio of 1.0 were as follows:
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Type of After- | No water injection Water injection
water in-| burner [augmented | Augmented | Maximum Augmented .
Jectlon | fuel | ippugt liquid augmented | 1iquid
ratio ratio thrust ratio
ratio
Ideal JP-3 1.47 4.0 1.81 6.8
Slurry 1.75 6.9 2.15 9.8
- 0
Experi- | JP-3 1.43 4.0 1.58 7.0 g
mental Slurry 1.67 6.9 2.00 13.6

From these results 1t may be predicted that afterburning with
60~-percent-magnesium slurry in place of JP-3 fuel may shorten the take-
off distance of some aircraft 17 to 24 percent.

* * *

Effect of Particle Size and Stabilizing Additives on the Combustion
Properties of Magnesium Slurry. By Albert M. Lord and Vernidas E. Evans. ,
NACA RM ES52K12, 1953. 12 pp.; 11 figs.; Conf. '

An experimental investigation was conducted with a l%-inch-diameter

burner to determine the effects of particle size and of stabllizing
edditives on the combustion performance of magnesium-hydrocarbon slurry
fuels. The fuels tested were MIL-F-5624A grades JP-3 and JP-4 and slur-
ries of magnesium in JP-3 fuel.

A glurry composed of 4%—micron magnesium paertlcles had a leaner

mixture limit at which a flame could be malntained and a masimum blow-
out velocity much higher than a slurry composed of 20-micron partlcles.

The combustlon efficiency of the metal in the 4%_micron slurry was
consistently higher than in the 20-micron slurry in spite of 1ts being
burned at a much higher burner-inlet velocity.

The slurries stebillzed with petrolatum had combustlon efficlenciles
and blow-out velocitles comparable to those of the gel-stabilized
slurries.
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Cross Reference

Status of Combustion Research on High-Energy Fuels for Ram Jets. By

Walter T. Olson and Louis C. Gibbons. NACA RM ES51D23, 1951.
(8ee ITTI-B-2-c.)

c. Solid Fuel

Status of Combustion Research on High-Energy Fuels for Ram Jets.
By Walter T. Olson and Louis C. Gibbons. WNACA RM E51D23, 1951. 39 pp.;
5 tables; 27 figs.; Conf.

To assist the research planning of government and industry, a
review of the present status of research and development of high-energy
fuels for ream-Jjet propulsilon has been made. An exsmination of published
information indicates that eleven organizations in this country have
conducted or are conducting experimental investigatlons on the use of
high-energy fuels in ram jets; eight of these orgenizations are currently
active in the field. The materisls included in these experiments are
aluminum, boron, boron hydrides, carbon, cosl and coal-light metal com-
positions, liquid hydrogen, and magnesium.

On the basis of heating value, fuel Jdensity, air specific impulse,
and fuel-welght specific impulse, certain substances offer certain per-
formance advantages over conventional hydrocarbon fuels of the gasoline
or kerosene type. These performance advantages accruing to & fuel are
very much a function of the epplication intended and perfect generali-
zatlons can hardly be made. If beryllium, its compounds, and the undis-
covered possibilities among compounds of light metals and hydrogen are
not considered because of economic reasons, then, from thermodynamic
considerations, the boron hydrides, hydrogen, boron carbide, and boron
offer improved range or pey load for long-range, ram-jet powered vehi-
cles. Msgnesium, sluminum, and boron, in that order, offer higher
thrusts from eny tell-pipe burner or ram-jet engine of flxed air-hendling
capacity, or, conversely, permit the smallest ram-Jjet engines for a given
thrust minus drag. Because these three fuels also have high bulk densi-
ties, they offer lmproved range or pay load for short-range ram-jet vehi-
cles. Highest values of fuel-volume specific impulse belong toc boron
or boron carbide, carbon, and aluminum in that order. Where solid fuels
are to be burned for rather short quration, the simplicity of combustion
of solid blocks or fuel beds sppears very attractive. Iack of certaln
thermodynamic date has made complete evaluation of all fuels difficult
or impossible.

Although active work on high-energy fuels in the United States
dates from late 1945, experimental work may still be considered in the

e .
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early research stages. The combustion research has been in burners no

larger than 6 inches in dlameter. Pressed briquettes of carbon, coal,

coal and light metals, aluminum, boron, and megnesium formulated with *
binders and oxidants have been investigated as so0llid fuel beds instelled

in ram-jet combustors. Most of the experience with thege beds has been

wlth coal and with megnesium. Although some of the combustion tests of

these fuel blocks have looked very promising, burning rates and the

structural integrity of the fuel block have so far been inadequate for
completing flight tests of research vehicles with these fuels.

2956

Only limited exploratory tests have been achieved with methods of
feeding solld fuels to ram-Jet-type combustors. Aluminum has been fed
and burned as wire and powder, coal as powder and pellets, and magne-
sium as an oxidant-containing flare. All of these methods appear to
require new concepts and inventlion for adequate storage and handling
on an alrcraft. Solid products of combustion have caused some 4iffi-
culty in aluminum combustion.

Slurries or suspensions of alumimm, boron, and magnesium and
some mixtures of these metals have been prepared in hydrocarbon fuel
and burned in exploratory tests in smell rem-jet-type combustors. Of -
these, magnesium slurries in concentrations up to 60 percent by weight )
have received the most extensive evaluation. Excellent combustion
characteristics were reported. More stable slurries of high metal con- -
centration, and lmproved reliability in the fuel-feed equipment are
emong the research needs of this very promising technology.

Boron hydrides have received the very briefest of experimental
combustion research. Diborane has been shown to burn easily and rapidly,
but with the production of deposiis. Pentaborane has not been suffl-
ciently avaeilable. These promising fuels, although made of readily
avallable elements, are fabulously expensive because of the elsborate
chemistry required for their production.

In conclusion, there are fuels other than hydrocarbons that offer
performance improvements for rem Jets that can be obteined in no other
wey. Some of these fuels, although more expensive than hydrocarbons,
are economically availaeble. Much cheaper boron and boron-derived fuel
18 needed, however. Research directed at effective utilization of
high-energy fuels is still in a sufficlently early stage that effort
should not only continue along most of the present lines of attack, but
also along such new lines of attack as appear promising.
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Eveluation of End- and Radial-Burning Solld Fuels in Ram Jets
Mounted in a Free Jet at Mach Numbers of 2.0, 2.2, and 2.3. By Walter A.
Bartlett, Jr. NACA RM 152719, 1952. 16 pp.; 13 figs.; Conf.

Two types of solid fuels were evaluated in a 6%-inch-diameter rem-

Jjet engine mounted in & free supersonic Jet at Mach numbers of 2.0, 2.2,
and 2.3. The fuel charges tested were an end-burning fuel, consisting

of a solid cylinder 4% inches in diesmeter, and a radial-burning fuel in
the form of a hollow cylinder, with an inside diemeter of é% inches and

outside diameter of 6% inches.

Both types of fuel charges gave essentially equal performsnce. The
meximum values of air specific impulse obtainable at a fuel-air ratio
of 0.15 are 140 seconds for the end-burning fuel charge (with sultable
flame holder) and 145 seconds for the radial-burning fuel.

The peak values of impulse efficiency and combustion efficiency
obtained were 83 and 61 percent, respectively, at a fuel-air ratio of
0.08 for both the radial-burning charges and the end-burning fuel with
fleme holders.

The need for flame-holder installation in the combustor with the
end-burning fuel charges was esteblished. TIncreases in glr specific
Impulse of 30 seconds and in combustlon efficiency of 30 percent were
obtained with the fleme holder installed over those obtained with the
fuel charge eslone.

The problem of combustlon chamber burn-through was encountered even
though the combustor shells were constructed of 0.083-inch Inconel. How-
ever, this was not experienced when the air specific impulse was less
than 130 seconds.

* * *

Flight Test of a Radial-Burning Solid-Fuel Rem Jet. By Walter A.
Bartlett, Jr. end H. Rudolph Dettwyler. NACA RM L52K03, 1952. 8 pp.;
12 figs.; Conf.

A flight investigation of a rocket-launched ram-jet engine incor-
porating a radial-burning solid fuel was made. During the flight the
model accelerated from a Mach number of 1.95 and an altitude of
4,200 feet to & Mach number of 2.73 and an altltude of 14,600 feet in
5.5 seconds. In the boost period the fuel successfully withstood an
acceleration of 25g. A maximum acceleration of 8.6g was obtained with
the value of air specific impulse equal to 148 seconds. The maximum
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values of net and gross thrust coefficlents were 0.49 and 0.6l. An over-
all fuel specific lmpulse of 412 seconds was calculeted from the data.
Combustion-chamber failure was experienced 9.3 seconds after take-off
and prevented the rem jet from reaching a higher Mach number.

* * w*

Combustion Properties of Aluminum as Ram-Jet Fuel. By J. Robert
Branstetter, Albert M. Lord, and Melvlin Gerstein. NACA RM E51B02, 1951.
14 pp.; ¢ figs.; Conf.

An experimental investigation was conducted to determine the com-
bustion propertiles of aluminum as a fuel for use in high-speed alrcraft.
The aluminum fuel was injected both in powder and wire form into
2-inch-diameter ram-Jjet-type combustors.

Steady combustion was obtalned with the aluminum injected in powder
form although the thrust was less than that obtalned by burning propane
at equivalent conditions. The decreased thrust was partly attributed to
reduction of nozzle area and to friction losses resulting from aluminum-
oxide deposits.

The aluminum wire could be atomized and burned stably wlth a com-
bustion efficiency of sbout 75 percent at a combustion-chamber-inlet
velocity of 115 feet per second. The investigation covered a range of
fuel-air ratios from 31 to 92 percent of stoichiometric.

* »* L ]
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IV. ROCKET ENGINE FUEL
A, Theoretical Performance
Theoretical Performance of Some Rocket Propellants Containing

Hydrogen, Nitrogen, and Oxygen. By Riley O. Miller and Peul M. Ordin.
NACA RM EBA30, 1948. 15 pp.; S tables; 11 figs.; Conf.

Theoretlcal performance data based on frozen equillbrium and isen-
tropic expansion are presented for ranges of mixbtures for a number of
propellant combinations at a reaction pressure of 300 pounds per square
inch absoclute and an expension ratio of 20.4. The fuels consldered are
liguid hydrogen, hydrezine, liquld emmonia, hydrazine hydrate, and
hydroxylamine; the oxidants are liquid ozone, liquid oxygen, and
100-percent hydrogen peroxlde. The theoretical data include nozzle-
exit temperature, specific impulse, volume specific impulse, and compo-
sition, temperature, and measn molecular weight of the reaction products.

The maximum specific impulse for most of the propellants occurred
in the fuel-rich region at a reaction-chamber temperature less than the
maximum. Meximm volume specific impulse did or did not occur at the
point of meximum specific impulse, depending on the relative density
of the fuel and oxidant. On the basis of maximm specific lmpulse
alone, the five fuels assumed the followlng order for any given oxidant:
liguid hydrogen, hydrazine, liquid ammonia, and either hydrazine hydrate
or hydroxylamine; end the three oxidants with a given fuel had the
following order: 1liquld ozone, liquild oxygen, snd 100-percent hydrogen
peroxide. On the basis of maximm volume specific impulse alone, the
order of the fuels with & given oxidant was hydrazine, hydroxylsmine,
hydrazine hydrate, liguid ammonia, and liquid hydrogen. With a given
fuel, except for aemmonia, the oxidant order was: liquid ozone,
100-percent hydrogen peroxide, and liquid oxygen; with ammonis the order,
however, was: 100-percent hydrogen peroxide, liquid ozone, and liquid
oxygen.

* * *

Theoretical Performence of Diborane as a Rocket Fue%;' By Vearl N.
Huff, Clyde S. Calvert, and Virginia C. Erdmenn. NACA RM EB8I17a, 1949.
10 pp.; 5 tables; 2 figs.; Unc.

Theoreticel performance data based on equilibrium isentropic expan-
slon and constant-composition (frozen) isentropic expansion from a
combustion-chamber pressure of 20.4 atmospheres (300 1b/sq in. absolute)
to an embient pressure of 1 atmosphere are presented for a range of mix-
tures for four rocket-propellent comblnatlons of diborane with liquid
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fluorine, liguid fluorine oxide, liquild oxygen, and 100-percent hydrogen
peroxide. The theoretical data include combustion-chamber and nozzle-
exlt temperatures, specific impulse, and volume specific impulse. Com-
position and mean molecular weight of the reaction products are given
for both the combustion chamber and the nozzle exit.

The maximum specific impulse for all the combinations occurred in
the fuel-rich region. On the basis of maximum specific impulse, the
four oxidants reacting with diborane agsumed the following order:
liquid fluorine, liquid fluorine oxide, liquid oxygen, and 100-percent
hydrogen peroxide. On the basis of calculated maximum volume specific
impulse, the order of the four oxidants reacting with diborane was:
liquid fluorlne oxide, liquid fluorine, 100-percent hydrogen peroxide,
and liquid oxygen.

*  x  »

Effect of Combugtion-Chamber Pressgure and Nozzle Expansion Ratio

on Theoretical Performance of Several Rocket Propellant Systems. By
Virginia E. Morrell. NACA RM E50C30, 1950. 8 pp.; 3 tables; 4 figs.;

Conf.

A brief series of calculstions was made for several rocket propel-
lant systems to determine the separate effects of incressing the
combustion-chamber pressure and the nozzle expansion ratio on the
gpecific impulse. The propellant combinations were hydrogen-fluorine,
hydrogen-~oxygen, ammonia-fluorine, AN-F-58 fuel - white fuming nitrile
acld (95 percent). The results Indicate that an increase in specific
impulse obtalnable with an increase in combustion-chamber pressure 1ls
almost entirely caused by the increased expansion ratio through the
nozzle.

* %* *

Theoretical Performence of Llthium and Fluorine as a Rocket
Propellant. By Senford Gordon end Vearl N. Huff. NACA RM ES1COl, 1851.
10 pp.; 3 tables; 6 figs.; Conf.

Theoretical values of performance parameters for liquid lithium
and ligquid fluorine as a rocket propellant were calculated with the
assumptions both of equilibrium composition and of frozen composition
during the expsnsion process for a wide renge of fuel-oxidant ratios,
combustion pressures, and expansion ratios. The parameters included
were specific impulse, combustion-chanber temperature, nozzle-exlt
temperature, composition, mean molecular weight, characteristic velocity,
coefficlent of thrust, and ratio of nozzle-exit ares to throat area.
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For a chamber pressure of 300 pounds per square inch gbsolute and
an exit pressure of 1 atmosphere, the maximum eguilibrium specific
impulse value calculated was 335.5 pound-seconds per pound at & welght
percent of fuel in mixture of 31.35.

The effect of ionizatlon on the calculated performance was shown
to be negligible by & comparison of values of various parameters cal-
culated both with and without ionized substences as products of
combustion.

k  k x

Theoretlcal Performence of Liquid Ammonia, Hydrazine, and Mixture
of Liquid Ammonia and Hydrazine as Fuels with Liquid Oxyger Bifluoride
as Oxidant for Rocket Engines. I - Mixture of Tiquld Ammonie and

Hydrazine. By Vearl N. Huff snd Sanford Gordon. WNACA RM E51T11, 1952.
9 pp.; S5 tables; 6 fige.; Rest.

Theoretical velues of performance parameters for a mixture of

36.3 percent liquid ammonise end 63.7 percent hydrazine by weight with
liquid oxygen bifluoride were calculated on the assumption of equilibrium
composition during the expansion process for a wide range of fuel-oxidani
and expaunsion retiocs. The parameters included were specific impulse,
combustion-chamber temperasture, nozzle-exit temperature, equilibrium
composition, mean molecular weight, characteristic velocity, coefflcient
of thrust, and ratio of nozzle-exit area to throat area.

The meximum value of gpecific impulse was 295.8 pound-seconds per
pound for a chamber pressure of 300 pounds per square inch absolute
(20.41 atm) and an exit pressure of 1 atmosphere. Additional calcula-
tions were made to determine the effects on performance of a small
amount of water in the hydrazine.

* * *

Theoretical Performance of Iigquid Ammonls, Hydrazine, and Mixture
of Liquld Ammonie and Hydrazine as Fuels wilth Liguld Oxygen Bifluoride
ag Oxidant for Rocket Engines. II - Hydrazine. By Vearl N. Huff and
Sanford Gordon. NACA RM E52G09, 1952. 7 pp.; 4 tablesy; 6 figs; Rest.

Theoretical values of performance parameters for hydrazine with
liquid oxygen bifluoride were calculated on the assumption of equi-
librium composition during the expansion process for a wide range of
fuel-oxidant and expanslon ratios. Perameters included were specific
impulse, combustion-chamber temperature, nozzle-exit temperature,
equilibrium composition, mean molecular weight, characteristic velocity,
coefficient of thrust, and ratio of nozzle-exit area to throat area.
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The maximum value of specific impulse was 298.7 pound-seconds per
pound for a chamber pressure of 300 pounds per square inch absolute
(20.41 atm) and an exit pressure of 1 atmosphere. Additional calcula- .
tions mede to determine the effects of 5 percent of water in the hydra-
zine showed a decrease in performance of 2 to 5 specific-impulse units
over the range of fuel-oxldant and expansion ratios presented.

* * *

Theoretical Performance of Liquid Ammonia, Hydrazine, and Mixture
of Liquid Ammonia and Hydrazine as Fuels with Liguid Oxygen Bifluoride
ags Oxidant for Rocket Engines. III ~ Iiquid Ammonia. By Vearl N. Huff
and Sanford Gordon. NACA RM ES52H14, 1852. 6 pp.; 2 tables; 7 figs.;
Rest.
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Theoretlecal values of performence parameters for liquid ammonia
with liquid oxygen bifluoride were calculated on the assumption of
equilibrium composition during the expansion process for a wide range
of fuel-oxidant and expansion ratios. Perameters included were specific
impulse, combustion-chember temperaeture, nozzle-exit temperature, egui-
1ibrium composition, mean molecular weight, characteristic velocity,
coefficient of thrust, and ratio of nozzle-exit area to throat area.

The maximm value of specific jmpulse was 291.6 pound-seconds per
pound for & chamber pressure of 300 pounds per sauare inch absolute
(20.41 atm) and an exit pressure of 1 atmosphere.

L T |
B. Experimental Performance
Investigatlion of the Diborene - Hydrogen Peroxide Propellent

Combination. By Williem H. Rowe, Paul M. Ordin, and Jobhn M. Diehl.
NACA RM E7KO7, 1948. 7 pp.; 7 figs.; Conf.

Two runs were made with liquid diborane and hydrogen peroxide in
a small-scale experimental rocket engine. After the first run, which
wag very erratic, several modifications were made to the apparatus and
test procedure. TIn the second run combustion started immediately and
continued smoothly for the 12 seconds of operation. The diborane -
hydrogen peroxilde welght ratio investigated was 0.27 (stoichiometric,
0.136). The meximum experimentel specific impulse attained during the
run wag 211 pound-seconds per pound for a combustlon-chember pressure
of 237 pounds per square Iinch gage. This experimental specific lmpulee
was 81 percent of the theoretical specifilec impulse for the same mixture
ratio and combustion-chanmber pressure.

* *® *
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Preliminary Investigation of Hydrazine as a Rocket Fuel. By
Paul M. Ordin, Riley O. Miller, and John M. Diehl. NACA RM E7H21,
1948. 17 pp.; 7 figs.; Conf.

The properties of hydrazine, stability and corrosiveness with a
number of construction materials, sensitivity to detonation and tempera-
ture, and spontaneocus reaction with the oxldants, concentrated hydrogen
peroxide, sodium permangenate solution, fuming nitric acld, and tetra-
nitromethane, were experimentally investigated. TIn addition, the theo-
retical performance of hydrazine with liquid ozone, liquid oxygen,
100-percent hydrogen peroxide, and 100-percent nitric acid was calcu-
lated. A brief review of the menufacture, physical, chemical, and
physiological properties of hydrazine is given. The results of this
investigation 1ndicated that ten metals and three nommetallic materilals
were found to be sultable for use with hydrazine at aembient temperatures.
Hydrezine decomposed in e closed stainless-steel bomb at constant ele-
vated temperatures or upon gradusl heating to elevated temperatures,
did not propegate a detonation wave when contelined in a l/z-by—lz-inch
stainless-steel tube, and produced a violent spontaneous reaction with
concentrated hydrogen peroxide, sodium permangsnate solution, fuming
nitric acid, and tetranitromethane. Theoretical calculations of the
maximum specific impulse indicated values of 277.1, 265.7, 247.5, and
241.6 pound-seconds per pound with 1iquid ozone, liquid oxygen,
100-percent hydrogen peroxide, and 100-percent nitric acid, respec-
tively, at a reaction-chamber pressure of 300 pounds per square inch
and an expension ratio of 20.4.

% %* *

Experimental Investigation of Liguid Diborane - Liquid Oxygen
Propellent Jombination in 100-Pound-Thrust Rocket Fngine. By William H.
Rowe, Paul M. Ordin, and John M. Diehl., NACA RM ESC11, 1949. 12 pp.;
1 table; S figs.; Conf.

The specific impulse of liquid diborane and liquid oxygen over a
range of mixture ratios was determined in a 100-pound-thrust rocket
engine operating at a combustion-chember pressure of 300 pounds per
square inch absolute.

A faired curve through the experimental date had approximately the
same shape as the theoretlical curve with a maximm uncorrected experi-
mental specific impulse of 249 pound-seconds per pound at a ratio of
fuel welght to total propellent weight of 0.37. When corrected for
heat rejection, this value increased to 274 pound-seconds per pound,
which is 92 percent of the theoretical value of 298 pound-seconds per
pound based on equililbrium expansion Ffor the fuel and the nozzle used.
The maximum experimental volume specific impulse was 182 X62.4 pound-
seconds per cuble foot and occurred at a ratio of fuel weight to total
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propellent welght of 0.25; the corrected maximum experimental value was
198 X 62.4 pound-seconds per cubic foot at the same mixture ratio. These
experimental velues were based on a characteristic length (ratlo of
combustion-chamber volume to exhsust-nozzle-throat area) of 325 inches.
When the characteristilc length wes reduced from 325 to 159 inches, a
small decrease in performsnce occurred. No apperent change in specific
Impulse was observed for the two types of injection used for the
experiments.

A limited number of temperature- and shock-sensitivity experiments
were made with diborane. No exploslons nor detonatlons were cbserved.

L * *

Experimental Performance of Chlorine Trifluoride - Hydrazine
Propellant Combination in 100-Pound-Thrust Rocket Engine. By Paul M.
Ordin and Riley O. Miller. NACA RM E9FOL, 1949. 11 pp.; 8 figs.; Conf.

The experimental performance of chlorine trifluoride and hydrazine
was measured over & range of propellant mixtures in a 100-pound-thrust
rocket engine. The engine was operated at a combustion-chamber pressure
of approximately 300 pounds per square inch absolute. Experimental
values of gpeciflec impulse, volume specific impulse, heat rejection per
propellisnt weight, nozzle thrust coefficient, and characteristic veloc-
ity were obtained as functions of percent fuel by weight in the propel-
lant mixture.

The meximum measured speciflc lmpulse of 234 pound-seconds per
pound occurred at a mixture of 33 percent fuel by welght. When cor-
rected for heat rejection to the engine walls, the maximum specific
impulse was 247 pound-seconds per pound, 98 percent of the estimated
theoretical value for the fuel and the nozzle used. The measured volume
specific impulse reached a maximum of 331X 62.4 pound-seconds per cubic
foot and when corrected for the heat transfer increased to
349 X62.4 pound-seconds per cublc foot, both at a mixture ratio contain-
ing 33 percent fuel by weight.

The values of heat rejectlon attalned a meximum of approximately
245 Btu per pound of propellant mixture, which corresponds to an over-
all heat-flux density of 1.7 Btu per second per square inch, in the
nixture range of 30 to 38 percent fuel by weight. The average nozzle
thrust coefficient was 1.34 and the maximum characterlstic velocity was
5590 feet per second.

The trends, as indicated by the experimentsl-performance and the
heat-rejection curves, were markedly different from vhat wes predicted
by theoreticel celculations.

2956
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Investigation of the Liguid Fluorine - Liquid Diborane Propellant
Combination in a 100-Pound-Thrust Rocket Engine. By Paul M. Ordin,
Howard W. Douglass, and William H. Rowe. NACA RM E51104, 1951. 15 pp.;
2 tables; 20 figs.; Conf.

Specific impulse, volume specific impulse, characteristic velocity,
thrust coefficient, and heat rejection of liquid fluorine and liquild
diborane for a range of mixture ratio were determined in a 100-pound-
thrust rocket engine designed for a combustion-chamber pressure of
300 pounds per square inch absolute.

In engines with a characteristic length L* (volume/throat area)
of 100 inches, the maximum experlimental specific lmpulse obtained was
280 pound-seconds per pound at 14 weight percent of fuel; the correction
for the heat rejection (5.28 Btu/(sec)(sq in.)) and for deviations from
the reference combustion-chamber pressure raised this velue to 286 pound-
seconds per pound. The meximum volume specific impulse was
326 X 62.4 pound-seconds per cublec foot at 11 welght percent of fuel. The
characteristic velocity reached a meximum of 6400 feet per second and
the experimental thrust coefficient averaged 1.33.

The theoretical perforasnce was recalculated with revised thermo-
dynamic data, indicating a meximum specific lmpulse of 311 pound-seconds
per pound as compared with the previously reported velue of 232,

Considerable difficulty was experienced in developing a suitsable
injector; it was necessary to employ a protective sheath of helium around
the diborene injection hole to prevent injJector burnout. The results
obtained with the verious engines indicated lower performance with the
50 L* than with the 100 L* engines using the seme injector and compara-
ble amounts of protective helium. Decreasing the guantity of helium
or increasing the L* of the englne resulted in higher performance.

Methods of handling and transporting liquid fluorine in & trailer
and techniques in condensing gaseous fluorine from commercial supply
cylinders were developed.
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C. Ignition Studiles

Starting of Rocket Engine at Conditions of Simulated Altitude Using

Crude Monoethylaniline and Other Fuels with Mixed Acid. By Dezso J.
Ladanyi, John L. Sloop, Jack C. Humphrey, and Gerald Morrell. NACA
RM E50D20, 1850, 18 pp.; 10 tables; 11 figs.; Conf.

Experiments were conducted at sea level and at a pressure alti-
tude of approximately 55,000 feet at various temperatures in order %o
determine the starting characteristics of a commercial 220-pound-thrust
rocket engine using crude monoethylsniline and other fuels with mixed
acid.

With crude monoethylaniline and mixed acid, ignition difficulties
were encountered at sea level and at a pressure altitude of 55,000 feet
at temperatures below sbout 20° F. With fuels (a) mixed butyl mercap-
tans, (b) clear water-white turpentine, and (c¢) a-pinene, with mixed
aclid, no starting difficulties attributable to the propellants were
experienced at sea level and at pressure altitudes of 48,000 to
60,000 feet for temperstures as low es -74° F. The turpentine and
a-pinene, however, sometimes left deposits on the injector face. With
fuel blends, (a) 70 percent furfuryl alcohol and 30 percent crude mono-
ethylaniline by volume, (b) 70 percent furfuryl alcohol and 30 percent
xylene by volume, and (c) 90 percent crude monocethylaniline and 10 per-
cent aviation gasoline by volume, with mixed acid, difficultles were
experlenced elther with appreclsble deposits or with starting. With
any propellent combination at low temperature, the possibillity exists
that ice from condensed molsture may obstruct or partly obstruct the
propellant injection holes and cause ignition failure.

* * *

Low-Temperature Ignition-Delay Characteristlics of Several Rocket
Fuels with Mixed Acid in Modified Open-Cup-Type Apparatus. NACA
RM ES50H16, 1950. 13 pp.; 3 tables; 3 figs.; Conf.

An investigation was conducted to determine possible rocket fuels
that ignite spontaneously at low temperatures with mixed acid (nitric
plus sulfuric) in a more relisble manner than crude N-ethyleniline
(monoethylaniline), a rocket fuel in current use. By means of a bench-
scale technique a number of fuels were determined to ignite with mixed
acid at subzerc temperatures; several of these fuels were lunvestigated
over a more extended temperature range.

With mixed acid, the following fuels showed generally shorter and
less variable ignition-delay intervals than crude N-ethylaniline (over
the tempersture range of approximately 80° to -40° F): mixed butyl
mercaptans, 70 percent (by volume) furfuryl alcohol plus 30 percent
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crude N-ethylaniline, 63 percent furfuryl alcohol plus 27 percent ~rude
N-ethylaniline and 10 percent methanol, 70 percent furfuryl alcohol

plus 30 percent xylene, 35 percent furfuryl alcohol plus 65 percent
crude N-ethylaniline, 90 percent commercial gum turpentine plus 10 per-
cent propylene oxide, pure N-ethylaniline, and commercial gum turpentine.
Summaries of self-ignition data for these and other fuels are presented.

* * *

Ignition-Deley Characteristics in Modified Open-Cup Apparatus of
Several Fuels with Nitric Acid Oxidants within Temperature Range 70° to
-105° F. By Riley O. Miller. NACA RM E51J11, 1951. 18 pp.; 4 tables;
4 figs.; Conf.

Ignition-delay characteristics of approximately 90 fuel-oxidant
combinations were determined in a modified open-cup spparatus at -40° F.
Combinations considered worthy of further study were investigated at
temperatures in the range 70° to -105° F. Freezing temperatures of
acids were determined as well as viscosities of several fuels at moderate
and low temperatures.

At -40° ¥, several blends of aromatlic amines with triethylamine
show promise as ignitor fuels with mixed acid (nitric acid plus sulfuric
acid) and red fuming nitric acid, and some of these fuels may be useful
also with white fuming nitric acid.

Several blends of aromatic amines in triethylamine were found to
be fluid at -105° F and red fuming nitric acid containing approximately
3 percent water and 19 percent nitrogen tetroxide was found to freeze
at approximately -87° F. With this acid, 30 percent by volume blends
of o-toluidine, aniline, and xylidines, respectively, in triethylamine
showed desirsble ignition characteristics at -76° F, specified meximum
freezing temperature for military aviaetion fuels. With this red fuming
nitric acid supercooled to -105° F, 30 percent by volume o-toluidine in
triethylaemine showed the most consisitent ignitibility.

* * *

Ignition Delay Experiments with Smell-Scale Rocket Engine at
Simulated Altltude Conditions Using Various Fuels wilth Nitric Acid
Oxidants. By Dezso J. Ladanyl. NACA RM E51J01, 1952. 21 pp.; 8 tables;
16 figs.; Conf.

Ignition delay determinations of several fuels with nitric acid
oxidants were made at simulated altitude conditions utilizing a small-
scale rocket engine of approximately 50 pounds thrust.



96 L NACA RM 53D28

With aniline and red fuming nitric acild at room temperatures, igni-
tion delays obtained at initial embient pressures corresponding to alti-
tudes to 88,000 feet were not significantly different from values
obtained at sea-level pressure.

At or below -10° F, explosions or long ignition delays were exper-
ienced with hydrazine hydrate and white fuming nitric acid.

Several fuels and various nitric acid oxldsnts were tested at
ebout -40° F and sea-level pressure. Anhydrous nitric acid always
ylielded & shorter delay than white fuming nitric acid vhen tested with
the same fuel. The combination that ignited most rapidly was a dlallyl-
aniiine - triethylamine mixture and anhydrous nitric acid, which yielded
an average lgnition delay of about 14 milliseconds.

With a diallylaniline -~ triethylamlne mixbture and white fuming
nitric acld, ignitions with average delays ranging from 9 milliseconds
at 110° F to 22 milliseconds at -50° F were obtained regardiess of the
initial ambient pressure that renged from sea-level pressure to a pres-
sure altitude of 88,000 feet. An explosion occurred after ignition in
several cases.

With a diallylaniline ~ trilethylemine mixture and a red fuming
nitric acid analyzing 3.5 percent water and 16 percent NO, by welght,
ignitions with ho ensuing explosions were obtained with average delays
ranging from 13 milliseconds at 110° F to 55 milliseconds at -95° F
regardless of the inltial anmblent pressure that ranged from sea-level
pressure to a pressure altitude of 94,000 feet.

From all the runs, it was determined that ignition delay was
unaffected by wide varietions in time between propellant entries into
the cormbustion chamber.

It was also determined that, with aniline and red fuming nitric
acids with essentlally equal water contents, a varlation in the NO,

content of the acid from 29 to 35 percent had no slgnificant effect on
ignition delay. With other fuels and nitric acids, a decrease in the
NO, content from 2.5 to 0.5 percent accompanled by a simultaneous

increase in the water content from 0.2 to 1.8 percent increased the
ignition delay.

2856
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V. FUNDAMENTAIL PERFORMANCE
A. Flame Speed Studies
Effect of Hydrocarbon Type and Chain lLength on Uniform Flame Move-

ment in Quiescent Fuel -Alr Mixtures. By Thaine W. Reynolds and Earl R.
Ebersole. NACA TN 1608, 1948. 5 pp.; 1 table; 8 figs.; Unc.

The results of .flame-speed measurements of quiescent fuel-air
mixtures In a 2.5-centimeter horizontal glass tube of 16 straight-chain
hydrocarbons of the paraffin, olefin, diolefin, and acetylene series
and of four cyclic hydrocarbons are presented in graphical form.

The paraffin hydrocarbons all had essentlally the same peak flame
speed. Increased unssturstion in a molecule of given size resulted in
a higher peak Tlame velocity. This effect was most pronounced in the
smeller molecules and dropped off rapidiy as the chain length was
Increased. Peak flame speed decreased as the chain length of the
unsaturated compounds was increased.

* * %

Fundamental Flame Velocities of Pure Hydrocarbons. I - Alkanes,
Alkenes, Alkynes, Benzene, and Cyclohexane. By Melvin Gerstein,
Oscar Levine, and Edgar L. Wong. NACA RM ES50G24, 1850. 6 pp.; 1 table;
15 figs.; Unec.

The fleme velocitlies of 37 pure hydrocaerbons including normal and
branched alkanes, alkenes, and alkynes, as well as benzene and cyclo-
hexane, together with the experimental technique employed are presented.

The normal alkenes have about the same flame velocity from ethane
through heptane with methane being gbout 16 percent lower. Unsaburation
increases the flame velocity in the order of alkanes, alkenes, &nd
elkynes. Branching reduces the flame velocilty.

% * *

Fundamental Flame Velocities of Pure Hydrocarbons. II - Alka-
dienes. By Oscar Levine, Edgar L. Wong, and Melvin Gerstein. NACA RM
ES50H25, 1950. 5 pp.; 1 teble; 6 figs.; Unc.

Data are presented for the fundamental flame velocities of 10 pure
alkadienes that have isolated, conjugated, or cumulative double-bond
systems. On the basig of this limited amount of date and the flame
velocities previocusly reported, it is concluded that unsaturation changes
the flame velocity in the order alkanes < alkenes < alkadienes with
i1solaeted double bonds 2 alkadienes with conjugated double bonds < alka-
dienes with cumulative double bonds = alkynes. There were no significant
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differences in the flame veloclties of cis and trans 1,3-pentadiene.

The alkadienes, 1,2-pentadiene and 2,3-pentadiene, with different posi-

tions of the cumulative double bond in the straight chain, have similar .
flame velocities. Methyl substitution in a hydrocerbon reduces the

flsme velocity; the extent of the reduction increases with the degree

of unsaturation of the hydrocarbon.

* * *

Flame Veloclties of Four Alkylsilanes. By Melvin Gerstein,
Edgar L. Wong, and Oscar Levine. NACA RM E51A08, 1951. 9 pp.; 1 table;
2
figs.; Conf.

2956

The rates of flame propagation of four alkylsilanes have been
determined by a tube method. The maximum fundamental rate of fleme
propegetion increases in the order: +tetramethylsilane < trimethyl-
silane < dlethylsilane < monoethylsilane. A precise fundamental flame
velocity could not be obtailned for monoethylsilane beceuse of the high
rate of propagation. In each case the alkylsilanes have considerably
higher flame veloclties than the hydrocarbons that would result if the
silicon were repleced by carbon; whereas, the physical properties of
the alkylsilanes resemble those of the corresponding hydrocarbons. On .
the basis of a qualitative comparison, it appears that the mechanism of -
the chemlcal reaction may be important in determining the rate of flame

propagation.

L3

When diethylsilane is blended with n-pentane, no merked Increase
in fleme velocity occurs until the concentration of diethylsilane is
greater than 20 percent. The flame velocitles of the blende are lower
than would be predicted from & linear blending relation. At no concen-
tration of total combustible does a mixture of diethylsilane and pentane
have a higher flame velocity than diethylsilane at a concentration equal
to the concentration of total combustible.

ok - »

Effect of Initial Mixture Temperature on Flame Speed of Methane-
Ailr, Propane-Air, and Ethylene-Alr Mlixtures. By Gordon L. Dugger. NACA
Rep. 1061, 1952. (Supersedes NACA TN's 2170 and 2374.) 12 pp.; 3 tebles;
10 figs.; Unc.

Flame speeds based on the ocuter edge of the shadow cast by the
laminar Bunsen cone were determined as functions of composition for
methane-alr mixtures at initial mixture temperatures ranging from -132°
to 342° C and for propane-alr and ethylene-air mixtures at initial mix-
ture temperatures ranging from -73° to 344° C., The data showed that
maximum fleme speed Iincreased with temperature at an increasing rate. -
The percentage change in flame speed with change in initial temperature
for the three fuels followed the decreasing order, methane, propane, and

oL >
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ethylene. Empiricel equations were determined for maximum flame speed as
a function of initial temperature over the temperature range covered for
each fuel.

For each fuel it was found that, with a fixed parallel-beam shadow-
graph system, the ratio of fleme speed based on the outer edge of the
shadow cast by the flame cone to flame speed based on the inner edge of
the shadow was & constant, independent of temperature or cormposition.
The flame speed of propasne-alr flames was Ilndependent of tube dlameter
from 10 to 22 millimeters or stream-flow Reynolds number from 1500 to
2100.

The obgerved effect of temperature on flame gpeed for each of the
fuels was reasonsbly well predicted by either the thermal theory as
presented by Semenov or the square-root law of Tanford and Pesse. The
importance of active radicals in flame propegation was indicated by a
simple linear relatlon between maximum flame speed and equilibrium
radical concentrations for all three fuels. Equaelly good correlations
resulted from using elther hydrogen-astom concentration alone or & summa-
tion of effective relative concentrations of hydrogen atoms, hydroxyl
radicals, and oxygen atoms and from using either flsme temperatures based
on a sodium D-l1ine messurement for & room-temperature mixture or adia-

batic flame temperatures.
* * *®

Flame Propaegetion. IV - Correlation of Maximum Fundamental Flame
Veloclty with Hydrocarbon Structure. By R. R. Hibbard and B. Pinkel.
Jour. Am. Chem. Soc., vol. 73, no. 4, Apr. 1951, pp. 1622-1625.

A correlation has been developed between the meximum fundemental
flame velocity of hydrocerbons burning in alr and the structure of the
hydrocerbon. This meximum velocity appears to be a function of the con-
centrations of the various types of carbon-hydrogen bonds in the inflam-
meble mixture. Maximum flame wvelocibtlies can be calculated from an
equation of the type: flame veloelty = NpK, + NgKg + NgKo. . . are the

concentrations of the various types of C-EH bonds and Kp, Kg, Ko . . .

ere empiricelly derived flame speed coefficlents. Maximm flame veloc-
ities have been calculeted for 34 hydrocerbons end compared with experi-
mentally observed values. The average difference between calculated
and observed flame veloclty is less than 2 percent if one hydrocarbon
is omitted from the average and the derived coefficients line up in
approximately the order expected from other chemical considerations.
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Fundasmental Flame Velocltles of Eydrocarbons. By Melvin Gerstein,
Oscar Levine, and Edgar L. Wong. Ind. and Eng. Chem., vol. 43, no. 12,
Dec. 1951, pp. 2770-2772.

The fundementsal flame velocities of 54 pure hydrocarbouns are
reported as determined by a modified tube method. It is concluded that
unsaturation increases fundamental flame velocity in the order aslkanes <
alkenes < alkadienes with isolated double bonds = slkadienes with con-
Jugated double bonds < alkadienes with cumulated double bonds = alkynes.
Methyl substitution in a hydrocarbon reduces the flame velocity; the
extent of the reduction increases with the degree of unsaturation of
the hydrocarbon.

The fundamental flame veloclties of 5 cycloalkanes indicate that
the presence of a ring leaeds to lncreased flame velocities. The cyclo-
alkenes usually have higher flame velocities than their aliphatic lsomers
for ringes containing 3 or 4 carbon atoms.

* * *

Flame Velocities over a Wide Composition Range for Pentane-Alr,
Ethylene-Air, and Propyne-Air Flames. By Dorothy M. Simon and Edger L.
Wong. NACA RM ES51HO9, 1951. 14 pp.; 4 tables; 12 figs.; Unc.

The change in flame velocilty with fuel concentration in air was
investigated in order to determine whether an active particle diffusion
mechanism of flame propagetion 1s consistent with the observed velocity
changes, and to show whether the simplified diffusion mechanism as
expressed by the Tanford and Pease equatlon is sufficiently exact to
predict the velocity change with fuel concentration in alr. Spatial
flame velocities were measured for nearly the total flammability range
for pentane-air, ethylene-alr, and propyne-air mixbtures by a modified
tube method at atmospheric pressure and 25° C. Flame shape as revealed
by direct photogrephs was studied. Flame front areas were measured from
the dlrect photographs for different fuel concentrations in alr. Funda-
mentel flame veloclties were calculated for the concentration range from
60 to 130 percent stolichiometric for the three hydrocarbons. Equilibrium
flame tamperatures and equilibrium free radlcal concentrations were cal-
culated for pentane, ethylene, and propyne over the total flasmmabililty
range in alr. The velocity measurements together with these calculated
concentrations were used for a guantlitative evaluation of the active
particle diffusion theory. It is shown that a general diffusion mech-
anism is consistent with the observed changes in flame velocity with
fuel concentration, and that a form of the Tanford and Pease equation
which Includes a flame velocity term independent of diffusion will pre-
dict the veloclty changes over a limited concentration range.

& * *

2956
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B. Ignition and Flammability

Relation Between Inflammables and Ignition Sources in Alrcraft
Environments. By Wilfred E. Seull. HNACA TN 2227, 1950. 55 pp.;
6 tables; 53 figs.; Unc.

A literasture survey was conducted to determine the relation between
aircraft ignltion sources and inflammebles. Avalleble literature
applicable to the problem of alrcraft fire hazards is analyzed and
discussed herein. Data pertaining to the effect of meny varilebles on
ignition temperatures, minimum ignition pressures, and minimm sperk-
ignition energies of inflammebles, quenching distances of electrode
configurations, and size of openings lncepeble of flame propegation are
presented and discussed. The ignition temperatures and the limits of
Iinflammability of gasoline in air in different test enviromments, and
the minimum ignition pressure and the minlmum size of openings for flame
propagation of gesoline-air mixtures are included. Inerting of gasoline-
air mixtures is discussed.

The results of the survey indicate the necessity for research
directed toward the following remediael meassures cepeble of reducing
the alircraft-fire hazards:

1. A means of preventing the fuels or fuel vapors from contacting
the hot exhsust surfaces

2. A method whereby an extingulshing agent could be released
inside and around the exhaust system if a crash were imminent

3. A means of cooling the exhaust duct or gases below the surface-
ignition temperatures of gasoline and lubricaeting oil in the event of
a crash

4. A means of increasing the surface-ignition temperatures of
gasoline and lubricating oll

5. The possibility of using fuels of reduced volatility

6. A means of eliminsting the electrical genersting system as an
ignition hazard in the event of a crash

7. The inerting of engine nacelles and wing compartments

* % *

Limits of Flammability of Pure Hydrocarbon-Air Mixtures at Reduced
Presgures and Room Temperature. By Jemes T. DiPiazza. NACA RM ES1CZ8,
1951. 10 pp.; 1 teble; 14 figs.; Unc.

B
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A systematic study was undertaken to determine the effect of molec-
ular structure on the flammebility limits of pure hydrocarbon-air mix-
tures at reduced pressures and room temperature. Thils report presents
results obtained for 17 pure normal paraffins, branched paraffins, and
monoolefins.

Limit determinations were made 1n a closed tube with hot-wire
ignition. It was found that the low-pressure limit of propagation of
about 34 millimeters of mercury was relatively unaffected by molecular
welght, branching, or unsaturation. The fuel-rich 1limit of propagation,
when expressed as percent stoichiometric fuel, increased markedly with
increased molecular weight; whereas, the lean limit of propagation
narrowed slightly with molecular welght. Branched paraffins had a
slightly decreased renge of composition limits when compared to straight-
chain isomers. The effect of branching was most evident when two methyl
groups were substltuted for hydrogen atoms on the same carbon atom.
Unsaturation in the form of one double bond (ethylene excepted) had no
significant effect when moncolefins were compared to analogous saturated
hydrocarbons. Flammability-limit curves were characterized by a two-
lobe form. The formation of the fuel-rich lobe was attributed to cool-
flame phenomena. -

2956

* * *

. Pressure Limits of Flame Propagation of Pure Hydrocarbon-Alr Mix-
tures at Reduced Pressures. By Adolph E. Spskowski. NACA RM ES5ZHLS,
1952, 9 pp.; 2 tables; 8 figs.; Unc.

The flammebility limits of 18 hligh-boiling hydrocarbons at reduced
pressures ‘were studied in e closed flame tube with hot-wire ignition.
Characteristic two-lobe flammability-limit curves were exhibited by all
the hydrocarbons studied. The minimum pressure limit was not affected
by the molecular welght.

The rich 1imit, the lean limit, and the flammability range, when
expressed as volume percent fuel, decreased as the number of carbon
atoms incressed. However, if the concentration of fuel is expressed
as percent stolchiometric, the lean 1limit of the n-alkanes and n-alkenes
attains a meximm value near s moleculsr welght of 75. Likewlse the
rich limit of the same two seriles attalins a maximum near a molecular
weight of 100. The flammability range, when expressed as volume percent
fuel in the mixture, correleted with the molecular welght ralsed to the
-0.70 power. The rich limit correlated with the lean limit raised to
the 0.56 power. '

A correlation between the lean limit and the net molar heat of
combustlion held for the E-alkane and B-alkene seriles through the members
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containing ten carbon atoms. The heat of combustion of the lean-limit
mixtures was substantially a constant.

%* * ¥

Minimum Ignition Energles of Six Pure Hydrocarbon Fuels of the
Co and Cg Series. By Allen Metzler, Jr. NACA RM ES52F27, 1952. 8 pp.;

3 tables; 8 figs.; Unc.

Minimum spark-ignition energies at reduced pressures are reported
for ethane, ethylene, acetylene, n-hexane, cyclohexane, and benzene;

and the mean energy-pressure dependence 1s established tc be Etnl/Pl‘76
for four of the fuels investigated. A relation between ignition energy
E and maximum flame velocity Umax is also presented. This relation

includes all the experimentel date plus data from other investigastors
and may be expressed spproximately as Umaxual/EO's- Such interdependence

of the minimum ignition energy and maximum fundamentel flame velocity
permits a reasonable estimsition of elther from the other with an accuracy
sufficient to discern large differences in various pure fuels.

* *k %

Spontaneous Ignitlon Temperatures of Pure Hydrocarbons and Com-
mercial Flulds. By Joseph L. Jackson. NACA RM ES0J1C, 1950. 6 Dp.;

3 taebles; 5 figs.; Unc.

The spontaneous ignition temperatures of 94 pure hydrocarbons
end 15 fuels and commerclel fluids were determined by e crucible method.
The resulting data for the pure compounds are presented as functions of
hydrocarbon structure.

An increase in molecular weight results in a decrease in spon-
taneous ignition temperature for both normel alkanes and normal alkenes;
in general, Increased branchlng increases the ignition temperature of
alkanes and alkenes. Aromatics have considerably higher spontaneous
lgnition temperatures than most alkanes or alkenes, with benzene having
the highest value for any of the hydrocarbons tested.

* % *

Investigation of Spontaneous Ignition Temperatures of Organic
Compounds with Particular Emphasls on ILubricants. By Charles E. Frank,
Angus V. Blackham, and Doneld E. Swarts. NACA TN 2848, 1952. 22 pp.;
6 tebles; 12 figs.; Unc.

The study of spontaneous ignlition chearacterilstics of organic
compounds hag been continued with major emphasis on the various types
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of lubricating oils., The usefulness of the crucible apparatus pre-
viously described in NACA TN 2549 has been extended to these less-
volatile materlals by employing spray injection as well as dropwise
addition of the liquid to the ignition chamber. It has been shown that
certain relatively nonvolatile compounds previously considered to have
relatively high spontaneous ignition temperatures actually exhibit
fundamentally the same ease of ignition as their lower-molecular-welght
homologues.

Examination of a variety of lubricants including paraffin oils,
polyethylenes, polyethers, esters of dibasic acids, polypropylenes,
and polysisobutylenes has given sponteneous ignition temperstures below
approximately 400° C for all except the polyisobutylenes. The unique
reslstance of the polyisobutylene structure to spontaneous ignition
apparently is due to its extremely high percentage of primsry hydrogen
atoms. Additional data also have been obtalned on the influence of
additives and metal surfaces on spontaneocus ignition temperatures and
on the ignition behavior of selected two-component mixtures.

* * *

2956
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VI. FUEL SYNTHESIS, PHEYSICAL PROPERTTES, ANALYSTS
A. Hydrocarbon Fuel Synthesls

A Convenient Preparation of t-Butylsmine. By J. V. Karebinos
and X. T. Serijan. Jour. Am. Chem. Soc., vol. 67, no. 10, Oct. 1945,

p. 1856.

A convenient method of preparation of reletively large quantities
of t-butylamine by catalytic hydrogenation of 2,2-dimethyl-ethyleneimine
is described. The imine i1s prepared by the sulfation of 2-amino-z-methyl-
l-propanol, followed by alkali treatment of the 2-amino-2-methyl-1-
propanolsulfuric acid. The physical properties of both t-butylamine and
2,2~dimethylethyleneimine are listed.

9568

L * *

The Synthesis and Purification of Aromatlic Hydrocarbons. I - Butyl-
benzene. By Joseph V. Karabinos and Joseph M. Lamberti. NACA TN 1019,
1946. 7 pp.; 1 teble; 3 figs.; Unc.

CN-14

A 13-gallon quantity of butylbenzene was synthesized and purified
by large-scale preparation of 4-phenyl-l-butene from benzylmagnesium
- chloride and allyl chloride wlth subsequent hydrogenation of the olefin.
The physical constants for pure samples of 4-phenyl-l-butene and butyl-
benzene were determined and the positlon of the double bond in the ole-
fin was established.

* sk *

The Synthesis and Purification of Arometic Hydrocarbons. IT -
1,2,4-Trimethylbenzene. By Earl R. Ebersole. NACA TN 1020, 1948.
9 pp.; 3 figs.; Unc.

A new method for the synthesis and purification of a l4-gallon
quantity of 1,2,4-trimethylbenzene is described. This method consists
in the chloromethylation of m- and p-xylenes, subsequent formation of
ethyl dimethylbenzyl ethers, and hydrogenolysis of the ethers to yield
the hydrocarbon. A yleld of 35 percent was obtained from a mixture of
m- and p-xylenes and a 25-percent yield was obtained from commercisl
xylenes. Physical properties of the '"best" gallon and of the engine
sample of 1,2,4-trimethylbenzene are given. Evidence 1s presented for
the existence of two crystalline modifications of 1,2,4-trimethylbenzene.

N * * %*

The Synthesis snd Purification of Aromstie Hydrocarbons. IIT -
. Isobutylbenzene, sec-Butylbenzene and tert-Butylbenzene. By G. M. Buess,
J. V. Karablnos, P. V. Kunz, and L. C. Gibbons. NACA TN 1021, 1946.
7 pp.; 1 table; 5 figs.; Unc.

=R
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The syntheses of isobutylbenzene, sec-butylbenzene, and tert-
butylbenzene in 1ll-gallon quantities are described. The sec-butylbenzene
was prepared by reacting sec-butyl alcohol with benzene in n the presence *
of aluminum chloride and anhydrous hydrogen chloride. The tert-
butylbenzene was prepared in a similar msnner without the use of hydro-
gen chloride. The preparation of iscbutylbenzene involved the reaction
of phenylmagnesium bromide with methallyl chloride to yleld 2-methyl-
3-phenyl-l-propene, which was partly rearranged to Z2-methyl-1l-phenyl-
l-propene. Both olefins were isoleted. The physical properties are
tabulated and freezing curves are plotted for the five hydrocarbons.

* * L ]
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The Synthesis and Purification of Aromatlc Hydrocarbons. IV -
1,2,3-Trimethylbenzene. By J. M. Lamberti, T. W. Reynolds, and H. H.
Chanan. NACA TN 1163, 1946. 8 pp.; 1 table; 3 figs.; Unc.

A 6-gallon quantity of 1,2,3-trimethylbenzene was prepared and

purified in a four-step synthesls involving the condensation of 1,3-

pentadiene with crotonsldehyde. The dimethylcyclohexencarboxaldehydes

formed were hydrogenated to give the corresponding isomeric dimethyl-

cyclohexylcarbinols. The dehydration of the carbinols and the subsequent .

dehydrogenation of the trimethyleyclohexenes yielded the 1,2,3- -

trimethylbenzene. The over-all yleld was 24 percent; the physical pro-

perties of the material are glven. .
* * % ¢

The Synthesis and Purificatilion of Aromatic Hydrocarbons. V - 1-—
Ethyl-3-Methylbenzene. By Earl R. Ebersole. NACA TN 1164, 1946. 6 pp.;
3 figs.; Unc.

The method used for the synthesis and purificatlon of an 8-gallon
quantity of l-ethyl-3-methylbenzene from m-cresol consists in obtaining
m-methylcyclohexanone from m-cresol by hydrogenation followed by oxida-
tion, condensation of the ketone with ethylmagnesium bromlde, dehydra-
tion of the tertiary alcohol obtained, and dehydrogenation of the ole-
fins. to l-ethyl-methylbenzene. A yield of 28 percent of the theoreticel
was obtalned from 98 percent commercial m-cresol. The physical proper-
ties of l-ethyl-3-methylbenzene are compered wlth selected values from
the literature.

% » *

The Purification and Physical Constents of Aromatic Hydrocarbons.
By L. C. Gibbons, J. F. Thompson, et al.: Jour. Am. Chem. Soc., vol. 68,
no. 6, June 1846, pp. 1130-1131.

The physical properties, including time-temperature freezing -
curves, for 11 hydrocarbons are presented herein. The equipment used

RN
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for determinstion of the physical properties, and the methods of synthe-
sis and purification of 10-gallion quantities of each hydrocarbon are

described.
* k%

Ortho- and Para-Diethylbenzenes. By J. V. Kersbinos, K. T.
Serijan, and L. C. Gibbons. Jour. Am. Chem. Soc., vol. 68, no. 10,
Oct. 1946, pp. 2107-2108.

The physical constants and analyses, including time-temperature
freezing curves, for o- and p-dlethylbenzenes that had been prepared
by condensation of the appropriate ethylphenylmagnesium bromide with
diethyl sulfate are glven. Both hydrocerbons were elso prepared by
the Wurtz-Flttig reaction between the appropriate chloroethylbenzenes
and ethyl bromide and the ylelds were compared. The physical constants
and oxidation products of the aryl halides prepared in both methods are

listed.
*  ® %

Synthesis of 1,2,3-Trimethylbenzene, 1-Ethyl-3-Methylbenzene, and
m-Xylene by Dehydrogenation of Corresponding Cyclohexene Intermediates.
By Thaine W. Reynoclds, Earl R. Ebersole, et al. Ind. and Eng. Chem.,
vol. 40, no. 9, Sept. 1948, pp. 1751-1752.

Methods of synthesis for l-ethyl-3-methylbenzene, 1,2,3-
trimethylbenzene, and m-xylene which are appllicable to the production
of 10-gallon guantities of pure hydrocarbon are described. The three
compounds were prepared by the dehydrogenation of suitable cyclohexene
intermediates. Physical constants and freezing or melting curves for
the three aromatic hydrocarbons are reported.

* L *

o-, m- and p-t Butyltoluenes. By Kasper T. Serijan, Herocld F.
Hipsher, and Louis C. Gibbons. Jour. Am. Chem. Soc., vol. 71, no. 3,
Mar. 1949, pp. 873-875.

The preparation and purification of go- and m-t-butyltoluene by the
use of both boron trifiluoride and aluminum chloride are described. The
o-t-butyltoluene was prepared by the reaction of o-methylphenylmagnesium
bromide with t-butyl chloride. The physical properties, including time-
temperature freezing or melting curves, and pertisl infrared spectra of
the purified hydrocarbons are tabulated.

* %* *
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The Synthesis of Methylenecyclobutane, Spiropentane, and 2-Methyl-
1-Butene from Pentaerythrityl Tetrabromide. By Vernon A. Slabey.
NACA TN 1023, 1946. 7 pp.; 2 tables; 6 figs.; Unc.

Reduction of pentaerythrityl tetrebromlde in ethanol with zine in
the presence of sodium carbonate and sodium lodide was found to yield
methylenecyclobutane, spiropentane, and 2-methyl-l-butene. Yields were
46 percent methylenecyclobutane, 21 percent spiropentane, and 12 percent
2-methyl-l-butene. The reduction procedure described offers a method
of preparing both methylenecyclobutane and spiropentane from the same
reaction in ylelds comparable with individuasl methods of synthesis
previously reported.

* * %

Hydrogenation of Splropentane. By Vernon A. Slabey. dJour. Am.
Chem. Soc., vol. 62, no. 2, Feb. 1947, p. 475.

The hydrogenation of splropentane and separation of the products,
neopentane, 1l,l-dimethylcyclopropane and isopentane, are described.
The products were identified by their physical constants and an infrared
spectroscoplc examination. The structures of the products indicate that
the strained rings of spiropentane are cleaved by hydrogen preferentially
between the methylene groups.

* ¥ *

The Synthesis and Purification of Ethers. By Walter T. Olson,
Harold ¥. Hipsher, et al. dJour. Am. Chem. Soc., vol. 69, no. 10,
Oct. 1947, pp. 2451-2454.

The synthesls and purification of 24 ethers of varlous types are
described. Their physical constants and experimental. and calculated
molar refractions are listed. The purity of the ethers prepared was
estimated to be 99.5 mole percent or better. The synthesis, purifica-
tion and physical constants of t-bubtyl methallyl ether and p-t-
butylenisole are presented for the first tlme. -

* L *

Syntheslis of Isopropylcyclopropane. By V. A. Slebey, P. H. Wise,
and L. C. Gibbons. dJour. Am. Chem. Soec., vol. 71, no. 4, Apr. 1949,
p. 1518.

The method of hydrogenating isopropenylcyclopropane and fraction-
ating the resulting product, isopropylcyclopropane, 1s described. The
physical properties, Infrared spectrum, and analyses of the-99.5 mole
percent pure product are listed. The physicel properties and analyses
of the Intermedilate compound, isopropenylcyclopropane are also given.

L] »* *
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The Physical Properties of Five Isomeric Methyl-t-Butylcyclohexanes.
By K. T. Serijan, P. H. Wise, and L. C. Gibbons. Jour. Am. Chem. Soc.,
vol. 71, no. 6, June 1949, pp. 2265-2266.

The catalytic hydrogenstion of 0-, m-, and p-t-butyltoluenes and
purification and separation of the resulting geometric iscmers are
described. The physical properties, yields and analyses of the Tive
isomeric methyl-t-butyleyclohexanes are glven. The effect of a highly
branched group on the formation of the cls and trans isomers 1s observed
in the 1,2-disubstituted compound.

* % *

The Reduction of Methyl Cyclopropyl Ketone to Methylcyclopropyl-
carbinol. By V. H. Slabey and P. H. Wlse. Jour. Am. Chem. Soc.,
vol. 71, no. 9, Sept. 1949, pp. 3252-3253.

Several methods of reducing methyl cyclopropyl ketone to
methylcyclopropylcarbinol are described. Sodium and ethanol, 1lithium
aluminum hydride, Raney nickel and copper chromite were all tried. The
yield and B.P. of methylcyclopropylcarbinol from each method are stated.
The physical constants, anaslyses and infrared spectrum of the product
obtained from the copper chromite reduction at 100° are listed, for this
was the superior method.

kx  k k
Synthesis and Purificatlion of Alkyldiphenylmethane Bydrocarbons.

I - 2-Methyldiphenylmethane, 3-Methyldiphenylmethane, Z2-Ethyldiphenyl-
methane, 4-BEthyldiphenylmethane and 4-Isopropyldiphenylmethane. By

John H. Iemneck, Jr. and Paul H. Wise. NACA TN 2230, 1850. 10 pp.;
1 table; 5 figs.; Unc.

The syntheses of five alkyldiphenylmethane hydrocarbons,
2-methyldiphenylmethane, 3-methyldiphenylmethane, 2-ethyldiphenylmethane,
4-ethyldiphenylmethane, and 4-isopropyldiphenylmethane are described.

The prepesration of these hydrocarbons was based on the reaction of the
appropriate arylmegnesiumhalides with benzaldehyde to yield the cor-
responding slkylbenzyhydrols, which were subsequently converted by
hydrogenolysis. The physicael properties tabulated include melting
point, boiling point, index of refraction, density, viscosity, heat of
fusion, and heat of combustion. Time-temperature melting curves are
plotted for all compounds prepared.

*® % *

Synthesis and Purification of Some Alkylbiphenyls and Alkylbicyclo-
hexyls. By Irving A. Goodman and Pasul H. Wise. NACA TN 2260, 1851.
19 pp.; 2 tables; 4 figs.; Unc.

L >
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The syntheses of nine monoalkylbiphenyls and five of the cor-
responding bicyclohexyl derlvatives containing 13 to 16 carbon atoms
are described, including details of the reactions, the isolation and
description of intermediate compound where possible, and the methods
of purification of the final product. Five of the monocalkylbiphenyls
have not been previously reported by other investigators. The separa-
tion and the purification of the cis and trans isomers of the bicyclo-
hexyl 8erivetives are also reported for the first time. Physical pro-
perties tabulated are melting point, boiling point, index of refraction,
densgity, viscosity, heat of fusion, and heat of combustion. Distilla-
tion curves are plotted for the bicyclohexyl compounds, and time-
temperature melting curves are plotted for all compounds that could be
crystallized. One of these compounds, Z-butylbiphenyl, had two
crystalline modifications melting about 4° C apart.

*® »* *

Synthesis of Cyclopropane Hydrocarbons from Methylcyclopropyl
Ketone., I - 2-Cyclopropylpropene and 2-Cyclopropylpropane. By
Vernon H. Slabey and P, H. Wise. NACA TN 2258, 1951. 11 pp.; 1 table;
S figs.; Unc.

A method by which 2-cyclopropylpropene and Z2-cyclopropylpropane
can be prepared from methylcyclopropyl ketone is described. The syn-
thesls involves the reaction of methylmagnesium chloride with methyl-
cyelopropyl ketone to yield dimethylcyclopropylcarbinol, the dehydration
of the carbinol of 2-cyclopropylpropene, and the hydrogenation of the
olefin to 2-cyclopropylpropane. The physical constants and the infrared
spectra of the purified hydrocarbons are presented.

* * *

Synthesls of Cyclopropane Hydrocarbons from Methylecyclopropyl
Ketone. II - 2-Cyclopropyl-l-Pentene, cls and trans 2-Cyclopropyl-
Z-Pentene and 2-Cyclopropylpentane. By vernon A. Sigbey &nd P. H. Wise.
NACA TN 2259, 1951. 8 pp.; 1 table; 8 figs.; Unc.

The hydrocarbons - 2-cyclopropyl-l-pentene, cis and trans
2-cyclopropyl-2-pentene, and Z-cyclopropylpentane - were synthesized
in high purity and their physical properties and infrared spectra were
determined. The olefins were isolated from the dehydration products
of methyl-p-propylcyclopropylcarbinol, which was prepared by the reac-
tion of n-propylmagpesium bromide with methyleyclopropyl ketone.
Catalybtic hydrogenation of the Z-cyclopropylpentenes yielded
2~cyclopropylpentane. The syntheses of these hydrocarbons are reported
herein for the first time.
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Synthesis of Cyclopropane Hydrocserbons from Methyleyclopropyl
Ketone, III - 2-Cyclopropyl-l-Butene, clg and Lrsus 2-Cyclopropyl-
2-Butene, and 2~Cyclopropylbutane, By Vernon A, Slabey and Paul H.
Wise. NACA TN 2398, 1951, 11 pp.; 1 teble; S figs.; Unc.

The hydrocarbons - Z-cyclopropyl-l-butene, cls and itrans
2-cyelopropyl-2~butene, and 2-cyclopropylbutane - were obtained from
methylcyclopropyl ketone by reacting the ketone with ethylmagnesium
bromide, dehydrating the resultant methylethylcyelopropylcarbinol to a
mixture of olefins from which 2-cyclopropyl-l-butene and cis and trans
2~cyclopropyl-2-butene was isolated, and hydrogenating the olefins to
2=cyclopropylbutane, All four hydrocasrbons were cobtained in high puwrity
for the first time; their physical constants and Infrared spectrs sre
presented.

* ok ok

Synthesis, Purification, and Physical Properties of Hydrocarbons
of the Naphthalene Series. I - 1-Methylnaphthalene, l-Ethylnsphthalene,
1-Bubtylnaphthalene, and l-Isobutylnaphthalene. 3By Herold F. Hipsher
and Paul H. Wise. NACA TN 2470, 1951. 12 pp.; 1 table; 3 filgs; Unc.

The synthesis, the purification, and several physical properties
of four l-alkylnaphthalenes, l-methylnsphthalene, l-ethylnaphthalene,
l-butylnaphthalene, and l-iscbutylnaphthalene, are described. In each
case, the hydrocarbon was synthesized from l-naphthalmagnesium bromide
by well-known methods. The final hydrocarbons (& minimm of 2000 ml each)
were purified by fractional distililation through 6-foot Podblelniak
columns to obtain 500 milliliters of each hydrocarbon with a calculated
purity higher than 99 mole percent. The physical properties, determined
for material having a calculated purity of 99.8 mole percent or higher,
include melting point, boilling points at 760 millimeters of mercury,
index of refraction, density at 20° C, kinematic viscosity at four
temperatures, heat of fusion, and heat of combustion. Time-temperature
melting curves and infrared spectra are presented for the four

l-alkylnsphthalenes.
. ®  x *

Dicyeclic Hydrocarbons. I - 2-Alkylbiphenyls. By Irving A. Goodmen,
and Paul H. Wise. Jour. Am. Chem. Soc., vol. 72, no. 7, July 20, 1950,
pp. 3076-3079. _

The synthesis and purification of a series of five alkylbiphenyls,
substituted in the 2-position by the methyl, ethyl, propyl, isopropyl
and butyl radicals, respectively, are described. Each hydrocarbon was
estimated to be at least 99 mole percent pure. The physical properties,
Including heats of fusion and heats of combustion, are listed, along
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with a description of the equipment used to determine these properties.
The 2Z-butylbiphenyl could be crystallized in either of two modifications.

" * *
Dicyclic Hydrocarbons. II - 2-Alkylbicyclohexyls. By I. A.

Goodman end P. H. Wise. Jour. Am. Chem. Scc., vol. 73, no. 2, Feb. 1951,
pp. 850-851.

The hydrogenation of 2-methyl, 2-ethyl, 2-propyl, 2-isopropyl and
2-butylbiphenyl to the corresponding bicyclohexyl is described herein.
The report includes data on the sgeparation of the palrs of geometrical
isomers formed. The usual physical propertlies, including heats of
combustion, are listed, minus the melting points and heats of fusion of
the high-boillng isomers — 2Z-ethyl, 2-propyl, 2-isopropyl, and
2-butylbicyclohexyl, all of which form glasses at low temperatures.

* * L

Dicyclic Hydrocarbons. III -~ Diphenyl- and Dicyclohexylelkanes
through Ci5. By Kasper T. Serijan and Paul H. Wise. dJour. Am. Chen.

Soc., vol. 73, no. 10, Oct. 1951, pp. 4766-4769.

The synthesis and purification of a series of 14 dicyclic alkenes,
starting with diphenylmethane and extending through the diphenylpro-
panes, and the corresponding dicyclohexylalkanes, are described. The
physical properties including heats of combustion and viscosities are
glven. Belng listed for the first time are the melting or freezing
point values of 8 compounds and the description of 3 new compounds,
2-cyclohexyl-2-(cyclohexane-4-ol) ~propane, 2-cyclohexyl-2-(cyclohexene-
3-yl) -propane and 2-phenyl-2-cyclohexylpropane.

I T

Diecyclic Hydrocarbons. IV ~ Synthesis and Physical Properties of
a, o- and o,n-Diphenyi- and Dicyclohexyl-Pentanes and Hexsnes. By
Kasper T. Serijan and Paul H. Wise. Jour. Am, Chem. Soc., vol. 73,
no. 11, Nov. 1951, pp. 5191-5193.

Data are presented for the synthesls and purification of eight
dicyclic hydrocarbons (in a state of 99 mole percent purity or better),
consisting of a, a- snd o,m-diphenylpentanes and diphenylhexanes and
the corresponding dicyclohexylalkanes. The physicel properties,
carbon-hydrogen analysis, kinematlc viscosity at four btemperatures, and
heat of combustion are reported.

* * »*

»
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Dicyelic Hydrocarbons. V - Synthesis and Physical Properties of
the Diphenyl- and Dicyclohexylbutanes. By Kassper T. Serijan and Paul H.
Wise. dJour. Am. Chem. Soc., vol. 74, no. 2, Jan. 1952.

The synthesis and properties-are described for fourteen hydro-
carbons in the diphenyl- and dicyclohexylbutane series. In addition
to the usual properties, heats of combustion and viscosities are pre-
sented for these compounds which were prepared in a high state of purilty.
The methods of preparation and properties for 41-2,3-dicyclcohexylbutane,
meso-2,3~dicyclohexylbutane, 1,3-dicyclohexylbutane, 2,2-diphenylbutene
and 2,2-dicyclohexylbutane are reported for the first time.

%* * *

B. High-Energy Fuel Synthesis and Preparation

The Preparation, Physical Properties, and Heats of Combustion of
Four Alkylsilenes. By Stanley Tennenbaum and Maurice F. Murphy. NACA

RM E51A05, 1951. © pp.; 2 tables; 1 fig.; Unc.

A group of alkylsilanes consisting of monoethylsilane, diethyl-
sllane, and trimethylsilane were prepared in 65 to 90 percent yield by
reduction of the respective alkylchlorosilanes with either Ilithium
hydride or lithium aluminum hydride. Tetramethylsilane was prepared
by purification of commercial material. The boiling points, densities,
refractive indices, and freezing points were determined and are pre-
sented together with a survey of literature velues. The heats of com-
bustion, obtained experimentally for the first time, are shown to be in
good egreement with calculated values.

& * *

Preparstion and Physical Properties of Metal Slurry Fuels. By
James B. Glbbs and Preston W. Cook, Jr. NACA RM E52A23, 1952. 13 pp.;
2 tebles; 19 figs.; Conf.

A preliminary investigation of the physical properties of slurries
end of the use of a metasl-goap additive to prepare stable slurries of
commercial magnesium, aluminum, and boron powders in a MIL-F-5624
grade JP-3 base fuel has been made. The slurries were prepared and
thelr properties determined iIn ordinsry chemical laboratory apparatus.
Data are reported on slurry density, apparent viscosity, apparent sur-
face tension, stebility, and fuel-flow cheracteristics, as affected by
slurry compositlon.

Several of the prepared slurries have physical properties accept-
gble for combustion-research evaluatlion and limited £f1ight use; how-
ever, further investigations are required to esteblish the suitability
of slurries for extended storage and operational fleld use.

*x ok ok

cuns
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C. Physical Properties

Correlation of Physical Propertles with Moleculer Structure for
Scome Dicyclic Hydrocarbons having High Thermsl-Energy Release per Unit
Volume. By P. H. Wise, K. T. Serijan, and I. A. Goodman. NACA Rep. 1003,
1951. (Supersedes NACA TN 2081.) 8 pp.; 3 tables; 5 figs.; Unc.

As part of a program to study the correlation between molecular
structure snd physical properties of high-density hydrocarbons, the net
heats of combustion, melting points, boiling points, densities, and
kinematic viscositles of some hydrocarbons in the 2-n-alkylbiphenyl,
1,1-diphenylalkane, a,m-diphenylalkane, 1,1-dicyclohexylalkane, and
a,w-dicyclohexylalkane series are presented. Comparisons are made on
the following three bases:

1. As members of an homologous series in which the compounds have
similar structures and differ in molecular welght

2. As isomers with the same molecular weight and molecular formuls
but different molecular structure

3. As compounds with the same carbon skeleton but different molecu-
lar formulas due to hydrogenation of the aromatic rings

The three series of aromatic hydrocarbons, Z2-n-elkylbiphenyl,
1,1-diphenylelkane, end a,w-diphenylalkene, did not show great differ-
ences in heat of combustion per unit volume. These series averaged
20 percent higher than typicel aircraft fuels of AN-F-58 specification
with respect to this property. The two serles of dicyclohexyl hydro-
carbons, 1l,l-dicyclohexylalkene and «,w,3-dicyclohexylalkane, hed some-
what lower heats of combustlon, but still averaged about 13 percent
higher than AN-F-58 fuel.

Eaech series followed 1ts own characteristic pattern in the rela-
tion of melting polint ahd structure. The general trend was toward
lower melting points by addition of a side chain to the parent hydro-
carbon. With two exceptions, the dicyclohexyl compounds melted at
lower temperatures than the anelogous aromatic hydrocarbons.

The molecular weight had a greater influence on boiling point than
the molecular structure., The o,w-diphenylalkane seriles, however, showed
a more rapld rate of increase in bolling polnt with increasing molecular
welight than the other series of aromatic hydrocarbons.

In these three closely related homologous series of aromstic hydrc-

carbons, the moleculer welght had a greater effect on viscosity than
the molecular structure when the substituent groups were all normal
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elkyl in type. The cyclohexyl derivatives had viscosities 40 to 200 per-
cent higher then the anslogous aromastic hydrocarbons.

* * *

Correletion of Physical Properties with Molecular Structure for
Some Dicyclic Hydrocarbons Having High Thermsl-Energy Release Per Unit
Volume - Z-Alkylbiphenyl and the Two Isomeric 2-Alkylbicyclohexyl Series.
By Irving A. Goodman and Paul H. Wise. NACA Rep. 1065, 1952. (Super-
sedes NACA TN 2419.) 10 pp.; 2 tables; 6 figs.; Unc.

Three homologous series of related dicyeclic bhydrocarbons are pre-
sented for comparison on the basis of thelr physical properties, which
inciude net heat of combustlion, density, melting point, boiling point,
and kinemstic viscosity. The three series investigated include the
2-p-alkylbiphenyl, 2-p-alkylbicyclohexyl (high boiling), and
2-n-alkylbicyclohexyl (low boiling) series through C1g, in addition to
three branched-chain (isopropyl, sec-butyl, and iscbutyl) 2-~alkylbiphenyls
and theilr corresponding 2-alkylbicyclochexyls. The physical properties

of the low-boiling and high-boiling isomers of the Z2-gec-butylbicyclohexyl
and 2-iso-butylbicyclohexyl are reported herein for the first time.

Comparisons are made on the following bases:

1. As members of an homologous series in which the compounds have
similar structure and differ in molecular weight

2. As isomers with the same molecular welght and molecular formula
but different molecular sgtructure due to branching of the slide chain or
to geometric isomerism

3. As compounds with the same carbon skeleton but different molec-
ular formula due to hydrogenation of the aromastic rings

* k%

Suitability of 18 Aromatic Amines for Overwater Storage when
Blended with Aviation Gasoline. By Irving A. Goodman and Howard J.

Nelson. NACA WR E-166, 1945. (Supersedes NACA MR ES5F20a.) 5 DD.;
2 tablesj; Unc.

As part of the general lnvestigation of aromatic emines as anti-
knock additives for aviation fuels, requested by the Air Techniecal
Service Commend, Army Air Forces, the NACA Cleveland laborstory has
been conducting a program to determine the suiteblility for overwater
storage of fuel blends contalining arometlc smines. The tests reported
herein were completed in January 1945.
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The overwater system for storing aviaetion fuel blends that contailn
additives such as amlnes results in loss of some of the additive to the
water leyer. An indicaetion of the extent to which this loss can occur
is conveniently expressed by the gascline-water distribution coefficient,
which 1s the ratio of addltive concentration In the gasoline to that in
the water layer at equilibrivm. The significance of this coefflcient
and the method of experimentally determining it are given in detall in
NACA WR E-163. Briefly, the coefficient is calculated from the follow-
ing equation:

- W (W, + W)
Welwg +-Wr5

where

Kt gasoline-water distribution coefficient (weight basis)

Wy weight of amine remaining in gasoline phase at equilibrium
We welght of amine extracted by water phase at equilibrium
W welght of water

Wg welght of gasoline

The distribution coefficient calculated on a welght basis (concen-
trations expressed as grams of solute per gram of solution) may be con-
verted to & volume basis (concentrations expressed as grams of solute
per milliliter of solution) merely by multiplying by the specific grav-
ity of the gasolline solution. It should be noted that this computed
volume coefficient stlll pertains to the original welght concentration
of amine in the fuel. The greater the distribution coefficient, the
less will be the quantity of additive extracted by the water and, there-
fore, the more sultable the additive would be for overwater storage.
Relatione utilizing the distribution coefficient have been used for
estimating the concentration of amlne remaining in the gasoline as a
function of the gasoline-water ratio by volume 1n an overwater-storage
system.

The overwater-storage sultebllity of 18 aromatic smines is dis-
cussed hereln, and a substantliation of some of the postulates pro-
posed in reference 1 concerning the correlation of gasollne-water
distribution coefficients with molecular structure is included.

* % *

T
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The Low-Temperature Solubllity of 42 Aromatic Amines in Avistion

Gasoline. By Richsrd L. Kelly. NACA WR E-167, 1945. (Supersedes

NACA MR ESKOS.) 7 pp.; 2 tables; 4 figs.; Unc.

At the request of the Air Technical Service Command, Army Alr
Forces, a general Investigation of the sultgbility of aromatic amines
as antiknock additives for sviation gasoline has been conducted at the
NACA Clevelasnd laborsastory between April 1943 and April 1845. The pro-
gram included the determinations of antiknock effectiveness, of sulta-
bility for overweter storage, and of solubility in gasoline at low
temperatures for aviation gasolines containing aromatic amines.

The present paper is the third and finsl report on the solubilities
of amines 1n aviation gasoline at low temperatures, such as would be
encountered in cold-weather operation or in flight, and summarizes the
data reported in the first two papers (refs. 8 and 9); solubilities of
seven additional emines, N-methyl-o-toluidine, N-methyltoluidines from
chlorotoluenes, o-ethylaniline, N -methyl-p-ethylaniline 3
N-methylethylaniline (mixed isomers from chloroethylbenzenes),
N-methyl-p-isopropylaniline, and N-methyidiphenylamine, are included
herein. Solubilities of the 42 amines were measured et temperatures as
low ag -65° C, 5° C below the usual Army-Navy freezing specification
of -60° C, and at concentrations as high as 10 percent by weight, well
above the 1- to 3-percent range in which amines have been used in gaso-
line. Determination of solubility at -60° C was a particular objective
in obtaining the data. Because gaesoline composition affects the solu-
bility of the amines, solubilitles were determined in an aromatic-free
gasoline, a gasoline of known aromatic content, and a typical
AN-F-28 fuel.

* k%

Solubility of Water in Hydrocarbons. By R. R. Hibbard and R. L.
Schalla. NACA RM E52D24, 1952. 10 pp.; 3 tables; 4 figs.; Unc.

A study of the literature data on the soclubility of water in hydro-
carbons has shown that (a) the log of the solubility is inversely pro-
portional to the reciprocal of the absolute temperature, (b) there is
en spperent .critical solution temperature at sbout 352° C indicated
both by extrapolation of the litersture data and by Henry's law, and
(¢) the solubility increases with decreasing hydrogen-to-carbon ratio
E/C. The following equation is proposed for the predictlon of the
solubility of water at any temperature in nonolefinic hydrocarbons end
petrocleum fractions:

log x = - (4200 H/C + 1050)(1/T - 0.0016) + 2.00
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where

x solubility of water in hydrocarbon, mole percent

BE/C hydrogen-to-carbon weight ratio for hydrocerbon

T gbsolute tempersture, °K

This equation has been applied to a few petroleum fractlons ranging from
gasoline to lubriceting oil, and a comparison of the calculated and

experimentally determined solubllities shows an agreement which is
believed to be adequate for most engineering purposes.

® " *

D. Fuel Analysis

A Method for the Determination of Aromatics in Hydrocarbon Mix-
tures., By Harold F. Hipsher. NACA WR E-111, 1945. (Supersedes NACA
RB ESKO6.) 6 pp.; 3 tables; 3 figs.; Conf.

A method has been developed for the estimation of aromatic hydro-
carbons in hydrocarbon mixtures. Aromaticlty of the mixture 1s estl-
meted from the change in refractive index that results from the removal
of the aromatlc portion by & sulfuric acid extraction and subseguent
percolation through sllica gel. The method is simple and requires
approximately 2.5 hours. No attempt is made to ldentify the individual
aromatics.

The method was tested with nine base stocks containing aromatilcs
in concentrations from O to 35 percent by volume. A mean deviation
of £0.17 percent was obtailned with a maximum error of -0.5 percent.
The accuracy of the determination is Impaired by the presence of ole-
fins, but the resulting error 1s insgignificant for most aviation fuels
in which the olefin content 1s small. Aromatic amines also interfere
and are removed before the determinations are made.

* %k

Ultraviolet Absorption Spectra of Aromatic Amines in Isococtane
and in Water. By Adelibert O. Tischler and J. Nelson Howard. NACA
WR E-68, 1945. (Supersedes NACA ARR ES5H27a.) 11 pp.; 4 tables; 19 figs.;
Unc.

A study of the ultraviolet absorption spectra <dn the 3200 A to
2500 A region of 27 sromatic amines 1ln isococtane snd in water solutions
is presented. A brief discussion of the reletion between the molecular
structure of the amines and their sbsorption spectra is included.

i v s Yl
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Certain factors that affect the absorption spectra of sromatic
amines were experimentally investigated. The spectra were found to be
different for the two different solvents. In agueous sromatic emine
solutions the pH was found to be an important factor; the addition of
acid to a neutral water solution shifted the absorption spectrum of the
amine towerd the spectrum of the basic aromatic structure of the amine.
Irrediation of aromatic asmine solutions with ultravioclet 1light caused
changes in the gbsorption spectra; water solutions of the amines were
more rapidly affected than isooctane solutions.

* * %*

Quantlitative Analysis for Aromatic Amines in Avietion Fuels by
Ultraviolet Spectrophotometry. By Adelbert O. Tischler. NACA WR B-69,
1945, (Supersedes NACA ARR ESH27.) 16 pp.; 6 tables; Unc.

A method of quantitative apalysis for individual aromatic emines
or mixtures of esromatic amines in hydrocarbon fuel blends by spectro-
photometric messurement of ultraviclet-light absorption is presented.
The effect of the precision of the spectrophotometric measurements,
the purlty of the aromatic amine, photochemical decomposition of the
emine, and the composition of the fuel on the accuracy of the snalysis
1s discussed and the results of tests of the precision of the procedure
are given.

The accuracy of the spectrophotometric method depends wupon the
purity of a standard sample used for calibration purposes, as well as
the extent of contamination of the fuel with other substances which
agbsorb ultraviolet light in the region from 3050 to 2800 A wavelength
and which can be extracted from the fuel by agueous hydrochloric acld
along with the amine. The analysis is not affected by the type of hydro-
carbon in the gasoline, nor do tetraethyl lead or ethyl-fluid dye in
the amounts usually present in aviation fuels interfere. In analyses
of typicael hydrocarbon end gasoline solutlons conteining various aro-
metic amines in concentrations from 0.4 to 1.7 percent by weight,
results accurate, on the average, within 1/2 percent of the amine have
been obhtained.

* * *

Infrared-Spectrophotometric Analysis of Binery end Ternary Mixtures

of Liquid Hydrocarbons. By Alden P. Cleaves and Mildred E. Sherrick.
NACA WR E-89, 1945. (Supersedes NACA ARR ESF27.) 13 pp.; 3 tebles;
S figs.; Unc.

An investigation was conducted to determine the suitability and
precision of a modified, routine-model, infrared spectrophotometer for
enalyzing binary and ternary mixtures of aircraft-fuel components.
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Anslyses by means of infrared measurements are described for the follow-
ing hydrocarbon mixtures: 12 known mixtures of 2,2,3-trimethylbutane
(triptane) and cyclohexsne, 4 known mixtures of triptane and benzene,
and 4 known mixtures of trilptane, cyclchexane, and benzene.

The effects of certain factors on the accuracy of the analyses are
consldered end the precision attained is reported. Computed differences
between weighted and spectrophotometric percenteges are regarded as
uncertainties of the enelyses. Filve repeated spectrophotometric measure-
ments on the groups of four known mixtures meke possible the estimation
of the reproducibility for these cages. Tmperfect reproduclbility and
minor deviations of the measurements from 2 linear relatlion between
extinction and concentration are importent sources of uncertainty.

The results indicate that rapild and relisble analyses of binary
and ternary mixtures of the three types of liquid hydrocarbon repre-
sented by 2,2,3~trimethylbutane (triptane), cyclohexane, and benzene
are feasible by use of a routine-model infrared spectrophotometer with
an average uncertainty (relative to compounds regarded as pure) of
approximately £1 percent. The improved reliability that results from
determining the mean of five extinctions indicates the deslirability of
repeating extinction measurements when a small increase of time required
for analysis is unimportant.

* * *

The Infrared Spectra of Spiropentane, Methylenecyclobutane and
2-Methyl-1-Butene. By Alden P. Cleaves and Mildred E. Sherrick. NACA
TN 1160, 1946. 5 pp.; 1 table; 2 figs.; Unc.

The infrered spectre of spiropentane, methylenecyclobutane, and
2-methyl-l-butene were measured in the regilon from 3 to 14 microns
with a rock-salt prism spectrometer of medium dispersion. The pure
samples were prepared at the NACA Cleveland lsboratory. The vapors of
these three Cg hydrocarbons were investigated at room temperature and

at pressures in the range from 80 to 300 millimeters of mercury absolute

in a lO-centimeter cell. The spectra were compared with each other and
with Raman date for the same compounds.

* * *

A Spectrophotometric Method for Identification and Estimstion of
Alkylnaphthalenic-Type Hydrocarbons in Kerosene. By Alden P. Cleaves
and Mildred S. Carver. NACA TN 1243, 1947. 11 pp.; 2 tebles; 10 figs.;
Unc.

A spectrophotometric method for identifying and estimating spproxi-
mate amounts of naphthalenic-~type hydrocarbons, which 1s suitable for

AR,
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finding differences in the naphthalenic content of kerosene fractions

of petroleum, is presented. Comparison of the ultraviolet spectra of
several naphthalenic compounds, regarded as typleal standards, with the
spectra of cuts of a kerosene or with the spectrum of the whole kero-
sene is the basis for the method. Estimates of the naphthalenic con-
tent of the cuts and of the kerosene investigated are included to illus-
trate the method; possible effects of spectroscopic lnterference are
considered. The spectra of the cuts were found to be very simllar to
the spectrs of the respective naphthalenic compounds chosen as typical.

% * *

Application of an Ultraviplet Spectrophotometric Method to the
Estimation of AlkyInaphthalenes in 10 Experimental Jet-Propulsion Fuels.
By Alden P. Cleaves and Mildred S. Carver. NACA RM E6KO8, 1947. 11 pp.;
1 table; 2 figs.; Unc.

A means of using the strong sbsorption by alkylnephthalenes in the
range from approximstely 2500 to 2700 A to check estimates of the con-
centrations based on spectrophotometric measurements at ebout 3150 A
has been devised and applied to 10 experimental Jet-propulsion fuels
that are petroleum cuts boiling in the range from 100° to 700° F (approx-
imately 40° to 400° C). The 10 fuels investigated are one Yates, three
Hastings, two Tomball, two Bradford, and two Mldway crude cuts. This
check procedure involved empiricelly determining the average character-
istlc extinction at 2650 A most suitable for alkylnaphthalenes in these
fuels and estimating the smount of other aromatics, which were largely
monocyclic. Sums of amounts of alkylnephthalenes and of other aromatics
constituted spectrophotometric estimates for total aromatics. Differ-
ences between these estimates and values for total aromatics in the
seme samples obtalned at the Petroleum Experiment Statlion, Bureau of
Mines, Bartlesville, Oklshoma, by & silica-gel adsorption method were
recognlized to be due to several ceuses including interfering absorption,
erroneous estimates of the amounts of other aromatics, and smell inac-
curacies of the Bartlesville data. Nevertheless these differences were
tentatively attributed entirely to errors in spectrophotometric esti-
mates of alkylnaphthalenes in order to establish an upper value for the
order of megnitude of these errors, which was computed to be sbout
0.2 percent of total sample. In this manner the spectrophotometric
method for estimation of alkylnaphthalenes was shown to be more accurate
than was formerly expected and some additional informetion concerning
the composlition of the fuels was obtained. The possibllity of unde-
tectable interference, however, prevents proposal of ultraviolet esti-
metion of total aromatics as en independent method except in particular
cases.
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A Method for Determination of Aromatics in 150° to 300° ¢ Fractions
of Crude Petroleum by Measurement of Aniline-Poilnt Rlise. By Arthur M.
Busch, Alden P. Cleaves, and Robert R. Hibbard. NACA TN 1641, 1948.
16 pp.; 4 tebles; 4 figs.; Unc.

A method for determining aromatics in 150° to 300° C fractions of
crude petroleum is described. Rise in aniline point resulting from the
removal of aromatics from synthetic mixtures by percolation through a
particular column of silica gel was found to be an elmost linear func-
tion of the known sromatic content. A general curve for analysis of
cuts of crude pebroleum having molal sversge boiling points near 218° C
is prepented. Modified curves for more accurate analysis of cuts having
average boliling points between 150° and 290° C are also included.
Results on nine reblends of aromatics extracted from two cuts of differ-
ent crude petroleums 1indlcated that aromatics having molal average
boiling points near 218° C could be determined with an average error
of 0.84 percent by volume based on total sample. Analyses of five cuts
of four crude petroleums agreed to within an average of 2 percent with
analyses of the same gamples by & different method at another laboratory.

\ * * *

Quantitative Analysis of Ternsry Mixtures of Naphthalene,
1-Methylnaphthalene, and 2-Methylnaphthalene by Ultraviolet Spectro-
photometry. By Alden P. Cleaves, Mildred S. Carver, and Robert R.
Hibbard. NACA TN 1608, 1848. 8 pp.; 5 tables; 4 figs.; Unc.

A method for quantltative analysis of ternery mixtures of naphtha-
lene, l-methylnaphthalene, and 2-methylnaphthalene on the basis of
ultraviolet sbsorption in the region from 3000 to 3300 A is presented
and the effect of interference by a fourth sbsorber was investigated.
Some dats pertinent to possible Ilnterference by sulfur compounds of
the types expected 1n petroleum are also included.

Twelve synthetic ternary mixtures of the three naphthalenes were
analyzed with an average error of 0.8 percent of the alkylnaphthalenes
present.

The method was applied to seven cuts of American crude petroleums
that distilled at temperatures which indicated that the three lowest
boiling naphthalenees constituted nearly all the condensed dicyclic
aromaticse present. Accuracy in the case of the cuts of crudes could
not be definitely established but was estimsted to be about 0.03 percent
of the ssample.
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Determination of Tetraethyllead in Aviation Gasoline. By Lester
Newman, John ¥. Philip, and Adolph R. Jensen. Anal. Chem., vol. 19,
no. 7, July 1947, pp. 451-453.

An lodometric method for the determination of tetraethyllead that
1s applicable to all aviation gasolines currently used is presented.
Briefly, the fuel is shaken with an excess of alcoholic potassium tri-
1odide solution and the excess lodine titrated with sodium thiosulfate,
giving a maximum deviation of +£0.05 ml of tetraethyllead per gallon,
compared with A.S.T.M. results. Minimization of olefin and amine
interferences is described.

* * *

The System Cyclopentane-Neohexane-Aniline, By XK. T. Serijan,
R. A. Spurs, snd L. G. Gibbons. Jour. Am. Chem. Soc., vol. 68, no. 9,
Sept. 1946, pp. 1763-1764.

Due to the possibility of purifying commerical cyclopentane by
extracting the conbaminant, nechexane, with aniline, the ternary system
cyclopentane-neohexane-aniline has been investigated experimentally at
250 and 15°. Data for the solubility curves and the composition of
conjugate liquids and the phase dliagrams are given.

* * *

Carbon-Hydrogen Groups in Hydrocarbons - Characterization by 1.10-
to 1.25-Micron Infrered Absorption. By R. R. Hibbard and A. P. Cleaves.
Ansal. Chem., vol. 21, no. 4, Apr. 1949, pp. 486-492.

The average numbers of primery CHz, secondary CHy, and eromatic
CH groups in hydrocarbons are determined by absorption spectroscopy in

the 1.10 to 1.25 (8000 to 9000 cm~l) near-infrared region. A slightly
modified, small glass prism spectrometer is used. DBecause the amounts
of absorption of these functional groups are substeptially constant in
81l hydrocarbons of a given class, calibration with a few members of a
class permits the analysis of streams containing any number of compo-
nents of the same class. Estimates on the amount of chain branching
in paraffins and the degree of substibution on naphthene and aromstic
rings cen be obtained.

* * ]

Determination of Carbon-Hydrogen Groups in High Molecular Weight
Hydrocarbons by Near-Infrared Absorption. By Albert Evans, R. R.
Hibbard, and A. S. Powell. Anal. Chem., vol. 23, no. 11, Nov. 1951,
pp. 1604-1610.
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The amounts of absorption of methyl (CHz), methylene (CHp), and

aromatic CH groups in the 1.10 to 1.25 micron near infrared reglon are
shown to remsain substantially constant 1n hydrocarbons of 34 carbon
atoms or less. Analysls cen be made for the average numbers of these
groups in mixtures after calibreting with a few pure compounds. A new
method of correction for the anomelous behavior of naphthenes is

presented.
k%

Determination of Aromatics and Olefins in Wide~Boiling Petroleum
Fractions. By A. E. Spakowski, A. Evans, and R. R. Hibbard. NACA RM
ES0DO3, 1850. 10 pp.; 4 tables; 1 fig.; Unc.

A method is described for the determination of aromatics and ole-
fins in petroleum fractions with wlde-bolling ranges by a combination
of sulfonatlon, chromatography, and specific dispersion. Chromato-
graphy is used to separate the sample into a pure nonaromatic, an
intermediate, and a pure aromatic fraction. Total aromatics are found
as the sum of the pure aromatic fraction and the volume of aromatics
in the intermediate fraction as determined by specific dispersion.
Sulfonation yields the percentage of olefins plus arometics and the
percentage of olefins 1s determined by difference. Less than 8 hours
are required per analysis. The method has been checked on blends of -
pure hydrocerbons and has been found to yleld inaccuracies of leass
than 1 percent in the determination of olefins and aromatics.
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